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Abstract
Sasols synthetically derived gasoline blending components have traditionally been com-
bined predominantly according to process economics to formulate commercial fuel blends
that meet in-house fit-for-purpose requirements and the legislated fuel specifications in
South Africa. In this study the potential for optimisation of a fuel blend using full boil-
ing range synthetic blending components to enhance its performance in a modern charge
boosted gasoline direct injection engine was investigated.
An evaluation of detailed analytical fuel chemistry data was conducted followed by lam-
inar flame speed experiments in a constant-volume combustion bomb apparatus in or-
der to characterise the combustion behaviour of the blending components according to
their characteristic chemical properties. A matrix of test fuels was established by splash
blending the synthetic components with a commercial synthetic reference fuel. The per-
formance of the fuels was subsequently evaluated using a modern, charge boosted, single
cylinder GDI research engine. While the engine operation was verified to be in the
negative-K region using model fuel components, anomalies in defining the K-value using
the synthetic blends were discovered.
A fuel blending model was composed to allow prediction of linear and non-linear fuel
properties of user defined synthetic blend ratios. By integrating an engine performance
test fuel scoring system, the model could be used to define optimal fuel blends through
selection of a desired performance criterion while constraining the optimisation process to
adhere to the national legislated gasoline specifications. Four final fuel blends were opti-
mised according to best power output, gravimetric specific fuel consumption, volumetric
specific fuel consumption and specific legislated emissions. A fifth blend was optimised
for highest power output with no regard for fuel property specifications other than Reid
vapour pressure.
The performance of the optimised blends was evaluated on the test engine and the results
indicated the potential to positively affect the performance characteristics of a synthetic
fuel blend for use in a modern spark ignition engine. This study demonstrates a method-
ology for optimisation of a synthetic fuel to user-selected performance criteria and it is
believed that this work represents a novel and valuable contribution to this field.
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Glossary of terms and abbreviations
A/D converter: A device that converts an analog signal (voltage) to a digital signal.
A/F ratio: The mass ratio of air to fuel present in the combustion chamber.
After-Bottom-Dead-Centre (ABDC): The crankshaft position when the piston has
passed the BDC mark.
AI10: The duration of crankshaft rotation required to burn 10% of the air-fuel mixture.
AI50: The duration of crankshaft rotation required to burn 50% of the air-fuel mixture.
AI90-AI10: The crankshaft duration between the mass fraction of 10% burned until
90% burned.
Alkane: Organic molecule consisting of carbon and hydrogen connected by single bonds.
Alkene: A class of hydrocarbon consisting only of carbon and hydrogen containing at
least one carbon-to-carbon double bond.
α-olefin: Olefin with a double bond at the primary position.
APMAX: The crankshaft position when the maximum cylinder pressure is measured.
Aromatic: A class of hydrocarbon with alternating double and single bonds between
carbon atoms that form a ring structure.
Aggregate Server Access Protocol (ASAP): High-availability transfer mechanism
that provides data transfer over IP networks.
ASTM International: An organisation that develops international standards.
After-Top-Dead-Centre (ATDC): The crankshaft position indicating the position
when the piston has passed the TDC mark.
AVL: Austrian company distributing powertrain research tools.
Before-Bottom-Dead-Centre (BBDC): The crankshaft position indicating the posi-
tion of the piston before the BDC mark.
Bottom-Dead-Centre (BDC): The point of engine crankshaft rotation when the pis-
ton is furthest from the cylinder head and the combustion chamber volume is at its
maximum value.
Brake Mean Effective Pressure (BMEP): A comparative measure of engine torque
output given by the engine crankshaft measured cycle work divided by the displaced
cylinder volume.
Before-Top-Dead-Centre (BTDC): The crankshaft position indicating the position
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of the piston before the TDC mark.
Crank Angle (CA): The crankshaft angle position.
Computer-aided design (CAD): Computer assisted design software.
Commercial Automotive Gasoline (CAG): Commercially available fuel for spark
ignition engines.
Crude Commercial Automotive Gasoline (CCAG): Commercially available crude
oil derived fuel for spark ignition engines.
Carbon dioxide (CO2): Naturally occuring chemical compound consisting of two oxy-
gen atoms that are covalently double bonded to a carbon atom.
Compression Ratio (CR): The volume ratio of the combustion chamber given by the
volume at BDC divided by the volume at TDC.
Computational Fluid Dynamics (CFD): The study of fluid mechanics using numer-
ical methods and algorithms to analyse fluid flow problems.
Co-operative Fuels Research (CFR) engine: The engine required and used for the
determination of Research and Motor Octane Numbers, RON and MON respectively.
Coefficient Of Variation (COV): A standardised measure of variability defined as the
ratio of standard deviation to the mean expressed as a percentage.
Coordinating Research Council (CRC): A non-profit organisation that is supported
by the petroleum and automotive industry.
Coal To Liquid (CTL): An automotive fuel derived from coal.
Cycloalkanes: A subclass of alkanes that have one or more rings of carbon atoms in the
chemical structure.
Distributed Component Object Model (DCOM): A Microsoft technology that al-
lows communication of software over a common distributed network.
Detailed Hydrocarbon Analysis (DHA): A gas chromatography technique used to
define hydrocarbon classes in a fuel.
E20: A mixture of 20% Ethanol and 80% synthetic commercial gasoline.
E50: A mixture of 50% Ethanol and 50% synthetic commercial gasoline.
Engine Control Unit (ECU): Electronic device to control a series of actuators required
to operate an internal combustion engine.
Exhaust Gas Temperature (EGT): Exhaust gas temperature measured in the ex-
haust manifold.
Equivalence ratio (φ): The ratio of a given fuel-air ratio to a stoichiometric fuel-air
ratio. φ = 1 is stoichiometric, φ < 1 is lean and φ > 1 is a rich mixture.
Exhaust Gas Recirculation (EGR): The method of external re-introduction of ex-
haust gas products into the inducted fuel-air mixture for combustion and/or emissions
control.
F/A The mass ratio fuel to air present in the combustion chamber.
Fluid Catalytic Cracking (FCC): A chemical conversion process used in refineries to
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convert heavy distillates into products such as gasoline.
Fluorescent Indicator Adsorption (FIA): Standard method according to ASTM1319
to determine the hydrocarbon types in a full boiling range fuel.
Flame Ionisation Detector (FID): A scientific instrument that used to measure the
organic species in a gas stream.
Gas Chromatography-Mass Spectrometry (GC-MS): An analytical method used
to identify different subclasses in fuel test sample by combining gas liquid chromatogra-
phy and mass spectrometry.
Two-dimensional gas chromatography (GCxGC): An analytical method derived
from GC-MS whereby two chromatography runs are implemented to differentiate the
components more effectively.
Gasoline Direct Injection (GDI): A variant of a fuel injection method used to inject
fuel directly into the cylinder.
Greenhouse gas (GHG): A gaseous mixture in the atmosphere that has the ability to
absorb infrared radiation thereby confining the heat in the atmosphere.
Generalised Reduced Gradient (GRG): An algorithm in Microsoft Excel 2010 used
for optimising non-linear problems.
Higher Heating Value (HHV): A measure of the gross heat energy released under
standard ASTM D4809 conditions.
Heat of vaporization (∆Hvap): The amount of heat that needs to be absorbed to
vaporize a liquid at a constant temperature.
Homogeneous Charge Compression Ignition (HCCI): An engine technology where
a nominally homogeneous air-fuel mixture is ignited by compression alone without the
need of any additional ignition system.
High Performance Liquid Chromatography (HPLC): An analytical method used
to identify different subclasses in fuel test sample.
High Temperature Fischer-Tropsch (HTFT): Proprietary technology of Sasol used
to produce syncrude from syngas.
Hydrocarbon (HC) emissions: Engine exhaust emissions consisting usually of par-
tially oxidised species of hydrocarbon radicals and molecules.
ifile A file format defined by the AVL company used for data storage in their combustion
analysis tools.
Internal Gas Recirculation (IGR): Internal recirculation of exhaust gas in a internal
combustion engine.
Indicated Mean Effective Pressure (IMEP): A comparative measure of indicated
work output per unit swept volume.
Internal Combustion Engine (ICE): A thermodynamic heat engine that releases heat
via a chemical combustion process inside the combustion chamber of the engine device.
Indicated Specific Carbonmonoxide (ISCO): Carbon monoxide emissions calcu-
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lated on the basis of the indicated power output of the engine.
Indicated Specific Fuel Consumption (ISFC): Specific fuel consumption calculated
on the basis of indicated power output.
Indicated Specific Hydrocarbon (ISHC): Hydrocarbon emissions calculated on the
basis of the indicated power output of the engine.
Indicated Specific Nitrous Oxide (ISNOx): Nitrous oxide emissions calculated on
the basis of the indicated power output of the engine.
Knock Limited Spark Advance (KLSA): The maximum spark advance before knock-
ing combustion starts occurring.
(lambda or λ): The ratio of a given A/F ratio to a stoichiometric A/F ratio. λ = 1 is
stoichiometric, λ < 1 is rich and λ > 1 is a lean mixture.
Laminar Flame Speed (LFS): The speed at which an un-stretched laminar flame
propagates through a quiescent mixture.
Lower Heating Value (LHV): A measure of the net heat energy released under stan-
dard ASTM D4809 conditions.
Low Speed Pre-Ignition (LSPI): The undesired ignition of the air/fuel mixture in a
gasoline engine before the spark is released.
Low Temperature Fischer-Tropsch (LTFT): Proprietary technology of Sasol used
to produce syncrude from syngas.
Mass Fraction Burned (MFB): A measure of the fraction of charge burned in the
cylinder at a specific crank angle position.
Maximum Brake Torque (MBT): The maximum brake torque produced by a spark
ignition engine at optimal spark advance with wide open throttle.
Mega-knock: A severe form of engine knock, also known as super-knock, which has
been found to occasionally occur in highly charge boosted SI-engines. Motor Octane
Number (MON): A standard test method (ASTM D 2700) for ascertaining the octane
rating of a fuel. This method requires running the fuel at 900rpm in a CFR engine with
a heated inlet air temperature.
Methyl tert-butyl ether (MTBE): An oxygenate used as a gasoline additive to en-
hance the octane number. Naphthene: Another term for a cycloalkane.
New European Driving Cycle (NEDC): A standard driving cycle used to assess the
fuel consumption and emission levels of a passenger car.
Nitrous oxide (NOx): The regulated emission combination of NO and NO2 formed
during combustion at high temperatures.
Nuclear magnetic resonance (NMR): An analytical method used to destinguish
classes and sub-classes in a chemical compound such as gasoline.
Olefin: Another term for an alkene.
Original Equipment Manufacturers (OEMs): Manufacturer of vehicles and engines.
Oxygenate: A fuel additive that contains oxygen as part of its chemical structure.
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Paraffins: Another term for an alkane.
Port Fuel Injected (PFI): A variant of a fuel injection method used to inject fuel into
the intake manifold of the cylinder.
PMAX: The maximum cylinder pressure measured.
Primary Reference Fuels (PRFs): Iso-octane and n-heptane are the two fuels used
to define the octane rating of a test fuel in the Research and Motor Octane test meth-
ods (ASTM D2699 and ASTMD2700 respectively). Iso-octane is defined as having an
octane number of 100, while n-heptane is defined as having an octane number of zero.
The octane rating of a PRF blend is determined by linear interpolation of the respective
volumetric concentrations.
Reformed Exhaust Gas Recirculation (REGR): Recirculated exhaust gas that is
passed over a reforming catalyst before being reintroduced into the combustion chamber.
Research Octane Number (RON): A standard test method (ASTM D 2699) for as-
certaining the octane number of a fuel. By running the fuel in a CFR engine at standard
knock intensity at 600 rpm, the test fuels are bracketed using PRF blends.
Reid Vapor Pressure (RVP): A standard method used to measure the volatility of a
gasoline fuel according to ASTM D323.
rpm: Engine speed in crank angle revolutions per minute.
Spark Advance (SA): The crankshaft position in relation to TDC on the compression
stroke at which point the spark is released.
South African National Standard (SANS): National standard by the South African
Bureau of Standards.
SBA20: A mixture of 20% synthetic blend A and 80% synthetic commercial gasoline.
SBA50: A mixture of 50% synthetic blend A and 50% synthetic commercial gasoline.
SBB20: A mixture of 20% synthetic blend B and 80% synthetic commercial gasoline.
SBB50: A mixture of 50% synthetic blend B and 50% synthetic commercial gasoline.
SBC20: A mixture of 20% synthetic blend C and 80% synthetic commercial gasoline.
SBC50: A mixture of 50% synthetic blend C and 50% synthetic commercial gasoline.
SBD20: A mixture of 20% synthetic blend D and 80% synthetic commercial gasoline.
SBD50: A mixture of 50% synthetic blend D and 50% synthetic commercial gasoline.
SBE20: A mixture of 20% synthetic blend E and 80% synthetic commercial gasoline.
SBE50: A mixture of 50% synthetic blend E and 50% synthetic commercial gasoline.
SBF20: A mixture of 20% synthetic blend F and 80% synthetic commercial gasoline.
SBF50: A mixture of 50% synthetic blend F and 50% synthetic commercial gasoline.
SB-IMEP: Synthetic gasoline blend optimised for peak IMEP.
SB-ISFCM: Synthetic gasoline blend optimised for peak ISFC on a gravimetric basis.
SB-ISFCV: Synthetic gasoline blend optimised for peak ISFC on a volumetric basis.
SB-PP: Synthetic gasoline blend optimised for peak power output. The optimisation
process for this blend did not consider fuel specification other than RVP.
Glossary of terms and abbreviations xx
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SCAG: Synthetic commercial automotive gasoline.
Specific Energy Gravimetric (SE-G): Specific energy calculated on a gravimetric
basis.
Specific Energy Volumetric (SE-V): Specific energy calculated on a volumetric basis.
Specific Fuel Consumption (SFC): A measure of the fuel efficiency with regard to
the power output.
Supercritical fluid chromatography (SFC): An analytical method used to separate
and quantify chemical components in a substance.
Spark-ignition (SI) engine: An ICE that ignites the fuel-air mixture with the aid of
an electric spark plug. SI engines usually run on gasoline like fuels and combustion is
controlled by the timing of the spark discharge.
Spark-ignition engine knock: An abnormal and potentially damaging combustion
phenomenon where the unburned mixture within the cylinder is compressed by the pis-
ton and advancing flame front to the point of auto-ignition before it is consumed by flame
propagation.
T20: A mixture of 20% TAME and 80% synthetic commercial gasoline.
T50: A mixture of 50% TAME and 50% synthetic commercial gasoline.
tert-Amyl methyl ether (TAME): An ether that can be used as a fuel oxygenate.
Top-Dead-Centre (TDC): The point of engine crankshaft rotation when the piston is
closest to the cylinder head and the combustion chamber volume is at its minimum value.
Toluene Standardization Fuel (TSF): A fuel blend consisting of toluene and n-
heptane or iso-octane.
Ultraviolet-visible spectroscopy (UV/VIS): An analytical method used to analyse
components separated by SFC.
Variable Turbine Geometry (VTG): Exhaust gas turbocharger with variable guide
vanes on the turbine that are used to control boost pressure.
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Chapter 1
Introduction
This chapter introduces the reader to the thesis and illustrates the relevance of the con-
ducted research. An outline of the thesis document structure is provided.
1.1 Background
A growing public awareness of the environmental implications of vehicle green house gas
(GHG) emissions as well as increasingly stringent legislations over the last decade, have
forced vehicle original equipment manufacturers (OEMs) to develop more efficient power-
trains. In order to meet vehicle fleet CO2 emissions as well as customer demand for lower
fuel consumption while at the same time offering improved vehicle performance, OEMs
have turned to electrification of the power-train as well as various other technologies to
efficiently extract more performance out of internal combustion engines. For the spark
ignition (SI) engine there has been a trend towards the implementation of direct fuel
injection in combination with charge air boosting together with a reduction in engine
capacity.
Fuel manufacture and engine technology have always been interrelated. Today an overall
well-to-wheel life cycle analysis is prudent in the assessment of the GHG emissions and
energy use of the vehicle transport sector. Long before environmental regulations, this
relationship was evident in the steady increase of the octane rating of fuels witnessed
from 1920 until 1955 thereby leading to significant improvement in engine efficiency and
performance [1]. From 1947 till 1996 the coordinating research council (CRC) in the USA
performed regular surveys to assess the octane requirement of the vehicle fleet to allow
fuel manufacturers to refine their products accordingly [2]. With the advent of knock
sensors and closed loop control on vehicles these annual investigations were adjourned.
Moreover it has recently been shown that the motor octane number (MON) test, which
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was originally intended to represent carburetted engines has an almost counter-intuitive
influence in modern high performance engines inasmuch that gasolines with a given re-
search octane number (RON) and a higher octane sensitivity (i.e lower MON) exhibit an
enhanced knock resistance [3,4]. Fuel components with higher laminar flame speed have
been shown to provide performance benefits in spark ignition engines [5] and the latent
heat of vaporization can have a profound effect on knock reduction and cylinder filling,
especially in gasoline direct injection (GDI) engines [6]. These fuel related issues will be
comprehensively discussed in this thesis.
Modern highly boosted spark ignition engines have been shown to exhibit abnormal
combustion, which is currently being investigated by fuel [7,8] and engine manufacturers
[9, 10] alike. Current and future emission legislations ultimately need to be met by the
OEMs who burn the fuels in their engines. It therefore places some technical demand
on the fuel to enable clean combustion. This has cost implications for the fuel producers
to adjust their refining processes as was evident in the phasing out of octane enhancing
heavy metals [11].
The South African automotive fuels market is unique in terms of the vehicle parc it
caters for and the technology used for locally produced transportation fuels. Vehicle
technologies range from older pre-emissions legislation, to modern latest generation engine
technology. While most of the fuel is produced in conventional crude oil refineries, about
a third of the country’s fuel is produced in Sasol’s coal to liquid (CTL) high temperature
Fischer-Tropsch (HTFT) plant. The HTFT plant was instigated following the 1973 ”oil
crisis” as a means to provide energy security for South Africa [11]. Coal is gasified to
provide syngas (mixture of carbon monoxide (CO) and hydrogen (H2)) which is then
processed to syncrude using Sasol’s proprietary Fischer-Tropsch technology. The olefin
rich syncrude is further refined to formulate gasoline, among other fuels and chemical
products. Most of this fuel is distributed to the inland area which houses the majority
of the vehicle population at about 1500 m above sea level. The only other high-altitude
locations in the world with such a notable vehicle density are Colorado and Mexico
[12]. Historically Sasol conducted fit-for-purpose studies in order to identify the fuel
requirements of the diverse vehicle population [13], while currently various CTL refinery
streams are combined to meet the South African fuel specification (SANS1598-2006) in
the most economical way while maintaining fit-for-purpose attributes.
1.2 Project motivation
In this thesis the reference to engine performance encompasses the maximum available
work output at a given engine speed, gravimetric specific fuel consumption (as an indi-
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cation of thermodynamic efficiency), volumetric specific fuel consumption and legislated
exhaust emissions. The direct effect of fuel composition on engine power and efficiency
during normal combustion in SI-engines is generally considered to be relatively small [1].
However, fuel composition can affect non-combustion related properties of a fuel, such as
volatility and heat of vaporisation, which in turn can directly influence the performance
of a gasoline engine. Researchers of racing fuels have shown that the power output of
an engine is affected by the fuel’s specific energy content, stoichiometric air to fuel ratio,
molar products to reactants ratio, latent heat of vaporisation as well as its resistance to
knock [14,15]. Additionally it has been accepted that a high burn rate improves the ther-
modynamic efficiency and reduces the knock propensity [5,16]. Apart from the turbulence
intensity and mass flow in the cylinder, the burn rate is influenced by the characteristic
laminar flame speed of the air-fuel mixture [17].
The performance characteristics of fuel components need to be considered in the context
of prevailing fuel legislations which affect the fuel composition through restrictions on
components such as benzene, sulphur and additives [18]. Aromatic components generally
have a high density which positively influences the volumetric fuel consumption as it also
inclines to correlate with the energy content of the fuel. However, due to its negative
impact on deposit formation and regulated emissions the aromatic content in gasoline
has been restricted to 50% for a category 1 fuel such as in South Africa, according to the
Worldwide Fuel Charter [18]. Due to their reactive nature, olefins have been shown to
contribute to ozone formation, predominantly through evaporative emissions rather than
regulated engine exhaust emissions. In recent times, on-board vapour recovery systems
on vehicles and at filling stations have minimized this problem [18]. However, olefins have
also been linked to deposit formation in the intake system of an engine [19].
With the advent of knock control technology a significant improvement in engine effi-
ciency has been achieved, as it allowed engine designers to optimise the compression
ratio and ignition timing for part load conditions, which form the predominant part of
the New European Driving Cycle (NEDC) driving cycle, while tolerating non-optimal
knock limited operation at full load. This fuel related restriction has ironically also pro-
vided the opportunity for fuel composition to affect the maximum power performance
and efficiency of an engine. GDI technology has been shown to create further scope due
to its effect on mixture temperature and homogeneity [20], while charge boosted GDI
further accentuated the effects of fuel compositional variations on the knock resistance
outside the envelope of the octane rating method [4].
It is likely that the potential for varying the fuel composition in a synthetic refinery
is much greater than in a conventional crude oil refinery although this has never been
published in the context of its possible effects on engine performance. From the above
points it follows that a modern, charge-boosted GDI engine would represent the best
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candidate for investigating the possible performance variations that could be viable within
the allowable blending envelope of a synthetic fuel refinery and thereby provide scope for
optimisation. While it is recognised that the occurrence of abnormal combustion such as
low speed pre-ignition (LSPI) often resulting in mega-knock or super-knock is of great
importance when considering the fuel requirements of future highly charge-boosted GDI
engines, this project pertains to fuel performance affects on current production engines.
However, due the importance of LSPI a literature review has been included in order to
be vigilant of any associated fuel property concerns.
The effect of a fuel’s laminar flame speed has previously been studied in the context
of performance in port fuel injected spark ignition engines [5]. It was acknowledged
by the authors that the study should be conducted using more modern technology, but
an investigation using a charge-boosted GDI engine has not been published thus far.
Similarly the laminar flame speeds of blending components in a synthetic fuel refinery
recently published by the author [21] represents an unexplored area for influencing engine
performance.
1.3 Hypothesis foundation
It was hypothesised that the chemical composition of HTFT gasoline would be different
from crude derived gasoline and that the HTFT blending components would exhibit a
widely differentiated span in their individual properties. These distinct chemical prop-
erties of the fuels were presumed to have a distinguishable influence on their laminar
flame speed characteristics. Furthermore, it was assumed that the chemical attributes
would result in a measurable influence on engine performance which would correlate with
fundamental fuel property measures such as flame speed, charge air cooling and octane
number.
Finally it was envisaged that it would be possible to establish an effective fuel blend
optimisation model, using engine test data of the fuel blending components, to produce
a final product tailored to offer customers improved performance and fuel economy in a
modern gasoline engine, while adhering to the prevailing fuel specifications.
1.4 Project scope
In order to test the above postulates, the project was formulated with the following
process steps:
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 A literature study was conducted to obtain information about the refining process
of HTFT syncrude into gasoline products as well as the chemical characteristics of
synthetic gasoline. Furthermore the recent changes in engine technology and fuel
formulation issues that have been shown to impact engine operation were reviewed.
 Samples of eight synthetic gasoline blending components, a synthetic commercial
automotive gasoline (SCAG) as well as two crude derived commercial automotive
gasolines (CCAG) were obtained. A detailed property and chemical composition
analysis was conducted on the fuel samples and the results were studied in detail.
 The laminar flame speed of the commercial automotive gasolines (CAG) as well
as the synthetic blending components were characterized using an in-house flame
speed rig. Using the detailed chemical analysis data, a correlation analysis was
conducted to relate the flame speeds to chemical composition with comparison to
relevant literature.
 Using SCAG as a base fuel, each of the synthetic components were binary-blended
in pre-defined ratios. The SCAG was used as the reference fuel for comparison.
 The experimental process was carried out on a single cylinder research engine rep-
resentative of current modern charge boosted GDI engines. Full load spark advance
sweeps were conducted to evaluate the performance and specific fuel consumption
attributes of the fuels in terms of knock limited spark advance (KLSA) and burn
rate. Furthermore, the EGR tolerance of the fuels was investigated under full load
conditions, due to its increased use by engine designers to reduce knock tendency
and exhaust gas temperatures.
 Due to the engine’s limited peak firing cylinder pressure of 100 bar, the opportunity
for this study to include abnormal combustion leading to mega-knock occurrence
was limited and was not the focus of this research. However, combustion events
were continually monitored and relevant control system parameters were in place
to prevent possible engine destruction.
 From the insights gained from the engine tests, laminar flame speed tests and
chemical analysis work, a multidimensional bounded blend recipe solving model was
established to define optimised synthetic gasoline blends based on peak performance
and specific fuel consumption.
 The optimised fuel blends were evaluated on the test bench in terms of the defined
performance criteria.
 Finally the insights gained from the overall investigation were harvested and rec-
ommendations for further research were made.
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1.5 Thesis document overview
The thesis document begins with an introduction to the background that led to the
initiation of this study. This is followed by the project motivation, hypotheses and
definition of the project scope.
Chapter two introduces the reader to the experimental apparatuses and modelling tools
that were utilised for this study.
The third chapter provides a relevant literature review on current synthetic gasoline and
discusses the refinery blending components that were used for this research. Detail about
the chemical characterization of the synthetic commercial automotive gasoline (CAG)
fuel and blending components is given and the test fuels are established.
With reference to a recently published study by the author and co-workers, chapter four
provides further details about the investigation into the laminar flame speed behaviour
of synthetic gasoline components.
In order to gain insight on the recent developments in charge boosted GDI engine tech-
nology, a literature review is conducted in chapter five. A detailed description of the
test method used for the combustion analysis investigation is given and the performance
results are presented and discussed.
Chapter six describes the methods used to define optimised synthetic fuel blends. The
optimization criteria is discussed and performance results are shown. A burn rate analysis
is presented with reference to effects from the unique synthetic components’ characteris-
tics. The results are discussed with the aid of a GT-Power model of the single cylinder
engine.
The results and discussions of chapters three to six are related to the overall thesis
hypothesis and scope and concluded in chapter seven.
Chapter eight provides relevant recommendations for future work.
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This chapter provides an overview of the experimental apparatuses used for this study.
Relevant equipment, designed or customised by the author for this research, are explained
in greater detail.
2.1 Laminar flame speed combustion bomb
The laminar flame speed rig was initially developed by Yates and co-workers [22] for the
analysis of jet fuel components. Modifications to improve the valve actuator control and
spark ignition system have resulted in a new bomb being designed and manufactured
for a current post-graduate project. This rig was subsequently used to characterize the
laminar flame speed behaviour of synthetic gasoline components as reported by Rockstroh
et. al. [21]. With the aid of the schematic in figure 2.1, the experimental apparatus will
be briefly explained.
The combustion chamber of the laminar flame speed rig is a spherical vessel of 100 mm
diameter manufactured from stainless steel. It is equipped with band heaters to maintain
air temperature up to 200 °C to within an accuracy of 0.5 °C. Fuel was supplied to the
combustion chamber by means of a modified automotive GDI solenoid injector. To avoid
the risk of condensation in the bomb, due to a potential cold spot near the injector, a
heating/cooling circuit was used to maintain the injector at a specified temperature. The
appropriate control temperature was defined by creating a lean A/F mixture and then
checking the ability to ignite it after a delay period. With an injector tip temperature
of 90 °C, a waiting period of up to an hour did not adversely affect the ignition of the
mixture. The injected fuel quantity of each fuel was calibrated by defining the fuel mass
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Figure 2.1: Schematic of laminar flame speed rig
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at numerous injection durations. Fuel pressure was accurately maintained by supplying
nitrogen to a pressurised container above the fuel.
Ignition was provided by two electrodes extending into the centre of the combustion
chamber. An uncooled GH14D AVL piezo-electric pressure transducer was used to mea-
sure the chamber pressure and a strain gauge based pressure transducer, separate from
the filling air supply line, supplied the absolute pressure reading.
Compressed air supply at 10 bar to the rig was used to purge and vent the combustion
chamber via solenoid inlet and exhaust valves. Using a National Instruments Com-
pactRIO control and monitoring system, the entire rig and data capturing process was
automated. During the commissioning phase, the test sequences, event times as well as
the required waiting periods were defined in order to enable adequate removal of burnt
products and preparation of a homogeneous air-fuel mixture.
A summary of the method implemented to derive the laminar flame speed from the
combustion pressure trace is provided in Appendix A.
2.2 Engine set-up
The planning of the test cell layout, design of various test cell ancillaries as well as the
commissioning of the single cylinder engine was conducted by the author at the start of
this research project.
2.2.1 Test engine
A new single cylinder AVL 5403 engine with a pent roof gasoline direct injection (GDI)
cylinder head was obtained for this study. The spray guided injector as well as the spark
plug were centrally mounted and an access port was provided to allow installation of
a piezoelectric pressure transducer. The valves were operated by direct-attack of two
overhead camshafts. Base specifications of the engine are provided in table 2.1
A cooled exhaust gas recirculation system was installed on the engine as shown in the
schematic in figure 2.2. In order to limit inaccuracies in EGR flow rate due to pulsation,
a 100 L vessel was installed ahead of the exhaust back pressure valve. The EGR flow was
regulated by an EGR valve sourced from a VW 1.6L FSI engine while an EGR cooler
from a Mercedes Benz C220 CDI engine was modified to suit this application.
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Basic engine data




Combustion chamber 4-valve pent roof GDI
Compression ratio 10:1
Fuel system GDI piezo spray guided injector (BMW)
Ignition system NGK spark plug, pencil coil (VW)
Rated speed 6000 rpm
Maximum speed 7000 rpm
Maximum cylinder pressure 100 bar
Balancing shafts 1storder
Valve Timing
Inlet valve open 34°BTDC
Inlet valve close 54°ABDC
Exhaust valve open 74°BBDC
Exhaust valve close 14°ATDC
Inlet valve peak lift 110°ATDC
Exhaust valve peak lift 110°BTDC
Camshaft duration 268°crank angle
Table 2.1: Specifications of single cylinder research engine
2.2.2 Test cell equipment
The engine was mounted on a fully instrumented test bed to an asynchronous dynamome-
ter as shown in figure 2.3. Operational control, algorithm programming and data cap-
turing of all relevant test parameters was provided by the software package STARS from
Horiba.
An external conditioning unit for the engine oil and coolant was developed and manu-
factured by the author. This unit enabled accurate control of the supply pressure and
temperature for both the engine oil and coolant.
Emissions were monitored by a Horiba Mexa 7200D gas analyser. Standard regulated
emissions such as hydrocarbons (HC), carbon monoxide (CO) and oxides of nitrogen
(NOx) as well as carbon dioxide (CO2) and oxygen (O2) content were recorded.
In order to accurately control the supply air boost pressure and temperature, a charge
air boosting system, consisting of an external compressor, water/air intercooler and an
electric air heater was designed and installed in the test facility.
The engine was supplied with fuel from an external high pressure fuel pump unit rated
to 200 bar. Fuel temperature was regulated and consumption was measured by an AVL
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Figure 2.2: Schematic of cooled EGR loop
735/753 fuel mass balance and conditioning unit.
2.2.3 Engine control system
The engine control unit (ECU) was built on the foundation of a National Instruments
CompactRio system, making use of Drivven modules to control the various actuators
and read sensor feedback signals. Labview, a graphical programming language, was used
to build the engine control program and graphical user interface as seen in figure 2.4.
Proportional integral differential control loop feedback was implemented for the pressure
systems, exhaust gas recirculation as well as lambda control. Provision was made to
allow for the storage of operation point dependent calibration maps of key engine control
parameters. The aggregate server access protocol (ASAP) was used to interface with the
STARS test cell control software in order to allow capturing of relevant ECU data as well
as activation of safety shut down sequences.
In order to protect the engine from excessive peak cylinder pressures, an interface with
the indicating equipment was provided to enable a safety shut down by cutting the fuel
injector signal.
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Figure 2.3: Instrumented engine test bench
Figure 2.4: Graphical user interface of engine control unit
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2.2.4 Indicating equipment
An AVL GU22C piezo-electric uncooled pressure transducer was installed in the cylinder
head and Kistler 4075 A10 piezo resistive transducers were installed on the inlet and ex-
haust manifold respectively. The exhaust transducer was protected from excessive heat
load using a water cooled adapter. The pressure signals were amplified using an AVL Mi-
croIfem charge amplifier and recorded using the AVL indicating tool Indismart together
with the combustion analysis software AVL IndiCom 2.4. At regular intervals the cali-
bration of the measurement chain (pressure transducer-charge amplifier-A/D-converter)
was checked using a dead weight tester.
Thermodynamic data, such as indicated mean effective pressure (IMEP) and mass frac-
tion burned (MFB) were calculated at a resolution of 1 °crank angle, while knock detection
measurements were calculated at 0.1 °crank angle resolution in Indicom. A distributed
component object model (DCOM) protocol was used to transfer the average data to the
STARS software. Due to the low data transfer rate, detailed analysis of the combustion
data necessitated the interrogation of the Indicom data recorded in AVL’s ifile format.
2.3 Modelling tools
2.3.1 Heat release analysis
The open source combustion analysis software (catool) was used to import the combustion
(AVL ifile) data into Matlab to allow post processing. For detailed burn rate and heat
loss analysis calculations the commercial software TIGER was used [23].
The burn rate (Qb) was calculated using the first law of thermodynamics, the ideal gas
law and the energy balance. Other than calculating the change in internal energy (U)
and volume (V) with respect to crank angle, the wall heat losses (Qw) as well as the














For the energy balance, the fuel mass flow rate and exhaust products were considered.
Further detailed discussion on the heat release method used for the thermodynamic anal-
ysis of the engine combustion data is provided in chapter 6.
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2.3.2 GT-Power modelling tool
An elementary model of the single cylinder engine was generated using GT-Power by
Gamma Technologies as is shown in figure 2.5. More details about engine modelling with
this software is provided in [24].
The single cylinder engine manufacturer provided geometry data of the single cylinder
engine, some of which is shown in table 2.1. The piston bowl geometry as well as the
surface area of the piston and cylinder head were taken from a CAD model of the top
end of the engine. The required valve lift profiles and camshaft timing angles were also
provided by the engine manufacturer. Measurements of the intake and exhaust manifold
were taken and entered in the model while the surface finish was estimated using the
equivalent roughness values from the drop down menus in GT-Power. Charge air boosting
was provided by merely raising the ambient pressure of the initial state conditions. The
initial cylinder head, piston and cylinder temperatures were estimated using the default
values provided in GT-Power and the recommended WoschniGT heat transfer model
was chosen. The default cylinder flow sub-model with the standard parameters was
used, while combustion was simulated using the predictive spark-ignition turbulent flame
(’EngCylCombSITurb’) model available in GT-Power. While the default parameters were
chosen where possible, further details about the rate of vaporisation assumptions for the
model fuels will be provided in chapter 6 where the model was implemented.
Figure 2.5: GT-Power model of AVL single cylinder GDI engine
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Chapter 3
Synthetic gasoline and blending
components
This chapter provides a brief overview on the development of modern synthetic gasoline.
The chemical analysis of the refinery blending components is discussed and the test fuel
blends are defined.
3.1 Literature review on synthetic gasoline
Historical key development aspects of the Fischer-Tropsch refining process have been
described rigorously by de Klerk [11, 25]. Detailed discussion on the intricacies of the
refining processes is beyond the scope of this thesis. An overview to highlight the relevant
differences between conventional crude oil and syncrude derived gasoline will be provided
here with emphasis on HTFT gasoline used for the investigations presented in this thesis.
3.1.1 Fischer-Tropsch overview
According to de Klerk [11], the overall process can be described with the aid of a sim-
plified flowchart on indirect liquefaction shown in figure 3.1. Three key procedures are
required to convert the feedstock into a final product, with Fischer-Tropsch being the
most common synthesis process used on an industrial scale. Although the process lends
itself to a variety of feedstocks, large scale commercial production of synthetic fuel is
currently only done using coal to liquid (CTL) and gas to liquid (GTL) Fischer-Tropsch
refinery processes [11].
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Figure 3.1: Simplified definition of indirect liquefaction process for feed-to-liquids conversion.
Adapted from [11]
3.1.2 Syncrude vs crude oil
The conversion of syngas to syncrude can be done using what is known as high tem-
perature Fischer-Tropsch (HTFT) or low temperature Fischer-Tropsch (LTFT) synthesis
processes [11]. The composition of the resulting syncrude is different as shown in table 3.1
in comparison to a crude oil derivative.
Compound class HTFTa LTFTb Crude oilc
Alkanes (paraffins) > 10% Major product Major product
Cyclo-alkanes (naphthenes) < 1% < 1% Major product
Alkenes (olefins) Major product > 10% None
Aromatics 5− 10% < 1% Major product
Oxygenates 5− 15% 5− 15% < 1%O(heavy)
Sulphur compounds None None 0.1− 5%S
Nitrogen compounds None None < 1%N
Organometallics Carboxylates Carboxylates Phorphyrines
Water Major by-product Major by-product 0-2%
aSasol Advanced Synthol (Secunda)
bSasol Slurry Phase Distillate (SSDP) process (Ras Laffan and Sasolburg)
cDifferent crude oil types can vary significantly in composition
Table 3.1: Comparison between composition of syncrude and conventional crude oil. Adapted
from [11,26]
.
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3.1.2.1 Crude oil
Conventional crude oil mainly consists of alkanes, cycloalkanes and aromatic hydrocarbon
compound classes [11]. Alkenes are not found at all or in very small quantities [11], while
dienes and alkynes generally do not appear in crude oil [27]. However, during the refining
process of crude oil, such unsaturated aliphatic compounds are produced. Alkanes are
commonly referred to as paraffins, cycloalkanes are also known as naphthenes and alkenes
are frequently named olefins. These terms will be used interchangeable throughout this
thesis. According to de Klerk [11], syncrude is similar to conventional crude in that it has
a high linear hydrocarbon content which requires refining to improve the quality of the
straight run products. Cycloalkanes in crude oil most often have five or six membered
rings that appear as monocyclic and multicyclic compounds, while multicyclic compounds
with four and five membered rings are occasionally found. On average the aromatic
content of straight run naphtha is 10%, but varies depending on the crude oil used,
while mono-, di-, and polynuclear aromatics can generally also be found in appreciable
concentrations.
Sulphur content in most crude oils falls in the range of 0.05− 6.0% of mass, while gener-
ally 0.1 − 5% mass can be expected [27]. Another undesirable heteroatom are nitrogen
compounds which are most frequently found in crude oil fractions with a boiling point
above 250 °C. Depending on the crude oil, the content can be as high as 2% mass but
is generally lower than 0.5% mass [27]. The oxygenate concentration in crude oil range
is quite low from 0.05% to 1.5% and mainly consists of furans, phenols, esters and car-
boxylic acids [27]. Only the organic acids can be of concern due to corrosion when it
comes to crude refining.
Nickel and vanadium are the major metal impurities in crude oil with iron and other
metals such as mercury and arsenic being present at a lower quantities [11]. Depending
on the crude oil, the amount of metal may range from 1 to 1000 µg.g−1. High metal
content can lead to deposit formation on refining catalysts which reduces their life span.
3.1.2.2 HTFT and LTFT syncrude
Considerable energy is expended in crude refineries on the removal of heteroatoms such
as sulphur and nitrogen while syncrude is intrinsically almost free from these species [11,
26,28]. In addition the low polynuclear aromatic content further suggests that synthetic
fuel could play a significant part in the continuous quest for cleaner fuels [29].
The significant oxygenate content in syncrude includes very useful components such as
lubricity improving long chain carboxylic acids and high octane ethanol [26]. A major
difference is the significant olefin content in syncrude [26, 29], which according to de
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Klerk [26] provides refiners of syncrude with the ability to define synthetic products,
whereas this capability is only available in crude refineries after olefin production in units
such as fluid catalytic crackers (FCC).
The very high olefin as well as some aromatic content in HTFT syncrude, results in
a higher octane for the straight run product than either LTFT syncrude or different
cuts of Arabian crude oil as shown in table 3.2. The high linear paraffin as well as low
aromatic content of LTFT syncrude do not result in a high RON, therefore making that
product more suitable for Diesel production as is evident from the high cetane value
of hydrogenated LTFT straight distillate [11, 26]. It was therefore argued that HTFT
syncrude possesses intrinsically superior properties for the production of gasoline than
crude oil.
According to de Klerk [26], the HTFT straight run product can be improved without
difficulty by double bond isomerisation using a low temperature catalytic reaction. It
was argued that the linear α-olefins in HTFT syncrude have a significantly lower oc-
tane number than the equivalent linear internal olefins, implying that there is significant
potential for octane improvement. While 1-hexene has a low research octane number
(RON) of 76.4 and motor octane number (MON) of 63.4, trans-2-hexene improves to
RON of 92.7 and MON of 80.8. Further potential was expressed by the ability of double
bond isomerisation at higher temperatures whereby octane improvement coincides with
the removal of undesired oxygenates [26].
It is however apparent from table 3.2 that the HTFT straight run naphtha still needs
significant refining in order to meet current gasoline fuel specifications. Refining processes
such as oligomerization, hydrocracking, aromatization and hydrogenation have emerged
over time to allow production of appropriate fuel components [29].
Property HTFTa LTFTb Arabian light crude
Boiling range (°C) 20− 105 20− 100 20− 80 80− 180
Fraction of total (%) 30 10 5 15
RON 68 43 61 24
Densityc (kg m−3) 680 680 660 750
Olefins (%) 2 2 2 2
Aromatics (%) 2 0 2 14
aSynthol stabilised light oil
bSSDP cold condensate with oxygenates removed
cASTM D4052 - 11
Table 3.2: Comparison of the straight run naphtha properties of syncrude and crude oil.
Adapted from [26]
.
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3.1.3 HTFT gasoline products
The Sasol HTFT refinery in Secunda produces a variety of product streams (value chains)
consisting of different hydrocarbon components. After chemicals have been separated
from these value chains, the resulting fuel streams are then blended in the proportions
required to meet the relevant fuel specifications. The properties of the final fuel is influ-
enced by the quantity and chemical characteristics of the fuel streams used [11,29]. When
tetraethyl lead was used to improve octane up until December 2005 in South Africa, the
refinery processes consisted mainly of distillation, hydrogenation and oligomerization of
the olefins [29]. Kamara et. al. [29] further state that other than a small quantity of bu-
tane, HTFT components below C5 cannot be used in the final fuel blend and are therefore
processed using alkylation, aromatization and oligomerization. The highly olefinic HTFT
products lend themselves to carbon number distribution shifting by means of oligomer-
ization [30–32], to produce heavier, reasonably branched olefins with high octane number
thereby making them optimal blending components [29]. In order to address fuel stability,
which is mostly dependent on mono- and diolefin concentration, hydrogenation of some
olefinic components to paraffins may be necessary although this may cause a reduction
in the octane value [29].
The key considerations for the refining process of straight run naphtha to gasoline are
paraffin quality, octane number as well as the benzene concentration, while adhering to
the restrictions placed on aromatic, olefin and oxygenate compound classes [26]. Accord-
ing to Kamara et. al. [29] the relatively low octane value of HTFT syncrude can be
altered due to the high olefin content without much difficulty, by using processes such as
skeletal isomerization with the option of etherification [33, 34]. Further octane improve-
ment can be obtained by addressing the low degree of branching through use of skeletal
isomerization of the paraffins [35, 36] as well as increasing the aromatic content through
selective aromatization or reforming [37–39]. The α-olefins in syncrude are generally ex-
tracted for the production of chemicals, however double-bond isomerization is also an
effective means to improve octane [29]. The octane number of Sasol’s synthetic gasoline
can further be improved effectively through the addition of ethers and ethanol from the
HTFT process [11,29].
3.2 Synthetic gasoline and blending components
3.2.1 Commercial automotive gasoline
A typical batch of synthetic 95 RON CAG fuel from Sasol’s HTFT refinery in Secunda
was used as the reference fuel for the investigations presented in this research project.
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Additionally a typical crude derived South African 95 RON CAG as well as a 93 RON
CAG fuel were analysed. The 93 RON fuel was included for this investigation since it is
freely available in South Africa at altitudes above 1200 m. A standard analysis of the
CAG fuels is presented in table 3.3.








RONa 95.5 95.1 93.2 min. 93/95
MONa 85.7 85.2 83.6 min. 83/85
Density (kg/m3)b 736.3 746.8 739.0 730− 785
RVP (kPa)c 64 59 58 45− 75
Paraffins (% Vol)d 40 33 54 NSh
Olefins (% Vol)d 20 23 14 NS
Aromatics (% Vol)d 37.9 44.5 31.7 max. 50
Benzene (% Vol)e 2 2.1 2.3 max. 5
Boiling range (°C)f 30.4− 190.2 31.1− 194.2 32.5− 207.7 max. 65 - max. 215
Net heating value
(MJ/kg)g
41.8 42.3 42.5 NS
aASTM D2699-13b/ASTM D2700-14
bASTM D4052 - 11
cASTM D323-08(2014)
dASTM D1319-14
eASTM D3606 - 10
fASTM D86-12
gASTM D4809
hNS = not specified
Table 3.3: Standard fuel specification analysis and heating value of 95 RON SCAG and 95/93
RON CCAG
Since all fuels adhered to the fuel specifications, no major differences in the standard
analysis were expected. It was however noted that the synthetic gasoline had a lower
olefin content in comparison to the equivalent crude derived fuel. As synthetic gasoline is
known to be inherently rich in olefin content due to the predominantly olefinic nature of
HTFT syncrude, this discovery was surprising. However, syncrude can undergo significant
refining with processes such as hydrogenation and skeletal isomerization to convert linear
olefins into branched paraffins with improved octane [11, 29]. It was also found that the
standard FIA method used for the detection of olefin, aromatic and paraffin content was
subject to limitations and inaccuracies which are discussed in more detail in a following
section. The net heating value is not regulated by specification but was found to be
similar for all fuels.
3.2.2 Synthetic gasoline blending components
Eight synthetic gasoline blending components (SGBC), each exhibiting distinctly different
properties, were chosen for the current investigation as shown in table 3.4. The blend
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components are produced using Sasol’s proprietary HTFT technology and have therefore
















RONa 84.1 97.6 93.2 76.8 98.4 92.5 109 112
MONa 82.2 82.4 84.1 70.5 86.1 78 90 98
Density (kg/m3)b 731.1 722.5 779.0 802.1 812.5 646.9 789 744
RVP (kPa)c 40 42 52 25 29 115 20 19
Paraffins (% Vol)d 84 8 48 46 19 23 NA NA
Olefins (% Vol)d 4 90 5 4 15 73 NA NA
Aromatics (%
Vol)d
12 1 47 50 66 4 NA NA



















43.0 43.4 41.9 41.7 41.1 43.5 27.0 36.4
aASTM D2699-13b/ASTM D2700-14
bASTM D4052 - 11
cASTM D323-08(2014)
dASTM D1319-14
eASTM D3606 - 10
fASTM D86-12
gASTM D4809
Table 3.4: Standard fuel specification analysis and heating value of HTFT synthetic gasoline
blending components (SGBC)
The synthetic blending components were found to differ significantly in terms of the stan-
dard analysis required for conformance with fuel specifications and it was found that no
single fuel component would meet the current South African fuel legislation. Synthetic
blending component A was predominantly paraffinic in nature with a minor aromatic and
olefin content. Synthetic blending components B and F were identified to be predom-
inantly olefinic in nature while synthetic blending components C, D and E had a high
aromatic content suggesting that these blending components may have undergone cat-
alytic reforming or aromatization for improved octane [11]. However, synthetic blending
component D was found to have very poor octane rating although the benzene content,
suggesting good octane, was very high. As expected a correlation between the aromatic
content and density was patently noticeable which in turn also influenced the boiling
range.
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3.3 Detailed chemical characterization
The conventional fuel analysis, according to the ASTM D1319-14 standard method [40],
only provides an indication of the classes of hydrocarbons in the fuel. However, it has
been shown that the molecular structure of hydrocarbons can result in radically different
properties which can have a profound effect on fundamental behaviour such as the laminar
flame speed [41–43] or autoignition quality [17,44,45]. The two paraffinic reference fuels
used to define the octane number of a fuel are a prime examples in this case. N-heptane
is a straight chain paraffin with a very high propensity for autoignition while iso-octane,
with its similar carbon number length but branched structure, has a very high resistance
to autoignition. In order to be able to correlate engine performance results to fuel chemical
component data, it was therefore necessary to define the sub-classes within hydrocarbons.
3.3.1 Comparison of methods
A comparison of the fuel component identification analytical methods that were evalu-
ated for this investigation is presented below. Three standardised ASTM methods were
evaluated for their suitability.
3.3.1.1 FIA
Fluorescent indicator adsorption (FIA), according to the ASTM D1319-14 method [40],
is the industry standard approach to determine hydrocarbon types in full boiling range
fuel products.
For this procedure the fuel sample is introduced into an activated silica gel and fluorescent
dye containing glass adsorption column. After the fuel has been adsorbed onto the gel,
alcohol is added that enables desorption of the sample down the column. Due to the
different adsorption affinities of aromatics, olefin and saturates, they separate along with
the dyes, which then allow identification and quantification according to zone length along
the column using ultraviolet light.
According to the ASTM D1319-14 method description [40], the test method can be used
to determine hydrocarbon types ranging from 5 to 99 volume % aromatics, 0.3 to 55
volume % olefins and 1 to 95 volume % saturates in petroleum fractions up to a boiling
point of 315° C. The precision outside these ranges has not been determined. It further
states that the suitability of the test method for products derived from alternative fossil
fuels such as coal has not been determined.
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During the perusal of the initial fuel analysis results it was found that the FIA method
did not offer consistent results when comparing different fuel blends of the same synthetic
gasoline blending components at various mixture strengths. This necessitated investiga-
tion of other analytical methods in order to obtain accurate and consistent fuel analysis
data. In light of the apparent short fall in terms of accuracy, several alternative methods
have been investigated in order to propose a suitable replacement [46].
3.3.1.2 Bromine number
The bromine test according to the ASTM D1159 standard method [47] can be used to
quantify the bromine reactive components and thereby measure the quantity of unsatu-
rated hydrocarbons in a sample. However this method makes the assumption that the
sample contains no or a negligible amount of aromatics. Additionally the average molec-
ular mass of the olefins present in the sample needs to be known or estimated, which can
introduce significant uncertainty into the results [48].
3.3.1.3 DHA
According to the ASTM D6729 standard [49], this method is utilised to define the
”PONA” components (Paraffins, Olefins, Naphthalenes and Aromatics). The detailed
hydrocarbon analysis (DHA) is a gas chromatography (GC) technique that makes use of
a premium quality capillary GC column which is indicated to result in high efficiency and
reproducibility. For gas chromatography the fuel sample is separated into its chemical
components in a specialised glass tube or column, containing a special adsorbent coating
or packing material. As the gasified sample enters the column, the flow rate of the differ-
ent components varies according to their physical and chemical properties, the geometry
and temperature of the column, as well as their interplay with the stationary phase and
carrier gas in the column. The resulting differences in retention times of the various
components are measured by observing the properties of the gas exiting the column with
a flame ionization detector (FID).
In the experience of the senior scientists at Sasol’s analytical chemistry laboratory [48],
this method is prone to co-elution of naphthenes above C8 and olefins above C7 with
other component classes. This requires that care be taken when analysing samples with
significant fractions of these components and compositional results require checking with
other analytical methods. These findings are echoed by [46] in their investigation of DHA
as a suitable replacement candidate for FIA.
Additionally, all of the methods described above do not allow characterisation of the
sub-classes. A series of detailed analysis procedures were thus investigated by Sasol’s
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analytical chemistry laboratory, resulting in the use of three methods that are briefly
described below with information from Sasol’s senior scientists [48]. For a more thorough
description of these methods, the reader is referred to Appendix B.
3.3.1.4 SFC
Supercritical fluid chromatography (SFC) is a particular implementation of high-performance
liquid chromatography (HPLC). For this method the sample is combined with a solvent
and then pumped through a specialised glass column charged with a solid adsorbent ma-
terial. Through light interaction with the specialised adsorbent material, it causes the
various components in the sample to transverse the column at a pace specific to their
physical and chemical properties. As the different components result in differing retention
times in the column, it allows for separation and quantification. CO2 in its supercritical
state is used as the solvent in SFC which implies that the complete chromatographic path
needs to be controlled at a high pressure and low temperature. The analysis at column
exit can be done using ultraviolet-visible spectroscopy (UV/VIS), mass spectrometry or
flame ionisation detector (FID).
3.3.1.5 NMR
Nuclear magnetic resonance spectroscopy (NMR) makes use of a magnetic field to induce
electromagnetic radiation emissions from the nuclei of the various molecules in a fuel
sample. This radiation emission correlates with the resonant frequencies of the various
nuclei structures contained in the sample and identification as well as quantification of
its composition can therefore be deduced from an analysis of these emissions.
According to Sasol’s senior scientists [48], NMR could be used to differentiate between
olefin classes in gasoline samples. The accuracy of the method was shown by comparing
the calculated results with a known test sample and is described in further detail in
Appendix B.
3.3.1.6 GCxGC
Two-dimensional gas chromatography (GCxGC) is derived from gas chromatography-
mass spectrometry (GC-MS) whereby two chromatography runs are implemented to more
effectively differentiate the components in a sample before feeding them into a mass spec-
trometer to identify and quantify them based on mass-to-charge ratio and quantity of gas-
phase ions present. For hydrocarbon analysis, the two separations are traditionally done
first by volatility (using a non-polar carrier) and then by polarity (using a polar carrier).
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However, it has been demonstrated that the reverse order extends the separation space
and thus provides improved resolution for the characterization of Fischer Tropsch fuels as
well as the characterisation of the aromatic fraction in petroleum middle-distillates [50].
Since the GCxGC separation space is a two-dimensional plane rather than a straight line
separation space as in 1D-GC, it results in indisputable chemical compound identification
as well as group classification [48].
3.3.2 Summary of analysis process
For the complex fuel samples used in this investigation it was necessary to make use
of a combination of the techniques described in the previous section. The sequence of
methods used for the analysis can be summarised as follows:
 GCxGC used to define iso-paraffins, linear paraffins and aromatics. It was also used
to define olefins or naphthenes in cases where only one of these classes was present.
 SFC used to separate the paraffins, olefins and aromatics
 NMR used to determine the olefinic sub-classes
 cyclic paraffins were calculated from the difference between the GCxGC sum of
linear- and iso-paraffins and the total paraffin content defined by SFC
3.3.3 Summary of analysis results
A summary of the final analysis results are presented in table 3.5. The 93 RON CCAG
was found to contain 4.8% oxygenates, while the 95 RON SCAG has a oxygenate content
of 14.7% consisting mainly of ethers. These are listed in the table as ’other’ components.
It should be noted that different methods were used to define the components and their
subclasses and therefore the total content does in some cases not equate to exactly 100%,
due to small inaccuracies in the methods.
The synthetic blending components exhibit significant differences in their respective
classes and subclasses. Synthetic blending component B and F are both characterized
with a high content of olefins, but consisting of very different subclasses.
When comparing the results from the FIA method in table 3.4, with the detailed analysis
in table 3.5, some discrepancies were found which can be expected since the FIA method
is a simplified approach. However the olefin content for both the synthetic CAG as well
as the crude derived fuel was found to be roughly double using the FIA method, which
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is quite significant. For ease of reference a table combining all of the fuel properties is





















12.5 0.3 21.2 19 11 21.2 18.6 26.8 31.6
Iso-
paraffins
61.4 0 19.6 11.6 3.3 8.1 17.7 13 15.6
Cyclic
paraffins
5.1 6.2 0 9.2 0 0 7.4 5.1 0
Total
paraffins
79 6.5 40.8 39.8 14.3 29.3 43.7 44.9 47.2
α-olefins 0 0 0 0 2.1 21.7 0 0 0
Internal
olefins
0 4.8 0 0 1.2 43.6 2.1 0.1 1.9
Branched
olefins
0 28 0 0 2.8 5.5 3 0.3 3.5
Other
olefins
0 60.4 0 0 9.3 0 5.8 11.6 9.5
Total
olefins
0 93.2 0 0 15.4 70.8 10.9 12 14.9
Aromatics 19 0.3 60.5 57.7 70.7 0 28.9 43.17 37.1
Other 0 0 0 0.2 0 0 14.7 0 4.8
Total 98 100 101.4 97.7 100.8 100 98.1 100 103.9
Table 3.5: Final analysis results showing the percentage mass fraction of chemical classes and
subclasses in the HTFT synthetic gasoline blending components (SGBC) and the commercial
gasolines
3.4 Summary and discussion
An investigation into the refining process of synthetic gasoline indicated considerable
differences in terms of chemical composition from crude derived gasoline. Primarily this
can be traced back to the significant compositional dissimilarities between syncrude and
conventional crude oil. HTFT syncrude consists mostly of alkenes with a low alkane and
aromatic content. Straight run naphtha from HTFT syncrude has an inherently higher
octane rating than the product from conventional crude oil. The high alkene content
enables significant refining potential to manufacture a product that meets the relevant
fuel specifications [11].
A standard fuel analysis of synthetic 95 RON CAG was compared to crude derived 95
RON and 93 RON CAG. Surprisingly the olefin content of the inherently olefin rich HTFT
fuel was found to be lower than the comparable crude derived fuel but this was deemed
to be a result of extensive refining of the olefin components. Eight synthetic gasoline
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blend components were also analysed using the standard method and the results revealed
that four of the components with high paraffin or aromatic content exhibited a low olefin
concentration.
Since the characteristic behaviour of a hydrocarbon class depends on its structure, it was
important to define the major subclasses. Special emphasis was placed on olefins, due to
the nature of syncrude, as well as paraffins since fuel manufacturers are required to include
them as they are the only compound not constrained by fuel specifications. A detailed
chemical analysis was conducted on the CAG fuels and the synthetic gasoline blending
components. Detailed chemical speciation of full boiling range fuels is inherently complex
and an analysis process involving several techniques was defined by Sasol’s chemical
analyses laboratory to obtain acceptable results.
As discussed in the previous section some discrepancies were found between the results
from the standard FIA analysis and the detailed chemical method. This warrants further
investigation into the techniques applied for the purpose of legislative fuel specification
purposes as already instigated by the European Committee of Standardisation in 2003
[46].
The detailed fuel analysis suggests that, apart from the oxygenate content, 95 RON
synthetic and crude derived gasoline are quite different in terms of chemical classes as
well as subclasses. The synthetic blending components exhibit significant differences in
chemical structure which should have an appreciable effect on their flame speed and
ultimately on the burn rate in a spark ignition engine.
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This chapter provides details about the laminar flame speed measurements during the first
part of the experimental investigation.
As shown in Chapter 3, synthetic gasoline may be equivalent to crude-derived gasoline in
terms of fuel specification, while exhibiting distinct differences in chemical composition.
Due to the significance in the fuel molecular structure effect on the flame speed of a
fuel, a laminar flame speed characterization was conducted as presented by Rockstroh et.
al. [21]. The test procedure, results and a more thorough discussion with regards to the
detailed fuel analysis will be presented here.
4.1 Literature review on laminar flame speed
4.1.1 Laminar flame speed investigation
A significant amount of information on the laminar flame speed characteristics of the
primary reference fuel components as well as blends thereof exists [42, 51–57]. Due to
the complex nature of full boiling range gasoline, consisting of hundreds of hydrocar-
bon species, primary reference fuels (PRF) are frequently used to portray the octane
properties of gasoline. While it has been assumed that the PRF characteristics can be
extended to other combustion phenomena, investigations revealed that only an approx-
imate agreement exists between the laminar flame speed of PRF and full boiling range
CAG fuels [58, 59]. Jerzembeck et. al. compared the flame speed of a PRF87 blend
to a commercial gasoline fuel and found that while the correlation was good for lean
mixtures, there was a significant discrepancy at stoichiometric and rich conditions [60].
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Similarly, Stanglmaier et al. stated that the laminar flame speed of gasoline was found
to be significantly higher than iso-octane, especially at elevated temperatures and pres-
sure [16]. Johnston and Farrell conducted a detailed study on the laminar flame speed
characteristics of aromatic fuel components [43]. Pitz et. al. suggested that surrogate
gasoline blends should include n-heptane, iso-octane and toluene in order to be represen-
tative of a full boiling range fuel [61]. Toluene was chosen because it is the most common
aromatic in gasoline and although not as widely investigated as n-heptane or iso-octane,
a few reports on its laminar flame velocity exist [41, 43, 62–65]. Very few reports on the
flame velocity of gasoline exist and the variety of mixtures in commercial gasolines makes
it complicated to state a typical laminar flame speed. The laminar flame speed of real
gasoline is generally compared to those of specified surrogate blends in order to examine
its accuracy [56,58,60].
Since the 1950’s a considerable amount of experimental data for fuels in the range of
C1 - C8 has been reported on, notably Gibbs and Calcote’s contribution on the effect of
molecular structure on the burning velocity [66]. However, significant disparities between
measured burning velocities were often observed. This has subsequently been explained
to be related to varying flame stretch rates due to flame curvature and aerodynamic
strain that resulted in significant scatter in the data. Research in the past two decades
has led to the quantification of the effects of stretch and to define test methods that allow
stretch-free burn velocity measurements such as counter flow axisymmetric burners and
constant volume combustion chambers [67, 68]. Only a limited amount of fuel data is
available from these techniques. Although it is difficult to quantify the absolute flame
speed of fuel components using the data from the older methods, they have served to
provide general agreement with regards to the relative fuel structural effect on flame
velocity. More recent evaluations of the fuel structural effect on laminar flame speed
includes that of Davis and Law using a counterflow twin flame configuration [42]. Farrell
et. al. used a constant volume combustion bomb to define the fuel effects for alkanes,
alkenes, alkynes, aromatics and oxygenates under the same experimental conditions [41].
Their data confirmed the general consensus of alkynes having a faster flame speed than
the corresponding alkenes which in turn are faster than alkanes with the same carbon
connectivity. A comprehensive assessment of the flame speed of aromatic components
showed a wide variation spectrum, which was stated to be sensitive to the site and degree
of alkyl substitution [41,43].
4.1.2 Laminar flame speed measurement procedure
A thorough review on a variety of experimental techniques to determine laminar flame
speed was provided by Rallis and Garforth [69]. The counter flow twin-flame appara-
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tus and the closed combustion bomb were highlighted as the most suitable methods.
Although optical Schlieren techniques are often used, it has been recognized that it is
possible to calculate the flame speed from the combustion bomb pressure alone [52,70,71].
After careful assessment of the calculation methods, Lewis and von Elbe remarked that
the pressure based analysis technique had the most potential for high experimental pre-
cision [72]. Due to the ability of modern instrumentation and data acquisition tools it
allows for a high volume of very precise measurements of global bomb parameters. Even
though the benefits of a combined pressure and Schlieren method were recognized, the
constant volume bomb apparatus developed by Yates and co-workers [22] was regarded
as suitable for this part of the investigation.
4.1.3 Blending effect on laminar flame speed
The burning velocity of a fuel is dependent on its kinetic, thermal as well as transport
properties and components such as hydrogen have been shown to enhance its reactivity
[73, 74]. Blending in a component with higher adiabatic flame temperature, which is
related to the heat of combustion, can result in a different mixture reactivity even if
the underlying reaction mechanism remains the same [75]. The diffusivity of a blend
component such as hydrogen can lead to changes of the mixture concentration in the flame
structure [75]. The complexity of discerning between thermal and chemical effects for fuel
blends, as a result of the thermokinetic coupling, makes the definition of a blending rule
challenging. It has been shown that linear approaches based on the volume concentrations
are not reliable [63, 76]. Spalding suggested a mixing law that equates the square of the
flame speed of the blend to the sum of squares of the flame speeds of the individual
components weighted by their mass concentrations [77]. For binary fuel blends, Bradley
et. al. used the volumetric heat release rate to define their mixing rule [78] while another
approach was the use of the adiabatic flame temperature [63]. Sileghem et. al. compared
a variety of simple mixing rules for simulation programs to allow accurate prediction of
laminar flame speed [79]. For their investigation of gasoline-ethanol blends, they found
that the thermal property, due to the difference in heating value, dominated the flame
velocity and three mixing rules were found to give very accurate results. The methods
were based on the energy fraction of the components, the adiabatic flame temperature
and Le Chatelier’s principle of flame theory. For the analysis of gasoline and ternary
blends of iso-octane, n-heptane and toluene, Sileghem et. al. chose the energy fraction
mixing rule, although the difference between the results was reported to be small [59].
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4.2 Experimental procedure
4.2.1 Test method
For each fuel, measurements were performed at five different air-fuel ratios. At each
air-fuel ratio, six repeat pressure traces were recorded, each containing about 90 data
points. Two starting temperatures were required for the analysis method and these were
chosen as 100 and 150 °C. The fuel pressure was maintained at 40 bar throughout the
test. The following test procedure was followed for each test fuel:
 Calibration of injector by measuring the fuel mass at various injection durations
 Heating up of combustion bomb to 100 °C and allow to stabilise for one hour
 Conduct a leak check by charging the vessel with air at 10 bar and monitor the
pressure drop when inlet valve closes
 Conduct tests spanning from lean to rich air-fuel ratio (φ 0.7 - 1.3)
 Heating up of combustion bomb to 150 °C and allow to stabilise for one hour
 Conduct a leak check by charging the vessel with air at 10 bar and monitor the
pressure drop when inlet valve closes
 Conduct tests spanning from lean to rich air-fuel ratio (φ 0.7 - 1.3)
4.2.2 Assessment of analysis procedure and apparatus
Before embarking on the laminar flame speed analysis of the test fuels, known reference
fuels were used to check the experimental procedure and apparatus. In table 4.1 the
experimental flame speed for stoichiometric mixtures of three fuels at standard reference
conditions 25 °C and 1 bar pressure is displayed along with corresponding literature data.
The peak flame speed of n-heptane and iso-octane was found to be slightly lower than
reported in literature.
Fuel Experimental flame velocity (m/s) Literature values (m/s) [80–82]
n-heptane 0.378 0.385− 0.395
iso-octane 0.337 0.345− 0.350
Ethanol 0.407 0.400− 0.470
Table 4.1: Laminar flame velocities of the reference fuels, (computed for φ= 1 at 25 °C and 1
bar pressure)
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This study: Test 1
This study: Test 2
This study: Test 3
This study: Test 4
This study: Test 5
Other study: Tu=325K,P=atm, Hara(2006)
Other study: Tu=298K,P=atm, van Lipzig(2011)
Figure 4.1: Repeated laminar flame speed measurements, Iso-octane (at standard conditions
25 degC and 1 bar pressure) compared to literature [53,81]
To obtain an assessment of the repeatability of the test rig, several tests using iso-octane
were done on different days. The laminar flame speed at various air-fuel ratios shown
in figure 4.1, indicates minimal variation in results and compares favourably with corre-
sponding data from literature [53,59].
4.2.3 Analysis of test fuels
For the laminar flame speed analysis the test fuels could be broadly divided into three
fuel types as shown in table 4.2. Fuel analysis data is provided in table C.1 and table C.2
Appendix C.
With the exception of the oxygenate blend components and synthetic blending compo-
nent F, the fuel blends as well as CAG fuels are all predominantly pure hydrocarbons
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Pump fuels Synthetic blend components Oxygenate blend components
95 RON CCAG SGBC A, SGBC D TAME
93 RON CCAG SGBC B, SGBC E Ethanol
95 RON SCAG SGBC C, SGBC F
Table 4.2: Fuel types investigated
with similar average carbon number lengths. Yates et. al. found that fuels with such sim-
ilarity could be grouped together using common values for the pressure and temperature
parameters [22]. Following preliminary data analysis, it too was found that only the peak
laminar flame velocity and Markstein length descriptor needed to be fuel-specific, thereby
reducing the number of degrees of freedom and improving the robustness of the regression
analysis. The oxygenate blend components as well as synthetic blending component F,
due to its lower carbon number length, were treated separately.
4.3 Results and discussion
4.3.1 Laminar Flame Speed Comparison
Figure 4.2 shows a comparison of the peak laminar flame speed measurements of the
eleven test fuels at the reference condition of 25° C and atmospheric pressure condition.
If one corrects for the different temperature conditions, the 93 and 95 RON CCAG fuels
exhibited a similar peak flame velocity to the experimental results by Zhao et. al. [58].
The 95 RON SCAG fuel was found to have an appreciably higher flame velocity than the
equivalent crude derived fuel. It was also noted that all the synthetic blends A to F burned
faster than the 95 RON CCAG fuel. Furthermore, the synthetic fuel blends exhibited a
distinct variation in peak laminar flame speed, which seems to suggest that the laminar
flame speed behaviour of a synthetic CAG fuel could potentially be influenced. Ethanol
was used as a reference fuel and the flame speed was found to compare favourably with
findings by other researchers [53,82].
The laminar flame speeds across the entire air-fuel ratio range is presented in figure 4.3.
For most of the test fuels, the peak flame velocity was measured at an air-fuel ratio slightly
rich of stoichiometric at about φ= 1.1. This agrees with comparable data presented in
literature [58,60,83].
The peak flame velocity of TAME, ethanol and synthetic blending component F was
measured at slightly richer air-fuel ratios than the other fuels. Some literature sources
have shown ethanol to exhibit its peak laminar flame speed at air-fuel ratios just rich of
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Figure 4.2: Peak laminar flame speed of all test fuels (at standard conditions 25° C and 1 bar
pressure). Adapted from [21]
stoichiometric, while Beeckman et al. also presented data indicating φ= 1.2 to be where
maximum flame velocity occurred [84]. Blending component F was a predominantly
olefinic hydrocarbon blend with a low molecular weight. The flame speed measurements
of C5 alkenes by Farrell et al., similarly indicate peak flame speed to occur at φ= 1.2 [41].
Due to the lack of test result data for TAME in literature, a comparison with a more
well documented ether was made in order to rate the flame speed of the oxygenates used
in this analysis. Methyl tert-butyl ether (MTBE) is similar in heating value as well as
molecular weight to TAME and was distinguished with a significantly lower burn velocity
than ethanol [41].
4.3.2 Correlation Analysis of Peak LFS Results
From theoretical considerations, it is evident that the laminar flame speed is dependent
on a number of fuel related properties, most importantly the adiabatic flame temperature,
transport properties as well as the molecular structure [74]. In order to analyse the fuel
specific properties and their relationship with the peak laminar flame velocities, Rockstroh
et al. [21] made use of a correlation analysis as shown in figure 4.4. The fuel data was
analysed and defined as discussed in Chapter 3 and is summarised in table C.2 presented
in Appendix C.
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95RON CCAG 93RON CCAG
95RON SCAG SGBC A
SGBC B SGBC C
SGBC D SGBC E
SGBC F Ethanol
TAME
Figure 4.3: Laminar flame speed variation with equivalence ratio (φ) of all test fuels (at
standard conditions 25° C and 1 bar pressure)
.
Figure 4.4: Correlation analysis of peak laminar flame speed results. Adapted from [21]
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The oxygenates, TAME and ethanol, were omitted for this part of the investigation as
they were found to desensitise the results of the correlation analysis due to being pure
components. In the left most column of the matrix shown in figure 4.4, the fuel properties
that were considered for the analysis are displayed. For each column the correlation
coefficients indicating the significance to the respective properties was calculated. If
coefficients were greater than 0.7 or less than -0.7 they were deemed to be of significant
correlation, while absolute coefficients between 0.5 and 0.7 denoted a less significant
correlation. Insignificant correlation was shown by coefficients between 0.5 and -0.5.
4.3.2.1 Adiabatic flame temperature
The heating value of a fuel can directly effect its adiabatic flame temperature and a corre-
lation with the peak laminar flame speed could subsequently be assumed [74]. However,
the small differences in heating value between the fuels resulted in a correlation coefficient
of 0.48 which indicated that in this instance there was no significant correlation with the
laminar flame speed.
The correlation showed that aromatic and naphthalene content had a negative correlation
with the gravimetric heating value of the fuel. On the contrary, a high olefin content
resulted in a higher heat of combustion. However, only minor portions of naphthalene
were found in the fuel blends. A high hydrogen to carbon ratio was shown to coincide
with an increased heat of combustion of a fuel, as to be expected.
4.3.2.2 Transport properties
The transport properties are primarily influenced by the molecular mass which implies
that there is a direct correlation between the laminar flame speed of a fuel and its molec-
ular mass [74]. As the fuel components generally had a similar molecular weight, the
inclusion of synthetic blend component F was responsible for the strong correlation be-
tween flame speed and molecular mass. Blending component F had a low molecular
weight and high flame speed, but was included in order to support the evaluation of the
chemical structure effect on the flame velocity.
Density and molecular mass were related with positive correlation coefficients. Aromatics
are generally known to have a strong effect on the density of a fuel. It was therefore not
surprising to find a positive correlation between density, benzene and other aromatics.
The negative correlation coefficients between aromatics and laminar flame speed as well
as between olefin and density explain the overall negative correlation between density
and the laminar flame velocity.
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4.3.2.3 Molecular structure
A correlation with peak laminar flame speed was found between olefin and aromatic
content. The analysis suggested that olefins had a positive influence on the flame velocity
with the opposite being the case for aromatic components. Benzene was separated from
the total aromatic content as it is known to be characterised with relatively high flame
speed.
In order to provide a comprehensive assessment of the chemical structure effect on the
laminar flame speed, detailed speciation of the fuel blends was required. In addition,
care was required in designing a fuel matrix whose chemical components were designed
to minimize statistical aliasing, similar to efforts by Davis and Law as well as Farrell et.
al. [41,42]. The technical challenges involved in analysing full boiling range higher carbon
number fuels and the limited fuel matrix available meant that the correlation analysis [21]
was mostly restricted to chemical classes. Some subclasses were subsequently defined as
discussed in the fuel analysis section in Chapter 3. The differentiation of subclasses for













0.337 0.1 0.3 11.6 12
93 RON
CCAG
0.341 1.9 3.5 9.5 14.9
95 RON
SCAG
0.348 2.1 3 5.8 10.9
SGBC A 0.341
SGBC B 0.352 4.8 28 60.4 93.2
SGBC C 0.340
SGBC D 0.353
SGBC E 0.347 2.1 1.2 2.8 9.3 15.4
SGBC F 0.403 21.7 43.6 5.5 70.8
Table 4.3: Subclasses of olefin components
Synthetic blend components B and F were predominantly olefinic hydrocarbons and both
were characterized with a comparatively high laminar flame speed. Synthetic blend com-
ponent D did not contain any olefins but was very rich in benzene, which has been shown
to have a high flame speed, about 20% higher than toluene [41–43]. Synthetic blend com-
ponent F had the highest laminar flame speed by some margin which was partly related
to its lower molecular mass as well as its high α-olefin content. Farrell et. al. [41] investi-
gated various C5 alkenes and found that terminal double bonds consistently resulted in
a higher flame speed than comparable internal bonds. Furthermore they found that al-
though burning velocity of alkenes is sensitive to chain branching it is largely unaffected
by the chain length for C3 and larger fuel molecules. The comparatively lower flame
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speed of synthetic blend component B could therefore largely be ascribed to it consisting
mainly of branched olefins.
4.4 Summary and discussion
The laminar flame speed behaviour of the CAG fuels as well as the synthetic blending
components was characterized. It was found that the commercial gasolines exhibited a
similar flame speed performance with the synthetic fuel being the highest amongst the
them. Appreciable variation was detected among the synthetic blending components
suggesting potential to optimise the laminar flame speed behaviour of a synthetic CAG
fuel. Blending components with a high olefin content indicated an improved flame speed
in contrast to those with predominant aromatic or paraffin concentration. Ethanol was
found to have a very high flame speed as supported by literature findings [53], while
TAME was found to display a comparatively low flame speed which should have interest-
ing implications on the burn rate in an engine when choosing an oxygenate to improve
the octane rating.
The findings from the assessment of the laminar flame speed behaviour suggested that
the burn rate in a spark ignition engine would be affected by the various blending compo-
nents, which could ultimately influence the engine performance. This lead to a detailed
combustion analysis using a modern GDI engine as is discussed in Chapter 5.
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Chapter 5
Charge boosted gasoline direct
injection combustion analysis
This chapter discusses details regarding the engine combustion analysis conducted during
the second part of the experimental investigation.
5.1 Literature review on charge boosted GDI com-
bustion
Although commonly marketed as a modern technology, the idea of injecting fuel directly
into the combustion chamber of a spark ignition (SI) engine was included in Nikolaus
August Otto’s patent describing the constant volume cycle which is representative of
the ideal combustion process in this type of engine. A thorough historic review of the
development of gasoline direct injection (GDI) engine technology is provided in textbooks
dedicated to this subject matter by van Basshuysen [85] and Zhao [86].
5.1.1 GDI engine technology
Stratified-charge has been investigated since the 1920’s as a means to combine the best
features of the spark-ignition and compression ignition engine [17]. As recollected by
Zhao, when the first generation of modern GDI engines was launched in early 2000, the
emphasis of improved efficiency was squarely placed on the ability to run in stratified
charge mode. Due to the need for complicated NOx storage systems and the restricted
fuel efficiency as a result of the limited operating range in this mode, automotive manu-
facturers soon switched to homogeneous charge mode while still maintaining the benefit
Chapter 5: Charge boosted gasoline direct injection
combustion analysis
39
University of Cape Town Department of Mechanical Engineering
of higher compression ratios possible due to the enhanced charge cooling effect. In re-
cent years some manufacturers re-introduced lean-burn combustion mode in the so called
second generation gasoline direct injection engines, albeit still with a limited operating
envelope restricted to part load conditions [86].
While the goal with gasoline direct injection engines ultimately has to be the use of a lean
burn stratified combustion principle and in the process de-throttled operation of the spark
ignition engine, charge boosted production engines currently operate in stoichiometric
homogeneous mode [86]. In the light of ever tightening emission legislations, treatment
of nitrous oxides (NOx) for any stratified combustion method adds complexity and has
associated cost implications [17,85,86]. A practical approach in avoiding throttling losses
while making use of conventional three-way catalytic converters has established itself in
the form of engine downsizing by making use of significant synergies found between direct
injection and turbo-charging [87–89].
In engines with external mixture preparation, charge boosting resulted in knock limita-
tions that generally required a significant reduction in compression ratio, spark retard,
charge air temperature reduction and/or enrichment of air/fuel ratio [17]. In gasoline
direct injection engines, the fuel evaporative effect removes the heat of vaporization from
the air in the cylinder thereby depressing the mixture temperature (and cylinder wall
temperature) and increasing the knock resistance. With the aid of variable valve phas-
ing, over-scavenging can be used to remove all burnt gases without introducing un-burnt
air-fuel mixture into the exhaust gas stream, because of the flexibility in timing the in-
jection [86]. These characteristics allow higher compression ratios and operation at more
optimised spark advance as well as requiring less enrichment for knock suppression in
GDI engines.
Key to engine downsizing is the use of charge boosting, which is where GDI technology
has been instrumental. Apart from the higher knock resistance, there have been marked
improvements in driveability of turbocharged SI-engines [86]. With the aid of variable
valve timing, so called ”compressor map shifting” has been implemented to reduce the
charge build up delay period while also allowing the reduction of pumping losses at part
load condition [86, 90]. Twin-turbo charge boosting [91] as well as sequential charging
by means of a supercharger in combination with turbocharging have been introduced
in production engines. Alternative systems such as twin scroll technology have been
shown to significantly improve low down torque characteristics [92] while variable turbine
geometry (VTG), which is common in diesel engines, has been introduced in a high
performance gasoline engine [93].
The loading in downsized gasoline engines is considerably higher than in naturally aspi-
rated port fuel injected derivatives. Non-boosted high performance spark ignition engines
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achieve maximum brake mean effective pressures (BMEP) of up to 15 bar, boosted en-
gine increase this value to 20 bar while high-load downsized engines operate above 20
bar BMEP [94, 95]. That load level is set to increase with more aggressive downsizing
strategies and several researchers have reported engine operation in the range of 25-35
bar BMEP [96–99]. At this point it may be worth noting that during the turbocharged
Formula 1 era in the 1980’s the BMEP level of the engines could exceed 55 bar [100].
Interestingly the authors [100] remarked that they experienced changing knocking condi-
tions with different fuel components even though the RON was always maintained at 102.
This seems to suggest that the engine may have been operating in a range that was not
covered by the RON test method and/or that the toluene ratio in the fuel significantly
affected the latent heat of vaporisation. Both of these fuel related phenomenon will be
discussed in subsequent sections.
Despite the obvious benefits of GDI technology, charge boosted engines are still con-
strained by knocking combustion under full load conditions. Additionally, highly charge
boosted GDI engines have been found to exhibit abnormal combustion leading to ex-
tremely high levels of knocking combustion termed mega-knock or super-knock. These
issues will be discussed in more detail in the following section.
5.1.2 Knock and abnormal combustion
5.1.2.1 Spark knock
Sir Harry Ricardo was one of the first to investigate the occurrence of knock at the
beginning of the 20th century and defined a process by which it occurs that is still relevant
today [86,101]. Due to its impact on engine performance and efficiency, knock occurrence
in SI-engines has been well researched and is described in reference textbooks [1, 17]. A
more recent textbook by Zhao discusses this with specific regard to charge boosted GDI
engines [86]. Spark knock can be defined as the undesired autoignition of a portion of
the end gas ahead of the propagating flame [17].
When this autoignition occurs, a high amount of heat is released almost instantaneously
resulting in pressure waves of significant magnitude travelling through the combustion
chamber and in the process exciting the engine structure thereby creating the distinctive
noise [17]. It has been shown that if autoignition occurs under favourable in-cylinder
conditions the flame front can travel at 10-20 times the normal flame speed [102,103]. If
not detected and rectified the high local pressure and heat release rate can destroy an
engine within a few combustion cycles.
Knock damage has been investigated in detail and found to occur either due to excessive
local mechanical and thermal loading or as a result of global heat flux in the combustion
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chamber [104,105]. Fitton and Nates determined that erosion damage depended strongly
on geometry and temperature but found little correlation with the conventional knock
severity indication of peak-to-peak pressure amplitudes which was in fact calculated to
be significantly higher. However, the pressure at the onset of autoignition corresponded
with the erosion damage measurements [106]. Nates further showed the significance of
thermal stress on the surface damage caused by knock erosion [107].
It needs to be borne in mind that autoignition does not have to result in engine destruction
due to knock, as can be seen by its use in homogeneous charge compression ignition
(HCCI) engine. The knock occurrence measured during the RON/MON tests in the
cooperative fuels research (CFR) engine, also does not result in destructive autoignition
despite possible occurrences of auto-ignition of a large volume of end gas and has been
shown to be significantly different to the occurrence in modern spark ignition engines [13].
However, the combustion chamber volume in modern four-valve engines is significantly
smaller but the high heat release rates during knocking combustion generally result in
serious engine damage [86].
The extremity of the autoignition is dependent on the local temperature gradient which
can be influenced by exothermic centres that develop due to the hot combustion chamber
surface or pockets of residual hot burned gas [108–110]. Five different types of flame
propagation have been described [110]. According to Zhao [86] the three most important
are, a high thermal gradient of 100 K/mm causing a deflagrating flame, a medium
gradient of 12.5 K/mm resulting in developing detonation where as a low value of below
1.25 K/mm leads to a thermal explosion. Developing detonation has been linked to engine
damaging knock occurrence [86]. Rothe et. al. investigated the knock onset locations
and the knock intensities under full load conditions and concluded that if autoignition
occurs in the exothermic centres, the knock severity and inflicted damage depends on
the proportion of charge in the end gas [111]. They found that the ability to control
autoignition was also made difficult by an increase in charge. It is therefore evident
that a charge boosted spark ignition engine is automatically more prone to autoignition
due to the increased thermal loading and the boost effect on the end gas pressure and
temperature history. At full load in a charge boosted engine the increased charge mass
also leads to higher knock severity than in a comparable naturally aspirated engine.
5.1.2.2 Knock prediction modelling
A simplified predictor of the ignition delay time was defined by Livengood-Wu in 1955
and is an integral equation which declares that autoignition in the end gas will occur if
the equation reaches unity [112].
Chapter 5: Charge boosted gasoline direct injection
combustion analysis
42




dt = 1 (5.1)
The autoignition delay time is represented by the parameter t at the instantaneous tem-







A, n and B are fuel specific constants which vary for different fuels as well as different
engines and engine conditions. If the combustion is completed before the equation reaches
unity then autoignition does not take place. It is important to note that the simple
Livengood-Wu single-stage model is not able to represent detail regarding the cool-flame
phenomena which is pertinent to knock investigations. A rather elegant empirical auto
ignition model makes use of two Arrhenius functions to also describe the cool flame
temperature rise occurring in typical hydrocarbon fuels [113].
5.1.2.3 Spark knock prevention benefits of GDI
The use of gasoline direct injection has major benefits in reducing the knock tendency in
spark ignition engines by introducing the fuel directly into the combustion chamber and
thereby making use of the heat of vaporization in cooling the charge air more effectively
than is possible with port fuel injection. Although gasoline has a relatively low heat of
vaporization, this form of knock prevention is still effective and engine developers have
made use of extra injections during the compression stroke to combat knock under high
load conditions [114]. Alcohol fuels have been shown to have even better knock prevention
due to their ability to cool the combustion chamber gases very effectively [6, 115].
Kasseris and Heywood in a two part paper investigated the charge cooling and chemistry
effect of gasoline-ethanol blends on engine knock. They quantified the charge cooling
effect by heating the inlet air temperature conditions of the direct injected (DI) engine
to obtain the same borderline knock as for the port fuel injected (PFI). It was found
that the charge cooling effect of gasoline was 14° C while it increased to 49° C for E85.
The high intake air temperatures required for high ethanol blends were believed to have
contributed to the high charge cooling effects by increasing the fuel evaporation rate.
An effective octane number was calculated for the different fuel blends that excluded the
charge cooling effect. It was found that the chemical antiknock benefit of ethanol did not
improve the performance beyond a content of about 40%. Higher ethanol concentration
was only beneficial in a direct injection engine, due to the charge cooling effect [116,117].
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In order to obtain the maximum benefit from the vaporization, air fuel mixing is of
great importance. Early gasoline direct injection engines made use of wall and air guided
mixing principles. The second generation of homogeneous GDI engines make use of
central position spray guided systems, close to the spark plug, where the injector nozzle
is aligned with the high velocity of air stream at the top of the inlet port. This system has
been used primarily for stratified charge engines and has also been shown to be valuable
in the development of downsized engines. Due to the high flow rate of the injector it
results in a shorter injection duration thereby allowing more time for evaporation [94].
The injection pressure has been shown to be very important in terms of fuel vaporization
and fuel pressures up to 200 bar are generally reported [91,94,118].
5.1.2.4 Beyond RON
The relevance of traditional ASTM octane test methods with modern spark ignition
engines has been subject to numerous investigations [3, 4, 13, 119, 120]. Kalghatgi found
that the antiknock quality of a practical, non-PRF fuel, was best defined by an octane
index of the form: OI = RON - KS. The index is a linear function of RON and the
fuel’s sensitivity (RON-MON), with the K value being dependent on operating conditions
and engine technology [119]. In an evaluation of various vehicles equipped with knock
control it was further shown that the K value was negative in most cases, meaning that
for a fuel of a given RON a lower MON would result in better performance due to
higher anti-knock quality [3]. A careful analysis of the cylinder pressure and temperature
profiles of knock limited spark advance data of a carburettor engine and more modern
fuel injected engines was conducted by Yates and co-workers [4]. They similarly found
that while the research and motor method perfectly straddled the knock limited operating
range of the carburettor fed engine, the port fuel injected engines were solely defined by
the research method. It was therefore postulated that charge boosted and intercooled
engines would operate in a pressure and temperature domain ”beyond RON”. Various
researchers have subsequently shown that modern charge boosted engines would benefit
in terms of performance from fuels with a lower MON number [121–124].
Mittal and Heywood conducted experiments to define the knock limits of a port fuel in-
jected single cylinder engine fitted with a pent roof, 4 valve cylinder head using a range of
fuels that included paraffins, olefins, aromatics and alcohols [120,125]. The knock limited
cylinder pressure was found to increase linearly with increasing sensitivity regardless of
the fuel chemistry once again implying that for a fixed RON, a fuel with a higher sensi-
tivity has a better anti-knock characteristic. The authors went on to define the K value
experimentally for various operating conditions and found it to depend strongly on intake
air temperature, engine speed and intake pressure with less association to the relative
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air-fuel ratio. Importantly the K value did not seem dependent on compression ratio and
spark plug location thereby leading the authors to suggest modified test conditions for the
RON and MON test using the CFR engine. However, it was acknowledged that a stronger
dependence of the K value on compression ratio was found by Kalghatgi [119, 126]. It
was assumed that the discrepancy was caused due to the different methods used to de-
termine the OI. Mittal and Heywood compared the knock limited spark advance of the
test fuels to that of PRFs under the same operating conditions and thereby ascertained
the OI [120]. Kalghatgi meanwhile determined the OI, for a variety of different fuels, by
applying a multiple linear regression which allowed the KLSA to be expressed as a linear
function of RON and MON [119].
At this point it is interesting to note that the olefin (Iso-octene) and the aromatic
(Toluene) used in both studies to adjust the sensitivity of the fuel blends, exhibit a
very similar laminar flame speed [41]. It would be interesting to evaluate the OI using
olefin and aromatic components with different burn speeds.
5.1.2.5 Low Speed Pre-Ignition
The high specific loading of downsized engines have led to the observation of a new
type of combustion phenomena, particularly at full load and low engine speed. Low
speed pre-ignition (LSPI) results in much higher pressure rises than normal combustion
and can easily pass into heavy knock, termed mega-knock or super-knock. Due to the
likelihood of severe engine damage being caused, LSPI has been described as a limiting
factor for further down-sizing [127].
Dahnz et. al. did a study on the reason for the manifestation of stochastic pre-ignition
in highly supercharged spark ignition engines and concluded that the most likely cause
is the release of lubricant droplets from the cylinder liner [128, 129]. Although it was
stated that no auto ignition data for lubricating oil existed, it was assumed that the
long-chain molecules of oils are associated with short auto-ignition times. Subsequent
publications by other researchers have agreed with the hypothesis of LSPI being caused
by the interaction of fuel and engine lubricant [130–134]. Investigations to understand
the ignition propensity of engine lubricant base stocks have also been conducted which
further substantiate the notion of their contribution to LSPI [135].
Kalghatgi and Bradley analysed the origin of pre-ignition at a solid surface and in the
gas phase [8]. By comparing the pre-ignition rating of various fuels to their RON and
MON it was confirmed that autoignition of the air-fuel mixture due to the hot combus-
tion chamber walls, was unlikely. The gas-phase autoignition was suggested to be the
dominant driver of pre-ignition but that the ignition delay data for the pressures and tem-
peratures at which pre-ignition was observed, could not be ascribed to the main air-fuel
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mixture. As suggested by Dahnz et. al. [128], oil droplets were believed to potentially be
the ignition source, although the required ignition delay time and the critical initiating
flame size required that the oil have a higher autoignition quality than n-heptane. It was
further speculated that small particles and catalysis could augment the development of
pre-ignition. It was surmised that by reducing the laminar burning velocity the probabil-
ity of pre-ignition occurrence is reduced. Cooled exhaust gas recirculation is an effective
way to reduce the flame speed of an air-fuel mixture and is often used in highly boosted
spark ignition engines to reduce the spark knock tendency and reduction in exhaust gas
temperatures.
5.1.3 Impact of GDI on pollutant emissions
Charge boosting systems offer both opportunities and challenges for the emissions charac-
teristics of spark ignition engines. An exhaust gas turbocharger significantly increases the
thermal inertia of the exhaust system which can have negative implications on the cata-
lyst light-off and hence the ability to convert pollutants after cold start during emissions
test cycles. In a homogeneous-charge-mode engine, GDI enables split injection during
the engine warm up period whereby a non-homogeneous locally rich mixture is generated
close to the spark plug. The improved combustion stability allows greater spark retard to
increase catalyst heating while unburned hydrocarbons are reduced due to leaner mixture
conditions [91, 118]. In order to reduce the wall wetting the fuel pressure and injection
pulses can be varied which reduces the risk of oil dilution and soot formation. A double
pulse strategy can be applied at mid load while a triple injection at full load significantly
reduces the penetration of the fuel spray [91]. This way the fuel consumption penalty
can be reduced while providing high exhaust gas temperature due to the delayed burn.
In turn the emissions are reduced and faster catalyst light off is ensured thereby reducing
the inertia inherent to turbocharged gasoline engines. After light off the conventional
stoichiometric operation can resume.
GDI engines have been shown to exhibit high particle emissions [136], with the pre-
dominant part of the cumulative particle number during the NEDC cycle being emitted
during the cold start [137]. It was further found that particle emissions were related to
engine load suggesting that incomplete vaporisation of the fuel led to fuel droplets during
the combustion process. The fuel volatility is of importance for mixture formation [138]
and ultimately on emissions [139]. Fuel related combustion chamber deposits have been
shown to be more likely in GDI engines [140], which can also have a negative impact on
emissions by increasing both HC and CO emissions [141].
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5.1.4 Benefits of EGR in GDI engines
The use of cooled exhaust gas recirculation (EGR) has been shown to be a very effec-
tive means of knock suppression in spark ignition engines [142–147]. While its emissions
as well as fuel consumption benefits have been shown in naturally aspirated [148] and
charge boosted PFI engines [143,144], Alger and co-workers pointed out major synergies
between EGR, direct injection and charge boosting [145]. By using cooled EGR they
found that a CO2 reduction of up to 20% was possible due to higher knock resistance
while CO could be lowered by 95% at high speed and load conditions. This was due to
a decrease in knock tendency and subsequent improvement in combustion phasing and
reduction in exhaust gas temperature that eliminated the requirement for over-fueling.
At low and part loads, uncooled EGR led to a fuel consumption improvement of up to
4%, by reducing the pumping losses and pre-heating the charge. In another study, the
concept of excess fuel, excess air and EGR were compared with regards to knock suppres-
sion. It was found that EGR was the most effective alternative method which allowed
more advanced phasing and more stable combustion over a wider operating range [149].
The same authors investigated the use of different EGR loop strategies and summarised
that while pre-turbine to post-compressor was beneficial in terms of improved transient
response due to lower dead volume and higher compressor efficiencies, it was not possible
to achieve enough EGR flow rate for the required operating map [150]. Due to these
challenges it was stated that pre-compressor EGR supply from post-turbine may be in-
evitable, which would have the benefit of reduced EGR cooling demands. Turner and
co-workers reported on different EGR architectures on an optimised downsizing concept
using an integrated exhaust manifold that is cooled directly using engine coolant. At high
load this has the benefit that heat is removed directly between the combustion chamber
and the turbine entry thereby requiring less fuel enrichment while at the same time re-
quiring significantly less EGR for optimal fuel efficiency [151]. It was hence argued that a
low pressure loop with significantly lower cooling requirement could be used to avoid the
challenge of additional heat load on the engine cooling system as pointed out by other
researchers using intermediate or high pressure loops [145, 149]. Taylor et. al. noted
that a water cooled exhaust manifold also placed additional strain on the cooling system
although it did improve the engine warm up time which gave an improvement in the cycle
fuel consumption [142]. Although the pre-turbine enthalpy was reduced, it was argued
that this could be overcome by appropriate turbocharger matching as well as valve train
hardware and that it opened the door for the application of variable turbine geometry
(VTG) turbocharger technology on gasoline engines. A further benefit of low-pressure
EGR is the ability to use exhaust gas downstream of the catalytic converter whereby
nitrous oxides, that have been shown to encourage autoignition [152, 153], could be re-
moved [154]. A ”hybrid” high pressure and low pressure loop EGR system was presented
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by Roth and co-workers where by the total operating range of a gasoline engine could be
covered to allow optimal efficiency and lowest emissions [147].
Bourhis et. al. investigated low pressure EGR and internal gas recirculation (IGR) to
compare their effect on fuel consumption at moderate engine load. Although higher
wall heat losses occur due to increased gas temperature at the start of combustion, low
pressure EGR has a positive effect on indicated specific fuel consumption (ISFC) and
mean effective pressure (IMEP) due to reduced peak combustion temperatures as well
as improved combustion phasing once knock occurrence starts to come into effect. IGR
increased the knock tendency due to elevated temperature at the end of compression
while the delayed combustion phasing, although reducing the wall heat losses, further
negatively impacted overall efficiency [155].
EGR reduces the combustion peak temperature thereby reducing the formation of NOx.
Reducing the combustion temperature also leads to lower wall-heat transfer and improves
thermal efficiency [94,145]. However, the downside of adding the burned exhaust (inert)
gas to the combustion air, is the resultant lower burn rate and hence further deviation
from the ideal constant-volume combustion [94]. EGR dilution levels are ultimately
limited by cycle-to-cycle variability and misfire. The nature of this variability has been
found to be largely deterministic, thereby opening the door for control strategies to allow
operation near the boundaries of stability and extension of the dilution limit which would
offer significant efficiency gains [156]. In order to increase the EGR tolerance and allow
ignition of highly diluted air-fuel mixtures, dual coil ignition systems have been developed
that generate an extended continuous spark [157,158].
In order to improve the EGR tolerance at low speed, researchers have looked at increasing
the tumble ratio of the intake ports in a single cylinder research engine with a low-pressure
EGR route [159]. They found that high tumble increased the EGR tolerance, high load
capability and improved thermal efficiency by advancing the knock limited combustion
phasing, whereas extremely high tumble was found to increase the propensity to knock.
Alger and co-workers investigated the potential of adding pure hydrogen, known for its
high laminar flame speed [160], up to a maximum of 1% by volume to increase the
EGR tolerance in spark ignition engines [161]. It was found that at an EGR level that
resulted in the coefficient of variation (COV) of IMEP to be > 5% only a small amount of
hydrogen was required to obtain stable engine operation. Equally by fixing the addition
of hydrogen to 1% the EGR level could be increased from 25% to over 50% for gasoline.
A similar strategy to improve the EGR tolerance has been investigated through the use of
reformed exhaust gas recirculation (REGR) which is the on-board generation of hydrogen
rich gas using the waste exhaust gas heat [162]. Hydrocarbon fuel and exhaust gas are
passed over a reforming catalyst, where an endothermic reaction, driven by the exhaust
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heat, converts liquid fuel into reformate which is a hydrogen rich gas. This results in
an increase of the overall fuel energy which is proportional to the waste heat from the
exhaust. Experimental results using a single cylinder GDI engine to compare conventional
EGR to REGR found that improved combustion stability existed with REGR and that
it allowed a higher amount of recirculation as well as mixture dilution. By allowing more
fuel to be reformed a higher amount of energy would be reused. NOx and HC emissions
were improved in comparison to EGR while the particulate matter was similar.
5.1.5 Current trends for GDI technology
Taylor et al. have investigated discrepancies in fuel consumption measured during reg-
ulated cycles and real world driving conditions, but their results indicate that there is
potential for downsized engine technology to further reduce fuel consumption in both
regulated driving cycles and real world conditions [163].
The benchmark for future gasoline engine concepts was stated in 2007 to be 100 kW/litre
and 200 Nm/litre which results in a brake mean effective pressure of 25 bar at 1500
rpm [164]. In 2013 an automotive manufacturer launched a compact vehicle with a high
performance charge boosted four cylinder engine with 133 kW/litre and 226 Nm/litre
resulting in a BMEP in excess of 28 bar [165]. Due to the engine being designed for a
performance vehicle, the fuel efficiency is not representative of a classical downsized spark
ignition engine.
Turner and co-workers reported on the development of a four cylinder engine, downsized
by 60% over a 5.0 litre V8, but with the same torque characteristics of the large capacity
naturally aspirated engine [96]. The project aimed to showcase the ability of downsizing
to enable a 35% reduction in CO2 exhaust emission measured over the New European
Driving Cycle (NEDC).
Charge boosting assisted by an electrically driven compressor has been shown in a 3
cylinder engine with BMEP of up to 30 bar, with improved dynamic response [97]. Ad-
ditionally the energy used for electric boosting could be recuperated using a 2-3 kW
generator.
The benefit of pressure charging in combination with stratified operation has been shown
as having the potential to significantly increase the operating range thereby improving
fuel efficiency and exhaust emissions [94,166,167]. Spicher et. al. investigated the effects
on combustion in stratified mode at the upper load limit by increasing fuel injection
pressure to 1000 bar and found potential to extend the operating range as well as achieve
remarkable improvements in mixture preparation and soot formation [168].
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Researchers at the Southwest Research Institute developed a concept vehicle using, what
they termed, a dedicated EGR engine based on a four cylinder 2.0 L GDI engine [169].
One of the cylinders is dedicated to the production of EGR which it supplies, at a nominal
rate of 25%, to the remaining cylinders whose compression ratio has been increased to
11.7:1 to make use of the increased knock resistance. By running the dedicated cylinder at
an equivalence ratio of 1.3 to 1.4, rich combustion reformat consisting of carbon monoxide
and hydrogen was formed that improved the knock tolerance further while the hydrogen
allowed the engine to operate at 25% EGR. The concept required the use of a supercharger
in order to meet the BMEP target of 17 bar from 1500 to 5500 rpm while allowing a BSFC
reduction of at least 10% over a comparable naturally aspirated GDI engined vehicle.
5.2 Thermodynamic analysis of GDI combustion
The efficiency advantages of the direct injection gasoline engine are best discussed by
considering the ideal constant-volume process (Otto cycle) for this engine. In the Otto
cycle, isentropic compression is followed by constant volume combustion at top dead cen-
tre which is then followed by isentropic expansion and heat rejection at constant volume.






In the absence of losses with the assumption of a closed process without fuel conversion,
the efficiency is therefore only dependent on the compression ratio rc of the engine and the
isentropic exponent γ. A high compression ratio and large isentropic exponent, which
is dependent on temperature and mixture composition, therefore result in the highest
achievable efficiency.
By directly injecting fuel into the combustion chamber the sensible enthalpy is reduced
due to the vaporisation of the fuel which causes evaporative cooling. This results in
decreased temperature at the end of compression which in turn results in lower knock
tendency than equivalent port fuel injected engines. The compression ratio can therefore
be increased which results in improved thermal efficiency. With lean charge stratified
combustion mode, the highest efficiency gain is due to lower pumping losses since this
type of engine operates un-throttled. A lean air fuel mixture also increases the isentropic
exponent towards the maximum value of pure air (γ= 1.4), which again improves the
thermal efficiency. However, the lean burn combustion process has been shown to exhibit
a distinctively early 50% mass fraction burn (MFB) point due to the rate of flame prop-
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agation in a stratified charge. In the enriched mixture zone near the spark plug the burn
rate accelerates quickly and then slows down when it reaches the lean region, thereby
deviating from the ideal constant volume process which results in reduced efficiency [86].
By increasing the turbulence and appropriately directing the charge movement in the
combustion chamber the slowing of the burn rate can be overcome.
Van Basshuysen describes the combustion process of direct injection in homogeneous
mode to be similar to port fuel injected engines. From the spark plug an almost spherical
flame front propagates through the combustion chamber and the flame surface tends
to become convoluted by turbulence and in-cylinder charge motion [85]. If a perfectly
homogeneous mixture exists, the combustion will take place without the occurrence of
diffusion flame and can be defined by an ideal premixed flame. Despite similarities to port
fuel injected engines, direct injection does not allow for perfect mixture homogenisation
which results in cyclic variation of the mixture state and in turn effects the flame stability
negatively [17,85].
5.2.1 Indicated data analysis
As the friction losses of a single cylinder research engine are not representative of a
multi cylinder derivative, it is customary to analyse and report on indicated performance
parameters. However, the measured brake torque was recorded and used as a cross
check for the indicated data analysis. The in-cylinder pressure parameters were recorded
and analysed using the AVL Indismart equipment described in chapter 2. Some of the
considerations crucial to enable accurate data signal processing are discussed below.
5.2.1.1 TDC determination
AVL Indicom allows the determination of top dead centre (TDC) by calculating the mean
value from ten successive motored pressure cycles. A thermodynamic loss angle of 0.7
deg CA at 2000 rpm was used as a correction value [170].
5.2.1.2 Pressure reference method
A number of referencing methods were evaluated by Randolph to peg the relative pressure
measured by the piezoelectric transducer to an absolute value. The two main methods
identified were referencing a point within the engine cycle to a measured or estimated
value and alternatively fitting the compression to a polytropic process [171]. It was noted
that while referencing to the intake manifold pressure at bottom dead centre worked
well for the part load conditions and the specific test engine without intake manifold
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tuning, the dynamic pressure fluctuations inherent to production manifolds as well as
elevated engine speeds would reduce the accuracy of this method. Brunt et al suggested
that polytropic indexing is the most accurate way of pegging, other than for very lean
mixtures where the polytropic index is not known [172].
A pressure correction by means of the polytropic process can be applied to each data
point:








Pn is the pressure and Vn the volume in the compression region. A constant polytropic
exponent of 1.32 was applied between 100 and 70 degrees BTDC [170–172].
Data pegging is important when trying to accurately define absolute values such as peak
cylinder pressure, whereas the location of peak pressure, maximum pressure rise rate or
indicated mean effective pressure recordings are not effected [173].
5.2.1.3 Thermal shock
Rai et. al. investigated the influence of thermal shock on piezoelectric transducers during
cylinder pressure measurements which they found to be greatly affected by transducer
type [174]. They found that thermal shock was most pronounced at low engine speed,
high load, advanced ignition timing and low exhaust gas recirculation rate. According to
the specification sheet of the AVL transducer used for the experiments presented in this
thesis, the error due to thermal shock was given as smaller than 1% at 9 bar IMEP and
1500 rpm [175].
5.2.1.4 Indicated mean effective pressure
Indicated mean effective pressure is the indicated work output per unit swept volume.
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Wi is the indicated work in Newton metres and the Vs the swept volume in cubic meters










θ is the change in crank angle position in degrees
Vs is the cylinder swept volume in cubic meters
p is the cylinder pressure in bar
dV
dθ
is the change in volume with respect to crank angle position
AVL Indicom calculates the IMEP at one crank degree intervals over the entire combus-
tion cycle.
The coefficient of variation in IMEP is used to define the combustion stability and is
defined as [178]:
Cv =




N is the sampled number of cycles
5.2.1.5 Mass fraction burned analysis
There are generally two approaches when doing a thermodynamic analyses of the cylinder
pressure data, the burn rate analysis and the heat release analysis. The burn rate analysis
is most often used to define the burn angles in gasoline engines and results in the mass
fraction burned which is a normalised scale from 0 to 100%. Heat release analysis is
calculated from the first law of thermodynamics and results in the total energy released
in unit of Joule or the heat release per crank angle and is most frequently used for diesel
engine combustion analysis [176,179].
The mass fraction burned is, to this day, often calculated using the Rassweiler and With-
row method developed in 1938 [180] as it is both computationally efficient and quite
accurate [181]. The standard algorithm in AVL Indicom makes use of the first law of
thermodynamics [176] to calculate the heat release in real time:
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[κ.pi(Vi+n − Vi−n) + Vi.(pi+n − pi−n)] (5.9)
where:
n is the crank interval (1 ° CA)
κ is the polytropic coefficient
p is the cylinder pressure in bar
V is the cylinder volume in cubic meter
K is a constant of 100 for the unit conversion
Since the polytropic coefficient is dependent on temperature, Indicom makes use of two
coefficients. For the compression process a coefficient of 1.35 is used and the expansion
process uses 1.3 [170]. By reducing the coefficient for the expansion process it ensures
that the heat release integral does not increase further after end of combustion.
5.2.1.6 Knock detection
The AVL knock algorithm calculates the knock integral and peak knock value from the
cylinder pressure measurement signal which is first subjected to a high pass filter as well
as rectification. A knock integral of 2 as well as a peak knock value of 2 bar was chosen
and a dynamic mean value filter with a cut-off frequency of 40 kHz was applied to the
pressure signal. The minimum knock peak threshold was defined as 0.3 bar. After each
engine cycle these characteristics are compared to the previous cycle and a decision is
made whether to classify it as a knock event. The knock events were summarised over
100 cycles after which a knock frequency was calculated. Once a knock frequency of 10%
was measured, this was defined as the knock threshold.
5.3 Test method
The combustion analysis was conducted using the single cylinder engine test facility
developed for this research project as discussed in Chapter 2. Two aspects of charge
boosted direct injection gasoline combustion were found to be relevant with respect to
the synthetic fuel blend properties defined in Chapter 3 and the laminar flame speed
characterisation presented in Chapter 4.
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5.3.1 Full load spark advance sweeps
As reported in the literature review, fuel components with higher laminar flame velocity
can decrease the burn duration and by so doing approach the ideal constant volume
combustion process which leads to higher thermal efficiency [5]. Modern engines have
also been shown to operate in a temperature pressure regime that lies ”beyond RON”,
which implies that the octane sensitivity can greatly influence the performance of these
engines due to higher knock resistance allowing more advanced ignition timing [3,4]. The
maximum allowable peak cylinder pressure of the research engine was limited to 100
bar, which restricted the boost to a gauge pressure of 0.5 bar. From chapter 3 it has
become known that some of the synthetic blending components can potentially alter the
sensitivity of a final fuel blend. To investigate the performance characteristics of the
test fuels, full load spark advance sweeps were conducted with the operating parameters
shown in table 5.1. Due to the improved torque at low engine speeds of modern charge
boosted engines, 1500 rpm was chosen due to its relevance in evaluating knock resistance
at low engine speed and high load. The engines characteristic maximum torque was found
















1500 0.9 0.5 30 90 100
3500 0.9 0.5 30 90 100
5000 0.9 0.5 30 90 100
Table 5.1: Engine parameters for full load spark advance sweeps
5.3.2 K-value determination
The K-value has been stated to be dependent on the engine as well as the operating
condition and its determination requires the knock limited spark advance data of different
fuels with varying levels of sensitivity that is independent of RON [119]. While the test
fuel blends varied in sensitivity and RON number it was decided to include two primary
reference fuels (PRF95 and PRF90) with zero sensitivity by definition and two toluene
standardization fuels (TSF94.8 and TSF89.5) with significant sensitivity. The highest
K-value is typically found at stoichiometric air-fuel ratio and reduces as the mixture
becomes either rich or lean [119, 120]. All the spark advance sweeps were conducted at
slightly rich conditions as indicated in table 5.1.
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5.3.3 Full load EGR sweeps
Exhaust gas recirculation has been shown to be very effective in improving the knock
resistance while also enabling a significant reduction in the exhaust gas temperature. It
is therefore expected that future downsized engine concepts will make extensive use of
this technology. As the exhaust gas drastically reduces the laminar flame speed of the
air fuel mixture, fuel components with inherently higher flame speed have been shown
to improve EGR tolerance resulting in lower cyclic variation and improved combustion
stability [161]. In order to characterize the test fuels with respect to their EGR tolerance,
full load EGR sweeps were conducted at 1500 rpm and 3500 rpm as shown in table 5.2.





















1500 1 0.5 0.6 30 90 100
3500 1 0.5 0.6 30 90 100
Table 5.2: Engine parameters for full load EGR sweeps
At each EGR rate set point the spark advance was adjusted until maximum brake torque
(MBT) was obtained or when the knock threshold was reached. Due to the limitation in
allowable back pressure, the EGR rate was restricted to approximately 18% at 1500 rpm
which did not allow to reach the EGR tolerance limit.
5.3.4 Engine test procedure
The engine tests were run in a S-X-X-S formation, where S represents the 95 RON SCAG
fuel that was used as a reference and X represents the test fuels defined in chapter 3.
At the beginning of each day or after an extended break between tests the following start
up procedure was followed:
 Switch on conditioning unit to pre-heat engine oil and coolant
 Activate start up procedure of Mexa emission measurement and perform calibration
 Perform fuel swap
 Switch on AVL fuel flow meter and fuel conditioning system and allow to stabilise
 Start engine and run for 30 minutes to ensure engine is warmed up
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 Set test engine speed and allow to stabilize for 10 minutes before commencing with
test
Upon completion of the first test runs a significant amount of scatter among the reference
fuel tests was noted. Due to an appreciable variance in atmospheric pressure from one
day to the next, a correction factor normalising to 990 kPa was applied. Since the charge
air was passed through a dryer on the compressor before being controlled to 30° C in the
charge air control unit, no temperature and humidity correction was required. However,
the pressure correction did not alleviate the scatter sufficiently, necessitating further
interrogation of the engine control parameters such as boost and fuel injection pressure
and test bench measurements such as engine coolant temperature and HC emissions. A
multiple linear regression model was set up in Microsoft Excel 2010 to try and relate
small variations in engine control parameters and relevant test bench measurements to
the IMEP fluctuations. No significant correlation was found. The engine test procedure
was re-visited and the quandary was finally solved by adding dye to a test fuel which
revealed that an extra 2 litres of fuel were required to adequately flush the fuel system.
Subsequent testing confirmed that the undesired mixing of the fuels was the reason for the
muddled results. Although the matter was eventually narrowed down to an unfortunate
case of operator error, the detailed interrogation of the engine control and test cell set-up
subsequently instilled a high degree of confidence in the recorded data.
5.3.5 Test fuel blends
The test fuel blends consisted of the 93 and 95 RON crude derived CAG, the 95 RON
synthetic CAG and synthetic CAG spiked with the respective synthetic blending com-
ponents as tabulated in 5.3. Some test blends with a 10% spiking ratio were evaluated
initially, but the test results were found to be not clearly distinguishable. The 20% blends
provided the expected distinction and the 50% ratio was chosen as the highest admixture
due to the very low octane rating of some of the synthetic blending components.
A standard fuel analysis of the 20% and 50% blends is provided in Appendix C.
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Test fuel description Accronym
Crude derived 93 RON CAG CCAG93
Crude derived 95 RON CAG CCAG95
Synthetic derived 95 RON CAG SCAG95
Synthetic 95 RON CAG + 20% SGBC A SBA20
Synthetic 95 RON CAG + 20% SGBC B SBB20
Synthetic 95 RON CAG + 20% SGBC C SBC20
Synthetic 95 RON CAG + 20% SGBC D SBD20
Synthetic 95 RON CAG + 20% SGBC E SBE20
Synthetic 95 RON CAG + 20% SGBC F SBF20
Synthetic 95 RON CAG + 20% Ethanol E20
Synthetic 95 RON CAG + 20% TAME T20
Synthetic 95 RON CAG + 50% SGBC A SBA50
Synthetic 95 RON CAG + 50% SGBC B SBA50
Synthetic 95 RON CAG + 50% SGBC C SBA50
Synthetic 95 RON CAG + 50% SGBC D SBA50
Synthetic 95 RON CAG + 50% SGBC E SBA50
Synthetic 95 RON CAG + 50% SGBC F SBA50
Synthetic 95 RON CAG + 50% Ethanol E50
Synthetic 95 RON CAG + 50% TAME T50
Primary reference fuel 95 RON PRF95
Primary reference fuel 90 RON PRF90
Toluene standardisation fuel 94.8 RON TSF94.8
Toluene standardisation fuel 89.5 RON TSF89.5
Table 5.3: Test fuel blends used for engine combustion analysis
5.4 Results and discussion
5.4.1 KLSA and the K-value
The knock limited spark timing was found for the test fuel blends defined in chapter
3 and tabulated in Appendix C. Due to the peak cylinder pressure limitation of 100
bar, it was not possible to establish the knock limit for a majority of the fuel blends at
5000 rpm under boosted conditions. The synthetic fuel blends with 50% ethanol and
TAME content were similarly limited by the allowable peak combustion pressure rather
than knock and were therefore excluded for this part of the investigation. In table 5.4
the octane properties of the fuels along with the knock limited spark advance (KLSA),
peak combustion pressure (PMAX) and the 50% mass fraction burned (AI50) are shown.
Although the commercial gasolines, synthetic blending components and oxygenate blends
resulted in a fuel set where RON only had a weak correlation with MON (R2 = 0.52), it
was found that the resultant K-values were slightly positive as shown in figure 5.1. This
was unexpected as the charge boosting and inlet air cooling would suggest that the engine
should be operating well ”beyond RON” with a negative K value [182]. In general it has
been found that as engine speed increases so does the K value [119, 120, 126], however
this has been shown to not always be the case [183]. The K value has been stated to be
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dependent on engine design as well as on the operating conditions and in principle not be
fuel property dependent [119,182]. It has been shown to be strongly dependent on intake
air temperature and pressure while being almost independent of spark plug location and
compression ratio. Air fuel ratio was found to only affect the K value greatly under very
rich or very lean mixture conditions [120].
Fuel RON MON S 1500 3500
KLSA PMAX AI50 KLSA PMAX AI50
ModelFuels
PRF95 95 95 0 1 56.11 24.33 3 57.06 27.81
PRF90 90 90 0 -1 51.64 27.20 1 51.27 31.42
TSF94.8 94.8 82.7 12.1 5 69.06 17.53 9 78.58 18.42
TSF89.5 89.5 77.9 11.6 2 60.40 21.81 6 67.66 22.85
CommercialFuels
SG95 95.5 85.7 9.8 3.2 65.49 19.95 7 75.49 20.28
CG93 93.2 83.6 9.6 2 61.89 21.27 4 64.79 24.35
CG95 95.1 85.2 9.9 4 67.15 18.37 7 73.46 20.37
Isoparaf.Comp.
SBA20 94.1 84.7 9.4 2 60.95 21.68 5 66.83 23.61
SBA50 91.2 85 6.2 0 56.73 24.58 2 58.49 28.11
Olef.Comp.
SBB20 97.1 84.7 12.4 5 68.33 17.73 9 78.94 18.09
SBB50 97.7 84.8 12.9 5.4 70.47 17.30 8 77.49 19.40
SBF20 95.6 83.6 12 3 64.30 19.91 6 72.03 21.42
SBF50 94.4 82.2 12.2 1.2 63.14 21.34 5 71.43 22.30
Arom.Comp.
SBC20 95.2 84.6 10.6 3.2 63.48 20.19 7 72.48 20.78
SBC50 95.2 85.4 9.8 3 63.79 20.36 6 69.25 22.71
SBD20 93.1 83.2 9.9 2 61.46 21.46 6 70.51 22.06
SBD50 89.4 80 9.4 0 58.06 24.11 2 60.03 27.59
SBE20 96.5 83.9 12.6 3.4 64.85 19.58 7 74.89 19.88
SBE50 96.3 83.6 12.7 5 70.15 17.10 8 77.72 18.89
Oxyg.comp
E20 100.1 87.2 12.9 9 80.63 12.98 13 94.57 13.32
T20 98.5 87.2 11.3 6.2 73.11 16.06 10 85.00 16.51
Table 5.4: Knock limited spark advance data at specified engine conditions for all test fuels
In this study it was found that the choice of fuel did seem to influence the calculated K
value. This can be depicted by comparing the correlation between octane index and the
knock limited spark advance for the different fuels selected. For each of the fuel sets the
interdependence between RON and MON was checked and R2 found to be less than 0.1,
implying no correlation.
In figure 5.2 the model fuel components and the three CAG fuels were used to calculate
the octane index which resulted in a fairly good correlation for 1500 rpm while at 3500
rpm the fit was poorer. By adding the two oxygenate blends, the correlation at both
engine speeds is improved as seen in figure 5.3. Replacing the oxygenate blends with
synthetic blend component A, which is high in iso-paraffins and has significant aromatic
content, results in less correlation as shown in figure 5.4. Similarly the predominantly
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SCAG95 CCAG93 CCAG95 E20 T20 SBA20 SBA50 SBB20 SBB50
SBC20 SBC50 SBD20 SBD50 SBE20 SBE50 SBF20 SBF50
Figure 5.1: KLSA vs Octane Index for commercial fuels and all synthetic gasoline test blends
aromatic components C, D and E, shown in figure 5.5, result in a poorer correlation
between OI and KLSA, and the olefinic component blends were found to have a very
poor relationship as depicted in figure 5.6. In all cases the agreement was better at 1500
rpm than at 3500 rpm. Furthermore an appreciable variation in the K-value was found
when using different fuel types. As mentioned in the literature review of this chapter,
the K-value is generally defined using model fuel components. The respective olefin
and aromatic surrogates, Iso-octene and Toluene, where found to exhibit a very similar
laminar flame speed. The refinery fuel component blends used in this study on the other
hand showed distinct dissimilarity in their characteristic flame speed.
By adding the model fuel components to the synthetic blends as well as commercial fuels,
K was determined to be approximately -0.34 at 1500 rpm and -0.505 at 3500 rpm when
calculating the octane index for the entire fuel set as shown in figure 5.7. The correlation
coefficient for the entire fuel set was found to be 0.1, reiterating that the calculation
method for the K-value seems to be extremely sensitive to any interrelationship between
RON and MON as is evident from the comparative results depicted in figure 5.1.
Kalghatgi and co workers recently investigated the fuel effects on knock in a highly
boosted direct injection spark ignition engine and conceded that defining the knock be-
haviour exclusively by the octane index is not ideal [183]. The effect of the fuel’s burn rate
is not taken into account and the effect of charge cooling is of particular importance in
GDI engines. However, it was mentioned that the improved charge cooling would lead to
a higher volumetric efficiency and therefore increased pressure that could counteract the
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PRF95 PRF90 TSF94.8 TSF89.5 SCAG95 CCAG93 CCAG95
Figure 5.2: KLSA vs Octane Index for commercial fuels and model fuel blends















































PRF95 PRF90 TSF94.8 TSF89.5 SCAG95 CCAG93 CCAG95 E20 T20
Figure 5.3: KLSA vs Octane Index for model fuels, commercial fuels and synthetic oxygenate
test blends
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PRF95 PRF90 TSF94.8 TSF89.5 SCAG95 CCAG93 CCAG95 SBA20 SBA50
Figure 5.4: KLSA vs Octane Index for model fuels, commercial fuels and synthetic iso-paraffin
test blends











































PRF95 PRF90 TSF94.8 TSF89.5 SCAG95 CCAG93 CCAG95
SBC20 SBD20 SBE20 SBC50 SBD50 SBE50
Figure 5.5: KLSA vs Octane Index for model fuels, commercial fuels and synthetic aromatic
test blends
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PRF95 PRF90 TSF94.8 TSF89.5 SCAG95 CCAG93
CCAG95 SBB20 SBF20 SBB50 SBF50
Figure 5.6: KLSA vs Octane Index for model fuels, commercial fuels and synthetic olefin test
blends










































PRF95 PRF90 TSF94.8 TSF89.5 SCAG95 CCAG93 CCAG95 SBA20 SBB20
SBC20 SBD20 SBE20 SBF20 SBA50 SBB50 SBC50 SBD50 SBE50
SBF50 E20 T20
Figure 5.7: KLSA vs Octane Index for all test fuels combined
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reduction in temperature. Although it was recognized that differences in burn rate and
latent heat of vaporization exist, it was argued that differences in auto-ignition chemistry
dominate the knock behaviour. While an almost ideal relationship between octane index
and knock limited spark advance was found previously [119], this relationship was not
found to be perfect in the analysis of the highly boosted engine data, although a similar
trend was apparent [183]. This coincides with the findings of this investigation, wherein
a higher sensitivity for a similar RON resulted in more allowable spark advance. This
in turn led to a higher peak combustion pressure and more optimal combustion phas-
ing as indicated by the 50% mass fraction burned. Interestingly the synthetic blending
component F, which is highly olefinic, resulted in a lower KLSA than TSF94.8 which has
a similar RON and sensitivity. However, the latent heat of vaporisation of TSF94.8 at
25° C and 1 bar was calculated to be 401 kJ/kg, which is significantly higher than that
of SBF20 at 267.4 kJ/kg and SBF50 at 301.1 kJ/kg, thereby resulting in more charge
cooling and subsequently higher knock resistance in the GDI engine.
5.4.2 Performance analysis
The phasing of the peak combustion pressure along with the indicated mean effective pres-
sure can be used to examine the combustion efficiency of an engine while the combustion
stability is most often defined by the coefficient of variation in IMEP and PMAX [17].
The early flame kernel growth period can be measured by the 0-10% mass fraction burned
duration (AI10), while the 0-50% mass fraction burned (AI50) is an important indicator
for the work output of an engine [61]. Combustion duration can be accessed by investigat-
ing the 10-90% MFB (AI90-AI10) period. In order to allow a comparison, the coefficient
of variation of these parameters was also plotted on the same figures.
5.4.2.1 Crude derived gasoline
In figure 5.8 the peak cylinder pressure and its crank angle location (APMAX) as well as
the indicated mean effective pressure are depicted at the three engine speeds. The blue
markers represent the 95 RON SCAG fuel that was used as a bracket fuel throughout
this experimental process while light brown represents the 93 RON CCAG fuel and the
95 RON CCAG is depicted in dark brown. The knock limited spark advance for the 93
RON fuel was found, depending on engine speed, to be 2 - 4 degrees lower than the 95
RON fuels, as to be expected. No significant difference was found between the fuels in
terms of peak cylinder pressure, peak pressure phasing or the performance as denoted by
IMEP under non knock limited conditions. By optimising the spark advance a reduction
in cyclic variability, shown by COV, was achieved. Overall the engine performance was
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found to be severely knock limited using 95 RON CAG fuel which is a result of charge
boosting in combination with a fairly high compression ratio.





































































































































Figure 5.8: PMAX, APMAX and IMEP vs SA sweeps for SCAG fuel and CCAG fuels
The crank duration for the 10% and 50% mass fraction burn combustion parameters
were also found to be similar between the different CAG fuels as shown in figure 5.9.
The combustion duration was defined as the difference between 90% MFB and 10% MFB
positions and also showed no significant variation between the fuels.
The specific fuel consumption and regulated emissions were calculated using the indicated
performance as shown in figure 5.10. With increased spark advance a reduction in specific
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Figure 5.9: AI10, AI50 and AI90-AI10 vs SA sweeps for SCAG fuel and CCAG fuels
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fuel consumption was seen as expected due to an improved thermal efficiency, while there
was little effect as a result of the different fuels. Hydrocarbon emissions were found to
be a bit higher with the 95 RON CCAG fuel whereas nitrous oxide and carbon monoxide
emissions were marginally higher for both crude derived petrols.
5.4.2.2 Oxygenated synthetic gasoline blends
The ethanol and TAME blends resulted in a significantly higher knock limited spark
advance with the 50% ethanol blend resulting in the peak combustion pressure limit
being reached at all engine speeds before any appreciably knock activity was noted. As
seen in Figure 5.11 at 1500 rpm the 50% ethanol blends resulted in a higher KLSA than
TAME, which indicates the benefit of ethanols inherent charge cooling effect in GDI
engines as found by other researchers [6, 116, 117]. A distinguishable offset in the IMEP
was also found for the 50% ethanol blend at various spark advance settings, suggesting
that an improved filling due to the charge cooling was taking place. This effect was not
seen at 5000 rpm however, which is assumed to be due to the restricted time available
for evaporation at the elevated engine speed. The location of peak cylinder pressure was
the same for all the fuels which implies that there was no increase in burn rate. In fact
the burn duration of the ethanol blend was found to be marginally slower at 1500 and
3500 rpm as shown by AI90-AI10 in figure 5.12. The 10% and 50% mass fraction burned
points were nominally the same for the oxygenated fuels in comparison with the SCAG
fuel. This was unexpected since ethanol has a high laminar flame speed as shown in
Chapter 4. Beeckmann et. al. [83] reported in their experiments that a 10% blend of
ethanol and gasoline resulted in a lower laminar flame speed than for pure gasoline. The
authors stated that this results was surprising and that further experiments needed to
be conducted. Furthermore, it can be surmised that the higher heat of vaporisation of
the ethanol blends could have a profound effect on lowering the in-cylinder temperature
conditions which could hamper the laminar flame speed at the onset of spark. This issue
will be addressed in more detail in Chapter 6.
Due to the lower heating value of ethanol a significantly higher specific fuel consumption
was measured for the 50% ethanol blend as shown in figure 5.13. It was found that
the lower heating values of the 20% ethanol blends and the TAME blends were in part
compensated for by the improved knock limited spark advance thereby resulting in similar
specific fuel consumption. The unburned hydrocarbon emissions of the oxygenated fuel
blends was found to be within the repeatability of the reference fuel although there was a
clear trend of lower HC emissions using the 50% blends at higher engine speeds. Nitrous
oxide emission also tended to be lower with increasing TAME and ethanol content. The
carbon monoxide was found to be within the repeatability band.
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Figure 5.10: ISFC, ISHC, ISNOx and ISCO vs SA sweeps for SCAG fuel and CCAG fuels
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SCAG95 E20 T20 E50 T50
COV COV COV COV COV
Figure 5.11: PMAX, APMAX and IMEP vs SA sweeps for SCAG fuel and synthetic oxygenate
test blends
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SCAG95 E20 T20 E50 T50
COV COV COV COV COV
Figure 5.12: AI10, AI50 and AI90-AI10 vs SA sweeps for SCAG fuel and synthetic oxygenate
test blends
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SCAG95 E20 T20 E50 T50
Figure 5.13: ISFC, ISHC, ISNOx and ISCO vs SA sweeps for SCAG fuel and synthetic
oxygenate test blends
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5.4.2.3 Olefinic synthetic gasoline blends
In figure 5.14 the peak pressure and the crank angle location show that synthetic blending
component F increases the burn rate with optimal combustion phasing and subsequently
results in a higher indicated mean effective pressure. At a set spark advance, an IMEP
increase of over 2% was realised using 50% blend of synthetic blending component F. Due
to the relatively poor octane rating of blending component F the peak performance is
limited in comparison to the SCAG fuel, therefore suggesting its potential as a blending
component with higher octane fuel blends. The olefinic blend component B has a higher
octane rating but does not exhibit the same improvements in burn rate which correlates
with the laminar flame speed findings in chapter 4.
From the combustion duration shown in figure 5.15 it becomes evident that for blending
component F the flame kernel growth period is noticeably shorter as shown by the 10%
mass fraction burned crank duration. Furthermore the location of the 50% mass fraction
burn point suggests that combustion predominantly takes place at a more optimised
crank position and the AI90-AI10 crank duration indicates a shorter overall combustion
period. Synthetic component B was found to behave similar to the SCAG fuel, although
the overall combustion duration at 3500 and 5000 rpm was found to be marginally shorter
for the SBB50.
The indicated specific fuel consumption in figure 5.16 clearly shows an improved efficiency
for the synthetic fuel blend component F which correlates well with the improvement in
combustion phasing. This further results in lower specific hydrocarbon emissions as a
result of more complete burn although no improvement in carbon monoxide emission was
found. The effect on nitrous oxide emissions was found to be inconclusive as there was
no clear trend visible over the three engine speeds.
The olefinic blend component B did not show an improvement in ISFC although the
improved knock resistance allowed a more optimal spark advance which improved overall
specific fuel consumption. Hydrocarbon emissions were found to be similar to the SCAG
fuel while the carbon monoxide was not found to be fuel specific. However, a clear trend
showing a reduction in emissions with respect to spark advance was evident.
5.4.2.4 Aromatic synthetic gasoline blends
The predominantly aromatic synthetic blending components were compared in terms of
peak cylinder pressure characteristics and indicated mean effective pressure in figure 5.17.
Little difference was found with respect to the location of peak pressure or the absolute
peak pressure measured. The performance of the aromatic synthetic fuel blends, as
indicated by the mean effective pressure, was generally shown to be lower than the SCAG
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SCAG95 SBB20 SBF20 SBB50 SBF50
COV COV COV COV COV
Figure 5.14: PMAX, APMAX and IMEP vs SA sweeps for SCAG fuel and synthetic olefin
test blends
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SCAG95 SBB20 SBF20 SBB50 SBF50
COV COV COV COV COV
Figure 5.15: AI10, AI50 and AI90-AI10 vs SA sweeps for SCAG fuel and synthetic olefin test
blends
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SCAG95 SBB20 SBF20 SBB50 SBF50
Figure 5.16: ISFC, ISHC, ISNOx and ISCO vs SA sweeps for SCAG fuel and synthetic olefin
test blends
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fuel. Synthetic blend E showed a slight improvement in performance by virtue of its higher
knock resistance thereby allowing improved ignition advance while blend component C
resulted in similar performance to the SCAG fuel. Blending component A was shown
to be rich in iso-paraffin and aromatic content, but had very poor octane resulting in
retarded ignition timing. Blending component D similarly required significant ignition
retard.






































































































































SCAG95 SBA20 SBD20 SBE20 SBC20 SBA50 SBD50 SBE50 SBC50
COV COV COV COV COV COV COV COV COV
Figure 5.17: PMAX, APMAX and IMEP vs SA sweeps for SCAG fuel and synthetic aromatic
test blends
Combustion durations of the different fuel blends was also found to be very similar as can
Chapter 5: Charge boosted gasoline direct injection
combustion analysis
76
University of Cape Town Department of Mechanical Engineering
be seen in figure 5.18. The early flame kernel development (AI10) was the same for all the
fuel blends with very little difference distinguishable in terms of the 50% mass fraction
crank position. The overall burn duration indicated that 50% blends of components SBD
and SBE resulted in a slightly higher burn rate as shown by the shorter AI90-AI10 crank
duration at 1500 rpm. However, this behaviour was not clearly evident at the higher
engine speeds as the turbulence effect on flame speed became more dominant.

































































































































































SCAG95 SBA20 SBD20 SBE20 SBC20 SBA50 SBD50 SBE50 SBC50
COV COV COV COV COV COV COV COV COV
Figure 5.18: AI10, AI50 and AI90-AI10 vs SA sweeps for SCAG fuel and synthetic aromatic
test blends
From figure 5.19 it is evident that the lower octane rating of blending component A
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and D resulted in a clear reduction in efficiency as is shown by the poor specific fuel
consumption while components C and E resulted in similar efficiency to the SCAG fuel.
No clear distinction was observed between the emission behaviour of the synthetic blend
components and the reference fuel.
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SCAG95 SBA20 SBD20 SBE20 SBC20 SBA50 SBD50 SBE50 SBC50
Figure 5.19: ISFC, ISHC, ISNOx and ISCO vs SA sweeps for SCAG fuel and synthetic
aromatic test blends
Chapter 5: Charge boosted gasoline direct injection
combustion analysis
79
University of Cape Town Department of Mechanical Engineering
5.4.3 EGR analysis
The exhaust gas recirculation rate was restricted at 1500 rpm by the available difference in
positive pressure between the exhaust and the intake manifold under boosted conditions.
The misfire limit could therefore not be reached, however a comparison on the effect of
cyclic variation with regards to the test fuels was conducted. At 3500 rpm sufficient EGR
rate was achieved to allow maximum brake torque timing to be reached with all fuels.
5.4.3.1 Crude derived gasoline
In figure 5.20 the effect of EGR rate shows a consistent increase in allowable knock limited
spark advance and a subsequent reduction in specific fuel consumption is shown. At 3500
rpm the MBT timing, at approximately 50 degrees before top dead centre (TDC), was
reached at an EGR rate of about 15% for all fuels, with a slight offset distinguishable
for the 93 RON CCAG fuel due to its lower knock resistance. EGR rates greater than
16% therefore resulted in an increase in specific fuel consumption due to less optimal
combustion phasing.
The lower knock limited spark advance of the 93 RON fuel resulted in a lower peak
cylinder pressure and delayed phasing as shown by APMAX. At 3500 rpm the optimal
location of the peak cylinder pressure was found at about 15 degree after top dead centre
(ATDC) which agrees with literature findings [17]. At 1500 rpm a slightly lower IMEP was
measured for the 93 RON and crude derived 95 RON fuel while at 3500 rpm no difference
was found. At 1500 rpm the combustion variability was found to be consistently between
2 and 3% until the maximum EGR rate was reached. At the higher speed point, the EGR
limit was reached at approximately 16% after which cyclic variation increased resulting
in misfire.
The influence of EGR rate on exhaust gas temperature and combustion phasing is shown
in figure 5.21. As expected an increase in EGR rate with the subsequent advance in
allowable knock limited spark timing, resulted in a consistent reduction in exhaust gas
temperature. At 3500 rpm the exhaust gas temperature reduction was found to plateau
in accordance with the MBT spark timing. Early flame kernel development, 50% mass
fraction burned and the overall combustion duration showed no correlation with the fuel
used. The 93 RON crude derived fuel was found to be offset slightly in relation with the
lower allowable spark advance.
At 3500 rpm and an EGR rate of 14% the optimal location of AI50 was found to be
between 10 and 14 degrees after top dead centre (ATDC) which is supported by findings
in standard literature [17]. Increasing the EGR rate further, again resulted in retarded
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Figure 5.20: PMAX, APMAX and IMEP vs EGR sweeps for SCAG fuel and CCAG fuels
Chapter 5: Charge boosted gasoline direct injection
combustion analysis
81
University of Cape Town Department of Mechanical Engineering
combustion phasing and reduced efficiency as shown by the increase in specific fuel con-
sumption in figure 5.20.
5.4.3.2 Oxygenated synthetic gasoline blends
A similar trend in allowable knock limited spark advance was observed for the EGR
sweep shown in figure 5.22, with the higher knock resistance of the oxygenated fuels
showing a clear offset. The increased spark advance of the oxygenated fuels resulted in
elevated peak cylinder pressure and more optimal combustion phasing thereby improving
the power output as indicated by the higher mean effective pressure. This effect was
most pronounced for the 50% ethanol blend while the 20% ethanol blend resulted in
similar IMEP as the 50% TAME blend. At 3500 rpm the MBT timing was again found
to be at a spark advance of 50 degrees BTDC which was obtainable at 12% EGR for
the 50% ethanol blend. Once the MBT timing was reached, further addition of exhaust
gas resulted in a deterioration of the specific fuel consumption. At 16% EGR rate the
SCAG gasoline was no longer knock limited thereby resulting in the same IMEP as the
oxygenated fuel components.
The more optimal spark advance of the oxygenated fuel blends resulted in lower cyclic
variation when compared to the SCAG fuel as shown by the COV of the IMEP. At 3500
rpm an EGR rate above 16% was found to induce significant cyclic variation subsequently
resulting in misfires.
Increased EGR rate and a more optimal spark advance gradually reduced the exhaust
gas temperature for all the test fuels as shown in figure 5.23. The 50% oxygenate blends
were found to exhibit lower exhaust gas temperature while the 20% blends were found to
be similar to the SCAG fuel.
The early flame kernel development for the oxygenated fuels at 1500 rpm was significantly
earlier than the SCAG fuel due to the increased spark advance. This also resulted in an
overall earlier combustion phasing as shown by the 50% mass fraction burned (AI50). It
was found however that for the 50% ethanol blend the overall combustion duration was
generally longer than for the SCAG fuel. At 3500 rpm a similar offset in AI10 and AI50
was found until the 95 RON reference gasoline was no longer knock limited at an EGR
rate of about 15%. Further increasing the EGR rate resulted in significant retarding of
the combustion phasing (AI50) and increased combustion duration (AI90-AI10) for all
the fuels.
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Figure 5.21: AI10, AI50 and AI90-AI10 vs EGR sweeps for SCAG fuel and CCAG fuels
Chapter 5: Charge boosted gasoline direct injection
combustion analysis
83
University of Cape Town Department of Mechanical Engineering








































































































































































































SCAG95 E20 T20 E50 T50
COV/ISFC COV/ISFC COV/ISFC COV/ISFC COV/ISFC
Figure 5.22: PMAX, APMAX and IMEP vs EGR sweeps for SCAG fuel and synthetic oxy-
genate test blends
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SCAG95 E20 T20 E50 T50
COV/EGT COV/EGT COV/EGT COV/EGT COV/EGT
Figure 5.23: AI10, AI50 and AI90-AI10 vs EGR sweeps for SCAG fuel and synthetic oxy-
genate test blends
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5.4.3.3 Olefinic synthetic gasoline blends
The olefinic synthetic blending component B exhibits a moderately higher RON and
more sensitivity which benefits the knock limited spark advance as seen in figure 5.24. At
1500 rpm this results in a noticeably higher maximum combustion pressure and earlier
phasing while the effect is less pronounced at the higher engine speed. Synthetic blending
component F reduces the allowable spark advance slightly due to a lower octane rating.
The effect on peak cylinder pressure and phasing were found to be marginal however,
while the IMEP at both engine speeds was not affected by the fuel used.
At 1500 rpm the specific fuel consumption gradually reduced with increasing EGR rate
and advanced spark advance until the maximum achievable EGR rate of approximately
18% was reached. The cyclic variation was found to be steady at about 2%. At 3500
rpm, the MBT spark timing for the SCAG fuel and the SBB blends was reached at
approximately 14% EGR while the SBF blends required exhaust gas recirculation at a
rate of 17% to attain MBT spark timing. However, the cyclic variation for all fuels
increased drastically above 16%, accompanied by misfires.
The exhaust gas temperature was found to reduce in accordance with the EGR rate and
spark advance but independent of the fuel type used as seen in figure 5.25.
A distinctly shorter flame kernel growth phase at 1500 rpm was found using synthetic
blend component B as a result of the improved ignition advance. This further resulted
in more optimal combustion phasing as indicated by the 50% mass fraction burned.
However, there was little difference in the overall combustion duration.
At 3500 rpm the retarded ignition timing of SBF50 similarly resulted in a minor retar-
dation in AI10 and AI50. However, the overall combustion duration was again found to
be similar for all fuels.
5.4.3.4 Aromatic synthetic gasoline blends
The significant variation in octane rating of the aromatic fuel blends, resulted in vastly
different knock limited spark advance as seen in figure 5.26. For the 1500 rpm speed point
the specific fuel consumption reduced in accordance with EGR rate and the allowable
spark advance. At 3500 rpm it was found that the MBT spark timing was achievable
for all fuels when using sufficient exhaust gas recirculation, thereby negating the knock
resistance benefit of the higher octane fuels. However, at EGR rates above 16% the cyclic
variation increased dramatically and the misfire limit was reached which resulted in fuel
blends SBA50 and SBD50 being ’misfire limited’ before MBT timing was reached.
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SCAG95 SBB20 SBF20 SBB50 SBF50
COV/ISFC COV/ISFC COV/ISFC COV/ISFC COV/ISFC
Figure 5.24: PMAX, APMAX and IMEP vs EGR sweeps for SCAG fuel and synthetic olefin
test blends
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SCAG95 SBB20 SBF20 SBB50 SBF50
COV/EGT COV/EGT COV/EGT COV/EGT COV/EGT
Figure 5.25: AI10, AI50 and AI90-AI10 vs EGR sweeps for SCAG fuel and synthetic olefin
test blends
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The low octane rating of the SBA50 and SBD50 blends resulted in significantly lower
maximum combustion pressure and delayed peak pressure phasing due to the retarded
ignition timing. Synthetic blend component E improved the octane rating of the SCAG
fuel thereby allowing more spark advance which resulted in higher peak combustion pres-
sure and more optimal combustion phasing.
Synthetic components SBA50 and SBD50 resulted in significantly lower IMEP due to the
spark advance limitation while only marginal differences were found between the other
components and the reference fuel.
Exhaust gas temperature decreased consistently with increased EGR and spark advance
plateauing slightly from an EGR rate of 16% at both engine speeds as seen in figure 5.27.
At low EGR rates the early flame kernel development and combustion phasing (AI50)
in this case is dependent on the octane rating of the fuel due to its knock limited spark
advance. For the higher octane component E and the reference SCAG fuel, optimal
combustion phasing could be achieved at 1500 rpm with AI50 at about 10 degrees after
top dead centre. For all fuels AI50 approached the optimal combustion phasing of about
10 deg ATDC at 3500 rpm with an EGR rate of about 14%.
Overall combustion duration was found to be mainly dependent on the knock resistance
of the fuel due to the knock limited spark advance.
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SCAG95 SBA20 SBD20 SBE20 SBC20 SBA50
SBD50 SBE50 SBC50 COV/ISFC COV/ISFC COV/ISFC
COV/ISFC COV/ISFC COV/ISFC COV/ISFC COV/ISFC COV/ISFC
Figure 5.26: PMAX, APMAX and IMEP vs EGR sweeps for SCAG fuel and synthetic aro-
matic test blends
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SCAG95 SBA20 SBD20 SBE20 SBC20 SBA50
SBD50 SBE50 SBC50 COV/EGT COV/EGT COV/EGT
COV/EGT COV/EGT COV/EGT COV/EGT COV/EGT COV/EGT
Figure 5.27: AI10, AI50 and AI90-AI10 vs EGR sweeps for SCAG fuel and synthetic aromatic
test blends
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5.4.4 Summary and discussion
The evaluation of the knock limited spark advance and the octane index revealed that
while the engine was operating well ”beyond RON”, the K value showed some dependence
on the fuel type used. While a reasonable correlation between KLSA and OI was found
using PRF, TSF and CAG fuels, synthetic blends consisting of predominantly aromatic
components resulted in a poor fit. A particularly poor agreement between KLSA and the
OI was found when using the synthetic olefin blend components.
The performance analysis revealed that no distinguishable difference was found in the
indicated mean effective pressure between 95 RON SCAG fuel and the comparable crude
derived gasoline. Key combustion properties such as peak cylinder pressure, location of
peak pressure, early flame kernel development and combustion phasing indicated by the
50% mass fraction burned were found to be similar. Indicated specific fuel consumption
and indicated specific emissions were also found to be on par. The EGR tolerance was
also found to be similar.
Evaluation of the oxygenated fuel components indicated that a significant performance
benefit could be gained from ethanol due to its very high knock resistance. Similar
findings have been shown in literature [6, 96, 184]. TAME was not found to exhibit the
same octane benefit although a significant increase in KLSA was possible with the TAME
blends. The combustion phasing was found to be similar for the oxygenated fuel blends
and the SCAG fuel, however the overall combustion duration was slightly longer for the
oxygenates in particular the ethanol blends. Specific fuel consumption at a given spark
advance increased at elevated oxygenate content while TAME blends were less affected
due to their higher heating value. Indicated emissions improved slightly with increasing
oxygenate content. EGR tolerance improved at low EGR rates due to an increased knock
limited spark advance.
The olefinic synthetic blending component F was found to increase the burn rate which
resulted in improved combustion phasing, higher peak combustion pressure and higher
IMEP at a given spark advance. However, due to a lower octane number the perfor-
mance benefit was limited in comparison to the SCAG gasoline. Synthetic component
B exhibited an improved octane rating which allowed a higher spark advance than the
reference fuel although the burn rate and combustion phasing were found to be similar.
Despite the lower knock resistance of SBF its faster burn rate resulted in improved spe-
cific fuel consumption which would be beneficial when operating the engine under low
IMEP conditions such as those experienced during homologation cycles. SBB did not
provide any advantages in terms of fuel efficiency in comparison to the SCAG fuel and
specific emissions were found to be similar between SBB and SBF. The faster burn rate
of component SBF did not provide an advantage in terms of EGR tolerance due to the
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lower knock resistance. SBB allowed a higher spark advance resulting in more optimal
combustion phasing.
Cracknell et al. reported a 1.5% performance increase using 20% of a specific aromatic
in their fuel blends [5].
Synthetic aromatic blending components were found to either provide lower performance,
due to very low octane number, or similar to the SCAG fuel. At a given spark advance
there was little distinction in terms of combustion phasing and burn rate. No improve-
ments in specific emissions were found. The low octane aromatic blends provided poor
combustion stability at lower EGR rates due to the limited spark advance where MBT
spark advance could not be achieved before the misfire limit was reached. The aromatic
blends with similar octane number to the SCAG fuel also had a similar combustion sta-
bility under EGR conditions.
The performance evaluation revealed that subtle differences exist between the synthetic
blending components which suggests that there is potential to formulate an optimal blend
to maximise these benefits. From the preceding analysis, the best performance could be
related to the blending components as follows:
 Peak IMEP was found to strongly correlate with knock resistance with ethanol
allowing the highest spark advance resulting in the best engine performance. Ad-
ditionally ethanol provided a performance benefit due to charge cooling resulting
in improved cylinder filling. Synthetic components B and E as well as TAME also
provided a performance benefit over the commercial synthetic gasoline owing to
improved knock resistance
 Synthetic blending components B and E provided the lowest specific fuel consump-
tion at their optimal spark advance setting. Blend component F was knock con-
strained due to a lower octane rating but was found to have the best fuel consump-
tion over the spark advance curve as a result of the faster burn rate resulting in a
higher thermodynamic efficiency.
 EGR tolerance in terms of cycle-to-cycle variation of IMEP was found to improve
with the oxygenate blend components
Using the data and insights gained from the analysis presented in this chapter, an attempt
was made to formulate an optimised synthetic gasoline adhering to stipulated specifica-
tions and performance criteria. This will be the subject of discussion in the following
chapter.
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Chapter 6
Optimised synthetic fuel blend
analysis
This chapter provides details on the optimization process and the performance results.
6.1 Optimisation model
Based on the findings from chapter 5 a blend optimisation was conducted to define an
optimised synthetic fuel by making use of the eight synthetic blending components used
throughout this investigation. A holistic model with a data derived scoring system was
developed which included non linear blending rules and specified constraints to predict
an optimised fuel blend to fulfil any one or several performance parameters.
6.1.1 Optimisation modelling approach
6.1.1.1 Optimisation criteria
The following optimisation category criteria were used:
 IMEP - used as an assessment for power only
 gravimetric ISFC - to provide a comprehensive measure of thermal efficiency
 volumetric ISFC - to provide a customer focussed fuel efficiency
 indicated specific emissions - since exhaust emissions are legislated
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6.1.1.2 Numerical scoring
The test results from the 50% fuel blends in the engine combustion analysis was used
to define the respective peak IMEP, lowest ISFC and lowest indicated specific emissions.
Using the average of the three engine speeds, the parameters were scored numerically
from 1 for the worst performing fuel to 10 for the best performance. The remaining
fuels were then scored between this band in proportion to their performance as shown in
table 6.1.
Due to the benefit of improved knock resistance, the highest IMEP was found with
the oxygenated fuel blending components, with ethanol providing the best performance.
The olefinic fuel blend B and the predominantly aromatic blending component E also
provided good performance as indicated by the scoring, while components A and D
were particularly poor. Although blending component F provided a high performance
at set spark advance due to its fast burn rate, the low octane rating limited the overall
performance at KLSA. However, due to its high gravimetric heating value, it resulted
in a high rating in terms of specific fuel consumption on mass basis, which was only
surpassed by synthetic blending component B. Ethanol was found to have a particularly
poor scoring with respect to specific fuel consumption, due to its low heating value,
with TAME having a comparatively higher energy content. Blend components E and
C were found to offer the best volumetric fuel consumption characteristics, due to their
high heating value and high density, the latter being attributed to its aromatic content.
Overall specific emissions were found to be lowest for the oxygenate blends, however NOx
emissions were high for the ethanol blend due to the very advanced spark timing resulting
in higher peak combustion temperature. In comparison, synthetic blending component
A had the lowest NOx emissions due to a low octane rating which required substantial
spark retard. The aromatic components had a high emissions rating overall, with only
synthetic blend E providing good HC emissions. Olefinic blending components B and F
exhibited lower overall emissions than the aromatic components.
Characteristic SBA SBB SBC SBD SBE SBF TAME Ethanol
IMEP (bar) 1 6.81 5.06 1.87 6.75 5.65 8.55 10
ISFC (g/ikWh) 6.44 10 7.27 5.10 8.78 8.90 7.34 1
ISFC (l/ikWh) 3.19 6.75 7.94 6.42 10 1 5.58 1.92
HC Emission (mg/ikWh) 6.18 5.33 1 3.89 8.02 8.99 10 9.24
NOx Emission (mg/ikWh) 10 4.82 1.62 3.53 1 5.52 7.26 3.73
CO Emission (mg/ikWh) 4.48 6.98 1.71 1 3.13 5.52 8.56 10
Table 6.1: Numerical scoring of performance characteristics of synthetic gasoline blending
components
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Figure 6.1: Flow chart of blending model
6.1.1.3 Modelling approach
The model was structured as shown in the flow chart in figure 6.1. Input parameters
to the model include the specification relevant fuel component analysis results of the
blending components and the numerical performance scoring values from table 6.1. In
the first process a volumetric blend ratio is estimated from which the blend analysis is
calculated. If the specification constraints are met the blend score is calculated. With
the current South African fuel specification providing the boundary conditions, the blend
score was refined with the generalised reduced gradient (GRG) solver in Microsoft Excel
2010 until the optimum was reached.
Linear blending rules on mass or volume basis were applied when applicable. The octane
number was predicted on the basis of molar mass as previously defined by Anderson
et al. [185, 186]. The method was tested with the octane test results of the 20 and
50% blends used for the evaluation described in chapter 5. While the prediction was
found to be very accurate for the oxygenate blends, the prediction for the other synthetic
blending components was not as good and resulted in similar accuracy when using a linear
prediction by volume. Reid vapor pressure (RVP) was calculated using the blending index
method according to the Petrofine physical properties manual [187].
6.1.1.4 Optimised blends
Four optimised test fuel blends were established as listed below:
1. Synthetic blend with highest IMEP - SB-IMEP
2. Synthetic blend with lowest ISFC by mass - SB-ISFCM
3. Synthetic blend with lowest ISFC by volume - SB-ISFCV
4. Synthetic blend with highest IMEP not adhering to specification - SB-PP
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Test fuels 1 to 3 adhered to the current fuel specification while test fuel 4 was optimised
purely for performance while only regarding the RVP limit to enable favourable cold
start characteristics. A blend for a fuel with optimised performance, ISFC and specific
emission was modelled by applying equal weighting factors to all performance criteria.
This resulted in the same fuel blend as the fuel optimised for ISFC on a mass basis
(SB-ISFCM).
6.1.2 Optimisation modelling results
The volumetric concentration of the synthetic blending components in the optimised fuel
blends is shown in table 6.2. Although ethanol was found to be most beneficial for a high
IMEP, the optimisation method resulted in TAME being used for the SB-IMEP blend.
Since the oxygenate content is limited on a mass basis, it allowed more addition of TAME
which was predicted to provide more benefit in terms of allowable spark advance than a
smaller concentration of ethanol would. For all the synthetic blends, blend component
A and D were not used due to their poor octane rating whereas blend component D
was automatically eliminated due to its high benzene content. The allowable quantity of
blend component F was limited by the density and RVP specification, while in SB-ISFCV
there was additional need to increase the volumetric energy density. This resulted in more
aromatic components being added than for the other fuels. The prediction for the SB-PP
blend resulted in almost a quarter of the fuel being blend component F in order to increase
the RVP.
Optimised blend SBA SBB SBC SBD SBE SBF TAME Ethanol %
SB-IMEP 0 26.6 3.1 0 27.2 25.6 17.5 0
SB-ISFCM 0 31.8 4.4 0 26.4 24.6 11.9 0.8
SB-ISFCV 0 0 66.5 0 20.5 13 0 0
SB-PP 0 0 0 0 0 22.2 0 77.8
Table 6.2: Volumetric concentration of synthetic blending components in optimised test fuel
blends
The test fuels were analysed and the key parameters are shown in table 6.3 along with
the model results and the South African fuel specifications SANS:342:2006. The octane
number and RVP prediction were found to be quite accurate but the oxygen mass of the
SB-IMEP fuel was noted to be just outside the specification limit. A significant difference
between the measured and predicted values was noted for the aromatic and olefin content.
As discussed in chapter 3, the detailed chemical analysis showed that there was significant
error when using the FIA test method, hence the analysis results were considered dubious.
Considering the relative simplicity of the model exercise and the academic rather than
commercial nature of this study, the overall accuracy and directionality was considered
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to be acceptable and the engine performance tests were therefore conducted using these
blends.
Table 6.3: Key fuel analysis results for optimised synthetic fuel blends compared to model predicted





















Densitya kg/l 0.74 0.73 0.75 0.73 0.755 0.77 0.73 −
0.785
RONb 97.9 98.18 97.5 97.99 95.8 95.84 min 95
MONb 84.7 85 84.4 84.10 84.8 84.97 min 85
RVPc kPa 55 56.34 53 56.76 51 56.70 45− 75
IBPd ° C 36.4 47.5 37.4 45.32 36.1 38.57
10% d ° C 55.6 65 55.4 65 56.6 65 max 65
50% d ° C 88.2 83 92.4 85.25 103.0 102.50 77− 115
90% d ° C 129.5 103.7 131.6 106.93 152.6 140.64 max 185
FBP d ° C 180.9 136.27 185.1 141.02 194.1 180.39 max 215
Aromaticse vol% 7.53 21.61 8.26 21.69 23.27 46.19 max 50
Benzenef vol% 1.76 4 1.83 4 2.88 4 4
Oxygeng mass% 2.93 2.7 1.967 2.13 0.087 0 2.7
Olefinse vol% 60.54 46 62.64 50 11.84 15.28





fASTM D3606 - 10
gASTM D5622-95(2011)
In table 6.4 the lower heating values (LHV) and specific energy on mass (SEM) and
volumetric (SEV) basis is shown. The specific energy is calculated by dividing the LHV
by the air-to-fuel ratio thereby providing a means of comparing the actual energy supplied
to the engine. It was noted that specific energy per unit mass was quite similar among
the fuels, with the high ethanol content of SB-PP resulting in the highest energy due to
the low stoichiometric air-fuel ratio. When considering the specific energy on a volume










LHV MJ/kg 41.81 41.42 41.68 41.87 30.1
SE-G MJ/kg 2.95 2.95 2.94 2.92 2.98
SE-V MJ/l 2.17 2.15 2.15 2.25 2.23
Table 6.4: Comparison of energy content of optimised fuel blends
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6.2 Test and data analysis method
The optimised test fuels were evaluated according to the same test method implemented
for the initial engine test investigations discussed in 5.3.
A heat release analysis was done for the three engine speeds at the KLSA of the reference
fuel in order to compare the heat release rate as well as the total heat released. The
heat release was calculated with the commercial software Tiger using the average of 200
combustion cycles. In order to accurately calculate the heat release, the operator of Tiger
needs to supply engine related information and make choices on sub-models that are used
in the algorithm to calculate the gross heat release rate. These settings are listed below:
 The piezo-electric cylinder pressure signal was pegged to an absolute pressure value
using the assumption of a point of zero heat transfer through the control volume
during a given crank angle range during the compression phase. Since there was
concern of the SB-PP fuel evaporating after inlet valve closing, the heat release
analysis was also checked using the high temporal resolution inlet manifold absolute
pressure measurement as a pegging reference.
 Internal residual gas was estimated by assuming that the cylinder was completely
filled with exhaust gas at TDC during the gas exchange phase. The cylinder pres-
sure, exhaust port temperature and compression volume were then used to calculate
the mass using the ideal gas law.
 The cylinder-gas leakage was provided by the average blow-by meter readings from
the test bench at the relevant operating point.
 The heat release analysis was calculated using a 2-zone combustion model
 In order to check the air and fuel mass parameters, the software calculates the A/F
ratio and compares it to the A/F ratio provided in the operating point parameters.
 The thermodynamic properties of the burnt gas and fuel vapour were calculated
using the model by Grill et al. [188]. In order to do this, the C/H/O ratio of the
respective fuel was entered as obtained for each fuel by the 2D GC analysis.
 A wall heat transfer model by Bargende was used to calculate the heat transfer
coefficient [189]. The cylinder wall temperature was estimated to be 200° C.
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6.3 Results and discussion
6.3.1 Performance evaluation
In figure 6.2 the peak pressure, location of peak pressure and the IMEP are shown.
Peak pressure was found to be mainly dependent on spark advance although fuel blend
SB-ISFCM was found to exhibit a marginally higher peak pressure at 1500 and 5000
rpm, while SB-PP had a higher peak pressure at 3500 rpm. Apart from SB-ISFCV, a
distinct improvement in IMEP over the reference fuel was noted for all optimised fuel
blends, in particular the SB-PP. The same fuels also had an improved octane rating along
with higher octane sensitivity which resulted in higher KLSA and thereby significantly
increased performance. However, it was clearly evident that the fuel blends SB-IMEP
and SB-ISFCM had a higher IMEP than the SCAG95 at the same spark advance.
The crank duration for the 10% and 50% mass fraction burn combustion parameters were
found to be similar between the fuels as shown in figure 6.3. A small offset was noted
for the fuel blend SB-PP at 5000 rpm implying a slightly longer burn duration. The
same fuel blend was found to have a longer burn duration (AI90-AI10) at 1500 rpm and
was also noted to ’plateau’ as the spark advance neared the MBT spark timing. This
behaviour was unexpected since ethanol is known to have a high laminar flame speed and
some researchers have reported shorter burn durations with ethanol [184, 190, 191]. The
other fuels exhibited fairly similar burn durations while fuel blend SB-ISFCM was found
to have slightly shorter burn duration at 3500 and 5000 rpm.
Due to a significant oxygenate content, SB-PP resulted in a higher specific volumetric and
gravimetric fuel consumption as shown in figure 6.4. The improvement in fuel consump-
tion of fuel blend SB-SFCM was not as pronounced as expected, however a distinct offset
in comparison to the commercial reference fuel was noted which was further improved
due to a higher KLSA. SB-IMEP showed a similar improvement.
Lower specific hydrocarbon emissions were found for fuel blend SB-SFCM while SB-SFCV
resulted in slightly higher emissions. At 5000 rpm the oxygenated fuel blend resulted in
higher HC emissions, which reduced as the spark advance was adjusted towards MBT.
Specific NOx emissions were found to be highest for the SB-PP fuel blend, indicating that
peak combustion temperatures were higher than for the other fuels. A subtle increase
in NOx emissions was also noted to correlate with an increased spark advance which
results in higher peak combustion temperatures. The lowest specific NOx emissions were
measured for the SB-SFCM fuel blend. A similar ranking was found for the specific CO
emissions.
The highest performance increase was obtained using the SB-PP fuel blend as defined
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SCAG95 SB-IMEP SB-ISFCM SB-ISFCV SB-PP
COV COV COV COV COV
Figure 6.2: PMAX, APMAX and IMEP vs SA sweeps for SCAG fuel and optimised synthetic
fuel blends
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SCAG95 SB-IMEP SB-ISFCM SB-ISFCV SB-PP
COV COV COV COV COV
Figure 6.3: AI10, AI50 and AI90-AI10 vs SA sweeps for SCAG fuel and optimised synthetic
fuel blends
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SCAG95 SB-IMEP SB-ISFCM SB-ISFCV SB-PP
ISFC-Vol ISFC-Vol ISFC-Vol ISFC-Vol ISFC-Vol
Figure 6.4: ISFC, ISHC, ISNOx and ISCO vs SA sweeps for SCAG fuel and optimised syn-
thetic fuel blends
Chapter 6: Optimised synthetic fuel blend analysis 103
University of Cape Town Department of Mechanical Engineering
by the modelling exercise. The synthetic blend for optimal performance (SB-IMEP) was
found to improve the power output over the reference fuel mostly due to a higher knock
resistance that allowed more optimal spark advance. The SB-ISFCM fuel resulted in
an even higher IMEP than the SB-IMEP, although this was not too surprising since
thermal efficiency directly impacts engine power and the modelling results indicated that
their performance would be similar. As predicted by the modelling exercise, fuel blend
SB-SFCM was found to exhibit the lowest emissions and fuel consumption while offering
an improved performance in comparison with the commercial synthetic reference fuel.
6.3.2 Heat release analysis
The heat release analysis at 1500 rpm shown in figure 6.5 indicates that the SB-PP
fuel blend had the highest peak heat release rate as well as the highest cumulative heat
released. For the other optimised fuels a higher peak heat release rate than the reference
fuel was noted, while the total heat release was found to be similar.




































Figure 6.5: Comparison of heat release analysis at 1500 rpm, SA3 BTDC for SCAG fuel and
optimised synthetic fuel blends
At 3500 rpm the difference in heat release rate as well as total heat release for the
SB-PP fuel blend was less pronounced but still notable as shown in figure 6.6. Again the
remaining optimised blends were also found to exhibit slightly higher heat release rate,
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most notably the SB-SFCM blend. The same ranking was visible on the cumulative heat
release curve.




































Figure 6.6: Comparison of heat release analysis at 3500 rpm, SA7 BTDC for SCAG fuel and
optimised synthetic fuel blends
In figure 6.7 the heat release analysis at 5000 rpm is shown. Blends SB-SFCM and
SB-PP have a similar peak heat release rate but the oxygenated fuel was found to have
a noticeably lagging overall heat release rate. This was also evident in the flame kernel
growth period (AI10) as well as the delayed 50% mass fraction burned point in figure 6.3.
The overall heat release was still found to be highest for the SB-PP blend while an
appreciable offset was also noted for the SB-SFCM blend. With increasing engine speed
there was a noticeable reduction in variation between the different fuels presumed to be
due to the increasingly dominant influence of turbulence on the combustion rate.
In order to try and investigate possible correlation between the peak heat release rate
to the flame speed of the fuels, the laminar flame speeds of the final fuel blends was
estimated using the flame speed data defined in chapter 4 and the energy fraction mixing
rule proposed by [79]. While it is recognized that the in-cylinder conditions would not be
the same for the different fuels, primarily due to charge cooling effects, some correlation
was found as shown in figure 6.8. A slightly higher heat release rate or conversely lower
laminar flame speed of the SB-PP fuel would have resulted in a better straight line fit.
This implies that the charge cooling of the predominantly ethanol containing fuel blend
SB-PP has a significant effect on its laminar flame speed and burn rate which could
Chapter 6: Optimised synthetic fuel blend analysis 105
University of Cape Town Department of Mechanical Engineering




































Figure 6.7: Comparison of heat release analysis at 5000 rpm, SA16 BTDC for SCAG fuel and
optimised synthetic fuel blends
explain the slightly longer overall burn duration shown in figure 6.3. In order to evaluate
the effects of differing fuel evaporation rates, latent heats and air fuel ratio effects on
charge cooling, charge densification and heat transfer rates and to elucidate these effects
on end of compression temperatures, simulations were conducted on the GT-Power model
of the single cylinder engine.
6.3.3 GT-Power model interpretation
A predictive GT-Power model of the single cylinder engine described in chapter 2 was
used to estimate the in-cylinder conditions at the end of compression. GT-Power has a
limited library of fuels to choose from for the fluid object in the injector and combustion
model. Ethanol was chosen to represent the SB-PP fuel while iso-octane was used as a
surrogate for the synthetic CAG reference fuel. The cylinder evaporation model makes
use of a simple phenomenological method to estimate the rate of evaporation in the
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SCAG95 SB-IMEP SB-ISFCM SB-ISFCV SB-PP
Figure 6.8: Comparison of laminar flame speed at λ=0.9 (at reference conditions, P = 1bar,
T = 25 ° C) and peak heat release rate at 1500 rpm, SA3 BTDC for SCAG fuel and optimised
synthetic fuel blends
where:
CA50 = 50% Evaporation duration in degree crank angle
TMPEXP = Exponent for temperature dependence
RPMEXP = Exponent for engine speed (rpm) dependence
RPM = Engine speed in rpm
RPMref = Reference speed (4000 rpm)
T = Temperature in K
Tref = Reference temperature (600 K)
4.16 is a constant that is used to scale the integrated evaporation to be equal to 50% at
the reference conditions
CA50 is defined as the time scale for evaporation of 50% of the liquid at a cylinder tem-
perature of 600 K and an engine speed of 4000 rpm. This value needs to be estimated by
the operator and entered in crank angle degrees. In order to make a reasonable assump-
tion, a recent PhD thesis by Kasseris from the Massachusetts Institute of Technology was
consulted [192]. Kasseris made use of computational fluid dynamics (CFD) to quantify
the charge cooling of ethanol and iso-octane in a 2.0 litre 4 cylinder turbocharged GDI
engine operated in homogeneous charge mode. The engine was run at 2000 rpm with a
compression ratio of 9.2:1, the manifold pressure was 1.8 bar absolute and the fuel was
Chapter 6: Optimised synthetic fuel blend analysis 107
University of Cape Town Department of Mechanical Engineering
injected at 55 CAD after TDC with a pressure of 100 bar. Although the engine in ques-
tion was fitted with a side mounted injector operated at stoichiometric air-fuel ratio, the
in-cylinder conditions were deemed to be comparable with the operating point at 1500
rpm of this investigation. It was shown by Kasseris that ethanol resulted in a significant
amount of wall wetting while for iso-octane it was found to be negligible. Furthermore
the results indicated that while 90% of iso-octane evaporated within 80 CAD, ethanol
took 180 CAD. If these results are carried over to the operating conditions of the single
cylinder engine, then a start of injection at 60 degree ATDC would likely result in some
evaporation taking place just after the inlet valve closes at 126 degree BTDC. For the
single cylinder engine model in GT-Power, the CA50 duration for ethanol was therefore
assumed to be approximately 2.5 times longer than for iso-octane. In an attempt to pre-
dict the maximum charge cooling potential of ethanol, Kasseris modified the CFD code
to allow the fuel droplets to bounce off the cylinder walls in order to partake solely in
cooling of the cylinder charge. It was found that approximately 22% remained in liquid
form until TDC [192]. Since it can be expected that more than 22% of the heat of vapor-
isation (∆Hvap) would be absorbed by the cylinder walls, the fraction was assumed to be
roughly 30% for the GT-Power model.
In figure 6.9 the estimated cylinder temperatures for iso-octane and ethanol at 1500
rpm are depicted. The end of compression temperature for ethanol was found to be
approximately 74 K lower than iso-octane. This result for rich mixtures is deemed to be
reasonable in comparison to the CFD analysis of Kasseris which showed a difference of
52 K under stoichiometric air-fuel ratio conditions [192].
The synthetic CAG 95 RON fuel was found to have a ∆Hvap of 248 kJ/kg which is within
20% of the value of 307 kJ/kg for iso-octane. Due to the very high ethanol content
(approximately 80%) in synthetic blend SB-PP, this should result in roughly 60 ° C lower
charge temperature at the end of compression. As shown in figure 6.8, the peak laminar
flame speed for SB-PP was estimated to be 0.439 m/s at standard conditions of 1 bar
and 25 ° C. Using the methodology described in Appendix A, the laminar flame speed of
the synthetic CAG 95 RON was re-calculated for a temperature of 85 ° C which resulted
in a peak laminar flame speed of 0.473 m/s which exceeds the peak laminar flame speed
of ethanol at 25 ° C. It can therefore be deduced that the slightly longer burn duration of
SB-PP shown in figure 6.3 could be fully attributed to the slower flame speed as a result
of the charge cooling.
Despite the obvious effect of charge cooling on the cylinder temperature, the simulation
results indicate that pure ethanol does in fact result in a faster burn rate as indicated by
the combustion phasing shown by the cylinder pressure in figure 6.10 and the heat release
in figure 6.11. The laminar flame speed in GT-Power is calculated using the following
equation [17]:
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SL = Laminar flame speed in m/s
Bm = Maximum laminar flame speed in m/s (fuel specific)
BΦ = Laminar flame speed roll-off value (fuel specific)
Φ = In-cylinder equivalence ratio
Φm = Equivalence ratio at maximum laminar flame speed
p = pressure in Pa
pref = 101325 Pa
Tref = 298 K
Tu = Temperature of the unburned gas in K
Dilution = Mass fraction of the residuals in the unburned zone
α = Temperature exponent (fuel specific)
β = Pressure exponent (fuel specific)
DEM = Dilution Exponent Multiplier
The maximum laminar flame speed for iso-octane is given as 0.263 m/s in GT-Power,
which is significantly lower than 0.348 m/s of the synthetic CAG 95 RON and would
therefore influence the combustion phasing in relation to a fuel containing a significant
amount of ethanol. However, the cylinder temperature profile of the iso-octane and
ethanol implies that the SB-PP fuel could converge during the combustion process and
thereby give it a higher flame speed as indicated by the faster heat release rate shown in
figure 6.5.
As shown in figure 6.5 and in the simulation results in figure 6.11, total heat released
is higher for a fuel with high ethanol content due to an increase in the molar ratio of
product to reactants, resulting in extra water vapour in the exhaust. However, it needs
to be borne in mind that it results in a reduction in the exhaust gas enthalpy as shown
in figure 6.9. This would handicap the effectiveness of an exhaust gas turbocharger,
implying that the performance gains shown for the SB-PP fuel with an externally charge
boosted engine are somewhat artificial.
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Figure 6.9: Estimated cylinder temperature for iso-octane and ethanol at 1500 rpm, SA3
BTDC using GT-Power
























Figure 6.10: Estimated cylinder pressure for iso-octane and ethanol at 1500 rpm, SA3 BTDC
using GT-Power
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Figure 6.11: Estimated heat release analysis for iso-octane and ethanol at 1500 rpm, SA3
BTDC using GT-Power
6.3.4 EGR tolerance
In figure 6.12 a comparison of the combustion pressure parameters for the optimised
blends with the reference fuels is shown. Due to a higher KLSA the specific fuel con-
sumption improved with increasing EGR rate which can be seen in the peak pressure
being maintained at an earlier crank angle. At 1500 rpm the maximum possible EGR
flow rate was reached below 20% while at 3500 rpm the MBT spark timing was reached
at about 16% EGR resulting in a associated reduction in peak cylinder pressure as well
as IMEP. Overall the IMEP reduced with increasing EGR rate due to charge dilution.
However, the cycle-to-cycle variation was fairly constant throughout at 1500 rpm but in-
creased drastically at 3500 rpm when the EGR rate was increased once the MBT timing
was reached.
The exhaust port temperature as well as combustion phasing parameters are shown in
figure 6.13. Increasing the EGR rate resulted in a corresponding reduction of the exhaust
gas temperature. Early flame kernel growth and combustion mid point (AI50) consis-
tently advanced according to KLSA until the MBT timing was reached for 3500 rpm.
Overall combustion duration increased however with EGR rate, which was exacerbated
at 3500 rpm once the MBT timing was reached.
In figure 6.14 the KLSA at 0% EGR rate for each fuel was maintained throughout the
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SCAG95 SB-IMEP SB-ISFCM SB-ISFCV SB-PP
COV/ISFC COV/ISFC COV/ISFC COV/ISFC COV/ISFC
Figure 6.12: PMAX, APMAX and IMEP vs EGR sweeps for SCAG fuel and optimised syn-
thetic fuel blends at KLSA
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SCAG95 SB-IMEP SB-ISFCM SB-ISFCV SB-PP
COV/EGT COV/EGT COV/EGT COV/EGT COV/EGT
Figure 6.13: AI10, AI50 and AI90-AI10 vs EGR sweeps for SCAG fuel and optimised synthetic
fuel blends at KLSA
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EGR sweep. At 1500 rpm the ISFC remained fairly constant for the commercial reference
fuel and the SB-ISFCV until approximately 10% EGR rate after which there was a
sudden steep increase as the misfire limit was reached. This correlated with a lower peak
cylinder pressure and sudden decrease in IMEP. A similar behaviour was observed for
the SB-ISFCM and SB-IMEP fuel blends, but only at approximately 13%. The SB-PP
blend was found to have a constant ISFC irrespective of the EGR rate since there was a
steady reduction in IMEP which correlated with a lower fuel consumption.
At 3500 rpm all fuels exhibited a continuous increase in specific fuel consumption with
increasing EGR. For all the fuels apart from SB-PP there was an associated reduction in
IMEP from approximately 5% EGR rate, while SB-PP reduced suddenly at about 10%.
In figure 6.15 the exhaust gas temperature and combustion phasing is depicted. Due
to the static spark advance, an increase in EGR rate resulted in delayed combustion
phasing as shown by the initial kernel growth period (AI10) as well as the 50% MFB
(AI50). The exhaust gas temperature was found to be fairly constant throughout the
EGR sweep which can be attributed to the exhaust gas temperature increase as a result
of delayed combustion, overshadowing the overall reduction in exhaust gas temperature
due to mixture dilution and increased heat capacity of the exhaust gas compounds.
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SCAG95 SB-IMEP SB-ISFCM SB-ISFCV SB-PP
COV/ISFC COV/ISFC COV/ISFC COV/ISFC COV/ISFC
Figure 6.14: PMAX, APMAX and IMEP vs EGR sweeps for SCAG fuel and optimised syn-
thetic fuel blends at constant spark advance
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SCAG95 SB-IMEP SB-ISFCM SB-ISFCV SB-PP
COV/EGT COV/EGT COV/EGT COV/EGT COV/EGT
Figure 6.15: AI10, AI50 and AI90-AI10 vs EGR sweeps for SCAG fuel and optimised synthetic
fuel blends at constant spark advance
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6.4 Summary and discussion
Through the use of a novel modelling exercise, optimised synthetic fuel blends were defined
to improve the IMEP as well as indicated specific fuel consumption both on a mass as
well as volume basis, while adhering to the current South African fuel specification. An
optimisation was also done for a blend with high IMEP, low fuel consumption and low
raw emissions. The resulting blend ratio was found to be the same as the fuel blend
optimised purely for SFC on a mass basis. An additional fuel blend was defined for
optimal performance without regard for fuel specifications other than the RVP value.
The performance analysis revealed that the fuel blends for optimal IMEP (SB-IMEP)
and ISFC on mass basis (SB-ISFCM) provided a 5% improvement in IMEP as a result of
the higher KLSA. A distinctly higher IMEP was also noted at all spark advance settings,
due to a higher heat release rate, with the SB-ISFCM providing even better performance
than the SB-IMEP. The peak performance synthetic blend (SB-PP) exhibited a significant
performance increase due to a higher heat release rate as well as much improved KLSA.
The SB-ISFCM fuel blend was found to have the lowest specific raw emissions, which
agreed with the predictions from the model of the optimisation process.
The optimised blends were also evaluated with regards to their EGR tolerance, where
it was found that the improved KLSA resulted in a higher IMEP throughout the EGR
sweep, but that the cycle-to-cycle variation was similar for all fuels. Due to the limitation
on the available EGR rate at 1500 rpm, the misfire limit could not be reached. At 3500
rpm the improved octane rating of the SB-IMEP and SB-ISFCM test fuels allowed for an
improved IMEP up to an EGR rate of approximately 14%, whereafter the MBT ignition
timing of 50 deg BTDC was reached for all the test fuels. An increase in EGR rate from
that point resulted in a drastic increase in cycle-to-cycle variation of the IMEP for all the
test fuels. By fixing the spark advance to the respective KLSA of the fuel, it was found
that the IMEP decreased consistently for all fuels, implying that there was no inherently
higher EGR tolerance. This was expected, since the initial component blend testing had
revealed no potential for enhanced EGR tolerance.
In order to prove its merits with regards to engine operation under part load, non-knock
limited conditions, it would be interesting to populate the model with the relevant engine
performance data in order to check the optimised fuel blends. It is believed that the blends
presented here would perform similarly well. For example, blend component F, which
was shown to also improve specific fuel consumption due to a more optimal burn angle,
was already included within the realm of the current fuel specification, while selected
aromatics with a high volumetric energy density formed the building blocks of fuel blend
SB-ISFCV. Overall, a final commercial fuel blend would need to be optimised to cater
for both part- and full load operation by assigning relevant weighting factors to the
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optimisation routine.
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Chapter 7
Conclusions
This chapter provides conclusions on the work presented in this thesis.
The chemical analysis of commercial crude derived gasoline and synthetic gasoline as well
as blending components allows for the following conclusions to be drawn:
 Standard FIA chemical analysis indicated that the commercial synthetic gasoline
had an equivalent and in some cases lower olefin content than some of the commer-
cial crude derived gasoline
 Detailed chemical analysis revealed that the FIA method did not accurately identify
the paraffin, aromatic and olefin content in a full boiling range gasoline. For the
synthetic gasoline the FIA method over-predicted the aromatic content by 30%
and the olefin concentration by over 80%. Similarly the olefin content of the crude
derived gasoline was over-predicted by over 90%. This has important implications
since the aromatic content in gasoline is restricted by South African legislation and
the olefin content limit restriction is under discussion.
 Synthetic gasoline blending components were found to exhibit distinct chemical
characteristics as a result of the refining processes.
 Two predominantly olefinic blending components were found to have significant
differences in the olefin subclasses. Blend component B consisted predominantly of
tertiary and quaternary olefins, while blend component F had a high concentration
of α- and internal olefins. It has been shown in literature [41] and in this study
that the subclasses have a significant influence on the combustion behaviour.
From the laminar flame speed analysis it can be concluded:
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 The laminar flame speed behaviour of the commercial gasolines was found to be
similar although the synthetic fuel was slightly higher than the crude derivatives.
 The synthetic gasoline blending components revealed distinct variation in laminar
flame speed behaviour which were shown to be related to their chemical character-
istics.
 Two fuel blend components (Blend B and Blend F) identified with a high olefin
content were found to exhibit a higher flame speed than the aromatic and paraffinic
components. Blend F had an exceptionally high laminar flame speed which could
be related its high α-olefin content. The tertiary and quaternary olefins inherent
to Blend B, do not exhibit such a high flame speed.
 The synthetic oxygenate components, ethanol and TAME, also exhibited signifi-
cantly different laminar flame speed behaviour. Ethanol was shown to have a very
fast flame speed while TAME exhibited a slow flame speed. Since both oxygenates
have a very high octane rating this finding had important implications on the choice
of oxygenate as a blending component for a final product.
The combustion analysis on the GDI engine yielded the following conclusions:
 Using PRF, TSF commercial gasoline it was found that the operating conditions
of the charge boosted GDI engine were ”beyond RON”. However the K value was
found to be somewhat dependent on the fuel type used, since a poor correlation
between KLSA and OI was found with the aromatic blending components and even
less correlation with the olefinic blending components.
 The performance analysis revealed that there was no significant power output dif-
ference between the synthetic and crude derived gasoline. Similarly the specific fuel
consumption and emissions were found to be comparable. The combustion analysis
also did not reveal any appreciable differences while the EGR tolerance was also
found to be similar.
 Due to their high octane rating, the oxygenate components resulted in a significant
performance increase as a result of a higher KLSA. Ethanol was found to exhibit an
even higher knock resistance and higher performance throughout the spark advance
sweep while TAME offered a lower fuel consumption due to its inherently higher
heating value. The improved KLSA of both fuels improved the EGR tolerance at
low EGR rates. At elevated EGR rates the performance was similar to lower octane
fuels since the spark advance was no longer knock limited.
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 The olefinic synthetic blend component F increased the burn rate due to its high
laminar flame speed, thereby improving the combustion phasing and duration which
subsequently improved performance. However, there was a performance trade off
due to the low octane rating of the blend, which also resulted in poorer EGR toler-
ance. The other olefinic blending component (Blend B), was found to have a similar
combustion phasing to the commercial pump fuel. Performance was improved in
comparison to the reference fuel due to a higher KLSA as a result of improved
octane rating.
 The predominantly aromatic synthetic blending components were not found to pro-
vide any performance benefit over the commercial synthetic gasoline. Aromatic
blend components with low octane rating naturally reduced the performance po-
tential.
From the analysis of the optimised synthetic blends it can be concluded:
 Using a novel modelling exercise it was possible to define optimised synthetic gaso-
line blends using the eight synthetic blend components used in this study.
 A fuel optimised for peak IMEP resulted in up to 4% higher performance than
the commercial gasoline while the fuel blend optimised for ISFC on a mass basis,
provided an even higher performance increase of up to 5%, with an improvement
in specific fuel consumption of up to 5%.
 Without regard for current fuel specification a fuel blend was optimised purely for
peak performance while controlling the RVP for acceptable cold start characteris-
tics. It resulted in a blend of approximately 25% blend component F and the rest
being ethanol. The improvement in IMEP was measured to be up to 8.5%.
 A synthetic blend optimisation was done to obtain a fuel adhering to current fuel
specification with improved IMEP, ISFC and specific raw emissions. The blend
ratio was found to be the same as the fuel blend for optimal IMEP on a mass basis,
thereby resulting in 5% improvement of IMEP and ISFC with up to 30-40% lower
specific raw emissions.
General conclusions:
 The unique chemical characteristics of the synthetic blending components were
found to influence their laminar flame speed and in some cases this could be carried
over into the combustion regime of the GDI engine
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 Octane number was the predominant driver in improved performance characteristics
due to a higher KLSA resulting in more optimal combustion phasing. Under com-
mon spark timing conditions, an improvement of up to 2% in IMEP was measurable
using a synthetic blending component with high laminar flame speed characteristic.
 It was possible to optimise the blend ratio for a commercial synthetic gasoline
using eight existing blending components thereby substantiating the hypothesis of
the thesis.
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Chapter 8
Recommendations
This chapter provides recommendations for future work.
From the conclusions drawn the following recommendations can be made:
 Although mixing rules have been established to calculate the LFS of fuel mixtures
from the LFS characteristics of the individual components it would be interesting
to experimentally quantify the LFS of the optimised fuel blends.
 The laminar flame speed rig has subsequently been equipped with optical analy-
sis tools which allows for more accurate determination of Markstein length. The
relationship of stretched to un-stretched flame velocity could be re-evaluated.
 The LFS of the synthetic blending components should be analysed with respect to
their sensitivity on exhaust gas residuals
 Due to the limitations of the engine restricting the peak combustion pressure to
100 bar, the boost pressure was limited to 0.5 bar which is not on par with most
modern highly boosted GDI engines. The combustion analysis should therefore be
conducted under these more stringent in-cylinder conditions.
 Modern GDI engines employ variable valve timing which allows over-scavenging
and thereby cooling of the combustion chamber. This can have a profound effect
on the in-cylinder conditions to which the charge is subjected and should therefore
be investigated.
 The GDI combustion analysis investigation should be conducted at part load con-
ditions with emphasis on fuel consumption.
 The low speed pre-ignition (LSPI) characteristics of the synthetic blending compo-
nents would need to be defined, especially for blend components with intrinsically
Chapter 8: Recommendations 123
University of Cape Town Department of Mechanical Engineering
high laminar flame speed. It has been shown in literature that an increase in LSPI
propensity can be correlated to fuel streams with elevated laminar flame speed
characteristics [8].
 An investigation into the behaviour of the synthetic blending components at low
engine speed under EGR rates exceeding 20% would be of interest due to the ongoing
development in this area [145,146].
Chapter 8: Recommendations 124
University of Cape Town Department of Mechanical Engineering
References
[1] C. F. Taylor, Internal Combustion Engine in Theory and Practice, second edition,
revised, Volume 2. The MIT Press, 1985. (Cited on pages 1, 3 & 41).
[2] V. Mittal and J. Heywood, “The shift in relevance of fuel RON and MON to
knock onset in modern SI engines over the last 70 years,” SAE International,
no. SAE2009-01-2622, 2009. (Cited on page 1).
[3] G. Kalghatgi, “Fuel anti-knock quality-Part II. Vehicle Studies-how relevant is
Motor Octane Number (MON) in modern engines?,” no. SAE2001-01-3585, 2001.
(Cited on pages 2, 44 & 55).
[4] A. Yates, A. Swarts, and C. Viljoen, “Correlating auto-ignition delays and knock-
limited spark-advance data for different types of fuel,” SAE Technical Paper,
no. SAE2005-01-2083, 2005. (Cited on pages 2, 3, 44 & 55).
[5] R. Cracknell, A. Prakash, and R. Head, “Influence of Laminar Burning Velocity on
Performance of Gasoline Engines,” SAE International, no. SAE2012-01-1742, 2012.
(Cited on pages 2, 3, 4, 55 & 93).
[6] R. Stein, D. Polovina, K. Roth, M. Foster, M. Lynskey, T. Whiting, J. E. Anderson,
M. H. Shelby, T. G. Leone, and S. VanderGriend, “Effect of Heat of Vaporization,
Chemical Octane, and Sensitivity on Knock Limit for Ethanol - Gasoline Blends,”
SAE International, vol. 2012, no. SAE2012-01-1277, pp. 823–843, 2012. (Cited on
pages 2, 43, 67 & 92).
[7] O. Welling, J. Moss, J. Williams, and N. Collings, “Measuring the Impact of Engine
Oils and Fuels on Low-Speed Pre-Ignition in Downsized Engines,” SAE Interna-
tional, no. SAE2014-01-1219, 2014. (Cited on page 2).
[8] G. T. Kalghatgi and D. Bradley, “Pre-ignition and ’super-knock’ in turbo-
charged spark-ignition engines,” International Journal of Engine Research, vol. 13,
pp. 399–414, Feb. 2012. (Cited on pages 2, 45 & 124).
References 125
University of Cape Town Department of Mechanical Engineering
[9] E. Chapman, R. Davis, W. Studzinski, and P. Geng, “Fuel Octane and Volatility
Effects on the Stochastic Pre-Ignition Behavior of a 2.0L Gasoline Turbocharged
DI Engine,” SAE International, no. SAE2014-01-1226, 2014. (Cited on page 2).
[10] Y. Okada, S. Miyashita, Y. Izumi, and Y. Hayakawa, “Study of Low-
Speed Pre-Ignition in Boosted Spark Ignition Engine,” SAE International,
no. SAE2014-01-1218, 2014. (Cited on page 2).
[11] A. de Klerk, Fischer-Tropsch Refining. Weinheim, Germany: Wiley-VCH Verlag
GmbH & Co. KGaA, 2011. (Cited on pages x, xii, 2, 15, 16, 17, 18, 19, 20, 21 &
26).
[12] A. Yates and C. Cilliers, “A Fundamental Study of the Relationship Between Alti-
tude and Research Octane Number,” SAE Technical Paper, no. SAE2002-01-1662,
2002. (Cited on page 2).
[13] A. Swarts, Insights relating to octane rating and the underlying role of autoignition.
PhD thesis, University of Cape Town, 2006. (Cited on pages 2, 42 & 44).
[14] S. G. Bryce, R. Lindsay, I. Galliard, and A. R. Glover, “Fuels Development for
Formula One,” SAE International, no. SAE942540, 1994. (Cited on page 3).
[15] G. E. Jones, I. S. Myburgh, and J. J. Botha, “The Sasol Oil Racing Fuels and
Lubricants Research Facility,” SAE International, no. SAE942542, 1994. (Cited on
page 3).
[16] R. Stanglmaier, C. Roberts, and D. Mehta, “Measurement of laminar burning Ve-
locity of multi-component fuel blends for use in high-performance SI engines,” SAE
Technical Paper, no. SAE2003-01-3185, 2003. (Cited on pages 3 & 29).
[17] J. Heywood, Internal combustion engine fundamentals. Mc Graw Hill, 1988. (Cited
on pages 3, 22, 39, 40, 41, 50, 51, 64, 80 & 108).
[18] P. Richards, Automotive Fuels Reference Book. SAE International, 3rd ed., 2014.
(Cited on page 3).
[19] “World Wide Fuel Charter,” 2013. (Cited on page 3).
[20] J. Farrell, W. Weissman, and R. Johnston, “Fuel effects on SIDI efficiency and
emissions,” SAE Technical Paper, no. SAE2003-01-3186, 2003. (Cited on page 3).
[21] T. Rockstroh, V. Burger, A. Yates, and D. Smit, “Laminar Flame Speed
Characterization of Synthetic Gasoline Components,” SAE International,
no. SAE2014-01-2616, 2014. (Cited on pages xii, xv, 4, 7, 28, 34, 35, 37, 147
& 148).
References 126
University of Cape Town Department of Mechanical Engineering
[22] A. Yates, V. Burger, and C. Viljoen, “A method for determining the laminar flame
speed of jet fuels,” ASME, 2012. (Cited on pages 7, 30, 33, 143, 144, 146 & 147).
[23] “Thermodynamic analysis software Tiger,” 2014. (Cited on page 13).
[24] “GT-Power V7.5,” 2014. (Cited on page 14).
[25] A. de Klerk, Fischer-Tropsch Refining. PhD thesis, University of Pretoria, 2008.
(Cited on page 15).
[26] A. de Klerk, “Environmentally friendly refining: Fischer-Tropsch versus crude oil,”
Green Chemistry, vol. 9, no. 6, p. 560, 2007. (Cited on pages x, 16, 17, 18 & 19).
[27] J. G. Speight, The Chemistry and Technology of Petroleum, Fourth Edition. CRC
Press, 2006. (Cited on page 17).
[28] P. M. Maitlis and A. de Klerk, eds., Greener Fischer-Tropsch Processes for Fuels
and Feedstocks. John Wiley & Sons, 2013. (Cited on page 17).
[29] B. Kamara and J. Coetzee, “Overview of High-Temperature Fischer Tropsch Gaso-
line and Diesel Quality,” Energy & Fuels, no. 2, pp. 2242–2247, 2009. (Cited on
pages 17, 18, 19 & 20).
[30] P. C. Weinert and G. Egloff, “Catalytic polymerization and its commercial appli-
cation,” Petroleum Processing, vol. 3, 1948. (Cited on page 19).
[31] S. A. Tabak, F. J. Krambeck, and W. E. Garwood, “Conversion of propylene and
butylene over ZSM-5 catalyst,” AIChE Journal, vol. 32, pp. 1526–1531, Sept. 1986.
(Cited on page 19).
[32] F. Nierlich, “Oligomerize for better gasoline,” Hydrocarbon processing, vol. 71, no. 2,
pp. 45–46, 1992. (Cited on page 19).
[33] S. Ozmen, H. Abrevaya, P. Barger, M. Bentham, and M. Kojima, “Skeletal isomer-
ization of C4 and C5 olefins for increased ether production,” Fuel Reformulation,
vol. 3, no. 5, p. 54, 1993. (Cited on page 19).
[34] J. Duplan, P. Amigues, J. Verstraete, and C. Travers, “Kinetic Studies of the
skeletal isomerization of npentenes over the ISO-5 Process Catalyst,” in Proceedings
of the 5th Ethylene Producers Conference, pp. 429–449, 1996. (Cited on page 19).
[35] F. M. Floyd, M. F. Gilbert, M. Perez, and E. Koehler, “Light naphtha isomeriza-
tion,” Hydrocarbon Eng., vol. September, no. 42, 1998. (Cited on page 19).
References 127
University of Cape Town Department of Mechanical Engineering
[36] P. J. Kuchar, R. Gillespie, C. Gosling, W. Martin, and M. Cleveland, “Develop-
ments in isomerisation,” Hydrocarbon Eng., vol. March, no. 50, 1999. (Cited on
page 19).
[37] P. Tamm, D. Mohr, and C. Wilson, “Octane enhancement by selective reforming
of light paraffins,” Stud.Surf.Sci Catal, vol. 38, no. 335, 1988. (Cited on page 19).
[38] T. Hughes, R. Jacobsen, and P. Tamm, “Catalytic processes for octane enhance-
ment by increasing the aromatics content of gasoline,” Stud.Surf.Sci Catal, vol. 38,
no. 317, 1988. (Cited on page 19).
[39] R. Peer, R. Bennett, D. E. Felch, and E. von Schmidt, “UOP Platforming leading
octane technology into the 1990’s,” Catal Today, vol. 18, no. 473, 1993. (Cited on
page 19).
[40] “Standard Test Method for Hydrocarbon Types in Liquid Petroleum Products by
Fluorescent Indicator Adsorption,” 2013. (Cited on page 22).
[41] J. Farrell, R. Johnston, and I. Androulakis, “Molecular structure effects on laminar
burning velocities at elevated temperature and pressure,” SAE Technical Paper,
no. SAE2004-01-2936, 2004. (Cited on pages 22, 29, 34, 37, 45 & 119).
[42] S. G. Davis and C. Law, “Determination of and Fuel Structure Effects on Laminar
Flame Speeds of C 1 to C 8 Hydrocarbons,” Combustion Science and Technology,
vol. 140, pp. 427–449, Dec. 1998. (Cited on pages 22, 28, 29 & 37).
[43] R. Johnston and J. Farrell, “Laminar burning velocities and Markstein lengths of
aromatics at elevated temperature and pressure,” Proceedings of the Combustion
Institute, vol. 30, pp. 217–224, Jan. 2005. (Cited on pages 22, 29 & 37).
[44] C. Viljoen, A. Yates, and R. Coetzer, “A Molecular Modelling Investigation of
Selected Gasoline Molecules to Relate Oxidation Pathways to their Autoignition
Behaviour,” SAE International, no. SAE2007-01-0005, 2007. (Cited on page 22).
[45] C. L. Viljoen, A. D. B. Yates, A. Swarts, G. Balfour, and K. Möller, “An In-
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Appendix A
Laminar flame speed calculation
methodology
A short summary of the simplified approach used in analyzing the spherical flame, as
described by Yates et. al. [22], will be provided here.
For this method the flame thickness is considered to be negligibly thin with a step change
in temperature from the burned to the unburned zone [71]. A more detailed approach
is generally used in the case of optical combustion analysis methods, such as Schlieren
technique, where the flame front is defined as having a finite thickness. In order to
define the burned and unburned gas properties, the exact fuel composition needs to be
known [22]. As these properties can only be estimated for commercial fuel products, the
simplification for the pressure-based method was found to be both adequate and suitable.
The calculation technique can be summarised as follows.
Assuming isentropic compression of the unburned gas for the one-step combustion anal-
















ro is the equivalent radius of the total gas-volume of the combustion chamber with due
consideration for the access ports and spark plug electrodes. pi and pf are the initial
and final bomb pressures respectively. Gamma, γ, is the ratio of the specific heats of
the unburned mixture at constant pressure and constant volume. As the combustion
radius approaches the chamber wall, heat loss results in the maximum pressure being
slightly lower than the theoretical final pressure. The maximum pressure was determined
Chapter A: Laminar flame speed calculation methodology 143
University of Cape Town Department of Mechanical Engineering
from chemical equilibrium calculations using single component fuels and a 5% offset was
applied to account for the shortfall in the experimentally obtained pressure signal [22].
When considering the gas motion due to the flame expansion, the burning velocity,un,





















Determination of the value of γ
For an unknown fuel composition, the ratio of specific heats can be estimated using the
following energy equation:
mFuelQcηc = mMixcvMix(TMix − Ti) (A.3)
mFuel is the mass of the fuel while mMix is that of the air-fuel mixture. Qc is the lower
enthalpy of stoichiometric combustion and ηc is the combustion efficiency. cvMix and TMix
are the specific heat and temperature of the mixture respectively with Ti being the initial
bomb temperature. The fuel mass can be expressed in terms of the air mass, mAir, and
the equivalence ratio, φ, together with the stoichiometric fuel/air ratio,FStoich. Using the
ideal gas law, the temperature may be expressed in terms of the bomb volume, V and
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Flame stretch effect
Due to the fact that the preheating and reaction zones of the flame have a finite thickness
in reality, this results in the burning process being affected by the curvature of the flame
and the aerodynamic strain. For the present analysis it was adequate to only consider
the total stretch influence. The distinction between the un-stretched laminar burning
velocity, ul, and the stretched one, un, is approximately proportional to the normalized
rate of change of flame area, A.






The Markstein length, L, is defined as the constant of proportionality. In the case of a
spherical flame, the normalized rate of change of area can be expressed in terms of the
flame radius, which then results in:






This relationship between stretched and un-stretched laminar flame speed was used for the
data analysis and will be explained in more detail later. Assuming isobaric conditions at
each increment, the flame speed calculation was performed stepwise through the changing
pressure temperature domain and the results were corrected to reference pressure and
temperature conditions as illustrated in the following section.
Effect of pressure and temperature and air-fuel ratio
Since a pressure based analysis method was used it was crucial to include the effects of
pressure and temperature on flame velocity in the analysis. Far et. al. suggested the
following power law correlation [194]:









Where Tu,0 and po allude to a reference condition at which ul is calculated and a1 and a2
are empirical constants. This implicit parabolic form of the laminar flame velocity with
regard to air-fuel equivalence ratio can be expressed as:









Where φM is the equivalence ratio that corresponds to the maximum laminar flame
velocity at the reference conditions, ul,MAX,0. The value of φM typically is in the range
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from 1.1 to 1.2 for gasoline. The temperature exponent α and the pressure exponent
β are themselves functions of equivalence ratio and therefore provision was made for a
linear dependence as follows [22]:
α = αStoich + α1(φ− 1) (A.12)
β = βStoich + β1(φ− 1) (A.13)
Using the regression analysis, these coefficients were defined as described in the next
section.
Data Analysis
The laminar flame speed was defined from pressure data recorded at a rate which pro-
vided about 90 data points from start of ignition to the peak pressure in the combustion
bomb. Using the isentropic compression relationship the unburned gas temperature was








Using equation A.1, the flame radius was calculated at each point . By differentiating
the pressure data with respect to time, the stretched laminar flame velocity at each point
was calculated using equation A.2. The theoretical stretched laminar flame velocity was
then determined at each experimental point using equations A.6 to A.11. To start the
regression analysis, approximate values for the un-stretched laminar flame speed, the
Markstein length, and all the parametric constants involved in the correction for pressure
and temperature and air-fuel ratio were assumed.
The theoretical, stretched laminar flame velocity, un,TH , should ideally be equal to the
experimentally calculated velocity, un,EXP and the regression error analysis could then
be used to improve the assumed values towards their final, optimal fit value. Isentropic
compression of the unburned gas resulted in covariance of temperature and pressure for
a given pressure trace. Combustion bomb data with different starting temperatures was
therefore needed to calculate the α and β coefficients for the temperature and pressure.
Data for a variety of air-fuel ratios was furthermore required to define the influence on
laminar flame speed and the pressure and temperature coefficients. Equation A.9 reveals
that the Markstein length effect on the stretched laminar flame speed corresponds to the
flame radius. Due to the non-linear inverse relationship between the pressure and flame
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Figure A.1: Ratio of uEXP/uTH of 95 RON crude pump fuel at φ=1 [21]
stretch, the regression error was split into two sections according to the flame radius
being below or above about 60% as shown in figure A.1 and figure A.2. Additionally a
weighting factor was applied.
The solving process was further simplified by reducing the number of degrees of freedom,
resulting in the Markstein length being parameterized to include fuel specific constants
[22]. Furthermore it was found that a single, common set of temperature and pressure
coefficients could be used for various fuels as long as they were pure hydrocarbon blends
with similar carbon number lengths. The poor resolution of the pressure signal at small
flame radii, shown by the large amount of scatter in the 30% to 60% range in figure A.1
and figure A.2, is a weakness of the pressure method. This makes accurate prediction
of the Markstein length challenging and resulted in no useful information being deduced
from the data. Marshall et. al. argued that their error due to stretch was low enough
to warrant the exclusion of stretch correction as a result of the difficulties involved in
accurately determining the Markstein length [65]. Poor signal to noise ratio at a flame
radius below about 30%, resulted in this data to be discarded. Similarly when the flame
front reached the combustion bomb wall, this resulted in considerable heat loss, and
therefore in a sudden decrease in the calculated flame speed. As shown by the hairline
in figure A.1, this resulted in the end of the meaningful and useable data. By making
use of a relatively small bomb diameter, flame instability in the form of cellularity was
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Figure A.2: Ratio of uEXP/uTH of 95 RON crude pump fuel at φ=1.2 [21]
minimized. The onset of flame instability for rich air fuel mixtures, manifested itself
in a spontaneous increase in the experimental stretched laminar flame velocity. This
increased velocity resulted in a deviation from the ratio value of one since it was not
simulated in the theoretical flame speed value. A conservative approach was taken to
manually inspect and remove the affected areas believed to be cellular as indicated by
the hairline in figure A.2.
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Appendix B
Analytical fuel analysis methods
Details surrounding the chemical analysis methods used at Sasol’s analytical chemistry
laboratory. The information was gathered from an internal memorandum at Sasol [48].
B.1 SFC
The equipment used for this investigation was a Selerity Series 4000 SFC system equipped
with SFC pump, autosampler, SFC oven and a flame ionization detector operated at a
temperature of 400 °C. To allow optimal separation of the groups (saturates, unsaturates,
aromatics and oxygenates) on the SFC, a known variety of standards characteristic of
HTFT light oil were used. Three analytical columns were used for the group type sepa-
ration. A PVA-Silica column retained the oxygenates and a Petrosil column was utilised
to separate the aromatics from the unsaturated components. The latter were retained by
a PetroAG silver-loaded cation exchange column.
Furthermore the SFC oven is equipped with two six-port two-position switching valves
that enables forward and reverse-flushing of the analytical columns. The silver-loaded
cation exchange column was employed in a secondary column oven at a constant temper-
ature of 140 °C which enabled more rapid clearance of the olefins and other unsaturated
components through the column. The SFC mobile phase (carbon dioxide) was supplied
at a constant pressure of 200 atm with an injection volume of 0.1 µl while the analysis
temperature of 40 °C was maintained throughout.
It has been found that light carbonyls, esters and ethers are not retained effectively on
the PVA-Silica column. Additionally the selectivity of the PVA-Silica column is geared
towards alcohols resulting in the less polar carbonyls and esters to not be retained ef-
ficiently thereby proceeding to elude with the olefin fraction. However the separation
Chapter B: Analytical fuel analysis methods 149
University of Cape Town Department of Mechanical Engineering
between olefins and aromatics is critical and alkylbenzenes with long non-polar alkyl
chains may therefore overlap with alkylbenzenes and polar olefinic compounds.
B.2 NMR
A Bruker 500MHz spectrometer equipped with a 5mm QNP probe was used to collect 1H
NMR sprectra at an interval of 16 scans per sample. An exact amount of benzene and
the sample were dissolved in deuterated chloroform.
The component classes in gasoline samples can be separated to a large degree by compre-
hensive chromatography, however it is often not possible to separate unsaturated classes
such as olefins and napththenes completely. Due to the resulting overlap and the simi-
larities in the mass spectrometry (MS) data of these classes, accurate identification and
quantification is not possible. For complex samples it is frequently necessary to implement
a combination of techniques to enable identification and NMR can aid to differentiate be-
tween the olefin classes of gasoline samples as shown in figure B.1. NMR can generally be
used to distinguish between cis- and trans-isomers of single olefinic compounds. However
for complex samples it is not possible to use coupling constants and therefore this differ-
entiation is not possible. This lead to an investigation at Sasol’s chemical laboratory to
identify these classes in the NMR spectrum of gasoline samples.
The 1H NMR sprectra of the samples containing olefins are characterized with a resonance
between 6 and 4.5 ppm which can be ascribed to double bond protons with the remaining
aliphatic protons resonating between 3 and 0.5 ppm while the aromatic protons resonate
between 7.0 and 8.0 ppm.
Simulation results from ACD HNMR predictor established that α-olefins could be ex-
pected between 6 and 5.5 ppm and 5.3 and 4.9 ppm, vinylidenes between 5 and 4.5 ppm,
Figure B.1: Olefin classes investigated
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Figure B.2: NMR spectra of synthetic gasoline corresponding to simulation results
internal olefins between 5.7 and 4.9 ppm and tri-substituted olefins between 5.3 and 4.7
ppm. These zones could therefore be used for quantification of olefins in the 1H NMR
spectra. It was noted during the simulations that branching in the carbon chain tends to
widen the region in which a molecule from a certain class can be expected to resonate.
It was found that the olefinic region of the 1H NMR sprectra included various groups of
peaks that were similar for a range of samples. This section was therefore divided into
groups that approximately correlate with the simulation results as shown in figure B.2.
The identified peaks correspond to a single class of olefin as shown by the regions and their
identifiers. Quaternary or fully- substituted olefins do not contain any olefinic protons
and are therefore not detected.
By using benzene as an internal standard the concentration of the individual olefin classes
can be calculated according to the relationship described in the following equation:
mass(O) = (




mass(O) is the amount of the olefin in the sample
I(O) is the integral value of the relevant range
I(benzene) is the integral of the added benzene
mole(benzene) is the mole amount of benzene added
n(O) is the number of olefinic protons associated with the olefin class
Mr(AO) is the average molecular weight of the olefins in the sample
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The correlation between the benzene and relevant olefin integral is equal to the amount of
benzene protons relative to the olefin protons in the sample. If the molecular mass of the
olefin is known their respective mass can be calculated. In petrol samples combinations
of olefins with different chain lengths are found, which necessitated the determination
of the average carbon number of the olefins from the available GCxGC data. Following
this, the mass ratio of the various olefin classes could be determined by dividing the
mass of the class with the mass of the sample added to the solution. Due to the fact
that fully-substituted olefins could not be detected through 1H NMR, it was determined
by subtracting the sum of the calculated olefin classes from the total olefin content as
ascertained by GC or SFC analysis.
The accuracy of the NMR method was evaluated by preparing a sample with known
concentrations of seven compounds and then calculating the mass fractions of each com-
ponent. The results shown in table B.1 indicated that the method was valid.
Olefin class Standard sample Calculated amount
α-olefins 25% 24%
Internal olefins 0% 0.4%
Tri-substituted olefins 37.5% 38.2%
Vinylidenes 12.5% 13%
Fully-substituted olefins 25% 24.4%
Table B.1: Comparison of known and calculated olefin class content of a standard sample
B.3 GCxGC
The primary chromatography run of two dimensional GC is employed to separate the
sample using the first adsorbant material and carrier gas which results in an initial sep-
aration according to a desired characteristic. In order to separate according to another
characteristic, these components are subsequently run separately through a second col-
umn with a different adsorbant and carrier gas.
The two columns are coupled by an interface or modulator which periodically samples a
small fractions of eluent from the first column and passes it through the second column
where the analysis is completed before the following sample is received. The sampling
process ensures that the separation in the first dimension is maintained and that all
components in the sample are exposed to both separation dimensions. The first dimension
peak is generally sampled at least three times and the modulation period is synchronised
with the separation time in the second column.
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The large increase in peak capacity over conventional GC leading to an improvement in
separation power, is the primary advantage of GCxGC. For a single GC column a few
hundred peaks can theoretically be separated while for GCxGC the peak capacity is the
product of two columns of different selectivities leading to tens of thousands. Due to the
very fast separation occurring in the second dimension column, broadening of the peak
signal is minimised which in essence improves the signal to noise ratio and in so doing
the sensitivity by a factor of up to ten times compared to conventional 1D-GC.
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Appendix C
Combined fuel analysis results
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